IES INDOOR REPORT

Photometric ToolDOX

PHOTOMETRIC FILENAME : BIO-PSTD-FLSH-LED4-HO-AWW-D1G.IES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002
[TEST] L021507502R01
[TESTLAB]
[ISSUEDATE]

[MANUFAC] PRUDENTIAL LTG.

[LUMCAT] BIO-PTSD-FLSH-LED4-MO-AWW-D1G
[LUMINAIRE] 4-1/2"L. X 48"W. X 5"H. LED LUMINAIRE

[MORE] PRISMATIC LENS

[BALLASTCAT] OSRAM OPTOTRONIC
[BALLAST] INPUT: 120-277VAC

[LAMPPOSITION] 0,0
[LAMPCAT] N/A

[OTHER] INDICATING THE CANDELA VALUES ARE ABSOLUTE AND
[MORE] SHOULD NOT BE FACTORED FOR DIFFERENT LAMP RATINGS.

[LINPUT] 120VAC

[ TEST PROCEDURE] IESNA:LM-79-08

CHARACTERISTICS

Lumens Per Lamp

Total Lamp Lumens
Luminaire Lumens

Total Luminaire Efficiency
Luminaire Efficacy Rating (LER)
Total Luminaire Watts
Ballast Factor

CIE Type

Spacing Criterion (0-180)
Spacing Criterion (90-270)
Spacing Criterion (Diagonal)
Basic Luminous Shape
Luminous Length (0-180)
Luminous Width (90-270)
Luminous Height

N.A. (absolute)
N.A. (absolute)
3662

N.A.

92

40

1.00

Direct

0.62

1.14

0.76
Rectangular
0.33 ft

3.94 ft

0.00 ft
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : BIO-PSTD-FLSH-LED4-HO-AWW-D1G.IES

LUMINANCE DATA (cd/sq.m)

Angle In Average Average Average
Degrees 0-Deg 45-Deg 90-Deg
45 7664 8181 15480
55 6674 7086 11210
65 6259 6513 8243

75 3490 6065 5816

85 5181 5181 3948

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME :

BIO-PSTD-FLSH-LED4-HO-AWW-D1G.IES

CANDELA TABULATION

0 5 10 15 20 25 30 35 40 45
0 2977.0 2977.0 29770 2977.0 2977.0 29770 29770 2977.0 2977.0 2977.0
5 2873.0 2873.0 2878.2 2880.8 2891.2 2904.2 2919.8 29354 2951.0 2964.0
10 2355.6 2358.2 2368.6 2386.8 2412.8 2449.2 2490.8 2540.2 25922 26494
15 1840.8 1843.4 1853.8 18746 1905.8 19474 19994 2061.8 2134.6 2217.8
20 1448.2 14534 1461.2 14794 15054 1539.2 1586.0 1643.2 17134 1796.6
25 11778 1177.8 1183.0 1196.0 1214.2 1240.2 12740 13156 1372.8 1443.0
30 998.4 998.4 1001.0 1008.8 1019.2 1032.2 1053.0 1081.6 1118.0 1170.0
35 873.6 873.6 873.6 876.2 881.4 889.2 899.6 915.2 936.0 969.8
40 764.4 764.4 764.4 767.0 769.6 777.4 782.6 790.4 800.8 821.6
45 655.2 655.2 657.8 660.4 665.6 670.8 676.0 681.2 689.0 699.4
50 548.6 548.6 551.2 553.8 559.0 564.2 572.0 579.8 585.0 592.8
55 462.8 462.8 465.4 465.4 468.0 470.6 475.8 481.0 486.2 491.4
60 390.0 390.0 392.6 392.6 395.2 397.8 400.4 403.0 405.6 405.6
65 319.8 319.8 319.8 322.4 325.0 327.6 330.2 332.8 332.8 332.8
70 236.6 236.6 239.2 241.8 247.0 252.2 257.4 260.0 262.6 260.0
75 109.2 169.0 169.0 171.6 171.6 174.2 179.4 182.0 187.2 189.8
80 54.6 111.8 111.8 111.8 111.8 111.8 111.8 114.4 117.0 117.0
85 54.6 54.6 54.6 54.6 54.6 54.6 54.6 54.6 54.6 54.6
90 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Vert. Horizontal Angles
Angles

30 35 60 65 70 5 80 85 20 95
0 2977.0 2977.0 2977.0 2977.0 29770 2977.0 2977.0 2977.0 2977.0 2977.0
5 2977.0 2990.0 3000.4 30004 2997.8 29952 2984.8 2971.8 2953.6 2930.2
10 2706.6 2766.4 2823.6 28704 2904.2 2927.6 2932.8 2925.0 2893.8 28444
15 2314.0 24154 25194 26208 2709.2 27794 2821.0 28288 27950 2717.0
20 1900.6 2020.2 21554 2301.0 24414 2563.6 2646.8 2680.6 2649.4 2553.2
25 1534.0 1648.4 1786.2 19474 21216 22854 24128 24778 24622 2355.6
30 1240.2 1333.8 1456.0 16094 1786.2 1970.8 2126.8 22204 22256 21294
35 1016.6 1084.2 11804 13104 14742 1651.0 18122 19188 19448 1872.0
40 850.2 894.4 964.6 1066.0 1201.2 1352.0 1495.0 1593.8 16354 1596.4
45 717.6 746.2 795.6 868.4 9724 1092.0 1201.2 1279.2 13234 1307.8
50 603.2 621.4 655.2 707.2 782.6 868.4 943.8 995.8 1029.6  1032.2
55 501.8 509.6 535.6 572.0 624.0 681.2 725.4 754.0 777.4 782.6
60 410.8 421.2 436.8 460.2 496.6 533.0 556.4 569.4 579.8 585.0
65 330.2 332.8 343.2 361.4 384.8 405.6 416.0 418.6 421.2 423.8
70 2574 254.8 2574 265.2 280.8 201.2 293.8 291.2 288.6 288.6
75 189.8 184.6 182.0 182.0 187.2 195.0 192.4 187.2 182.0 179.4
80 119.6 117.0 114.4 114.4 111.8 111.8 109.2 104.0 101.4 96.2
85 54.6 54.6 54.6 52.0 49.4 49.4 46.8 44 .2 41.6 39.0
90 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Vert. Horizontal Angles
Angles

100 105 110 115 120 125 130 135 140 145
0 2977.0 2977.0 29770 2977.0 2977.0 29770 29770 2977.0 2977.0 2977.0
5 2899.0 2862.6 2826.2 2787.2 2743.0 2698.8 2654.6 26104 2568.8 2527.2
10 27716 2685.8 2589.6 24856 2379.0 22750 2176.2 2082.6 19994 1926.6
15 2600.0 2457.0 2301.0 2139.8 1983.8 18434 17212 16094 1515.8 1437.8
20 2397.2 22074 20046 1807.0 1630.2 1482.0 1357.2 12558 11752 11154
25 2176.2 1952.6 17264 15158 13416 1203.8 10946 10114 949.0 904.8
30 19422 1708.2 1476.8 12740 1110.2 990.6 904.8 842.4 800.8 769.6
35 1705.6 14794 12584 1068.6 930.8 832.0 764.4 720.2 686.4 660.4
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : BIO-PSTD-FLSH-LED4-HO-AWW-D1G.IES

CANDELA TABULATION - (Cont.)

40 1461.2 1263.6 1066.0 899.6 782.6 704.6 650.0 613.6 582.4 553.8
45 1216.8 1060.8 891.8 754.0 657.8 592.8 548.6 512.2 473.2 452 .4
50 977.6 865.8 735.8 624.0 546.0 481.0 452.4 416.0 387.4 364.0
55 754.0 683.8 590.2 507.0 431.6 397.8 361.4 330.2 306.8 283.4
60 569.4 527.8 465.4 405.6 353.6 314.6 286.0 260.0 236.6 218.4
65 413.4 390.0 351.0 306.8 2704 241.8 215.8 195.0 182.0 169.0
70 280.8 267.8 244 4 215.8 192.4 171.6 156.0 145.6 135.2 127.4
75 176.8 169.0 156.0 140.4 127.4 117.0 109.2 101.4 96.2 91.0
80 93.6 91.0 85.8 83.2 78.0 72.8 70.2 67.6 65.0 62.4
85 39.0 39.0 39.0 39.0 39.0 36.4 36.4 36.4 33.8 33.8
920 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Vert. Horizontal Angles
Angles

150 155 160 165 170 175 180
0 2977.0 2977.0 2977.0 2977.0 2977.0 2977.0 2977.0
5 24934 24622 2438.8 2418.0 24024 2394.6 2392.0
10 1864.2 18122 1770.6 1736.8 17108 17004 16952
15 13754 1326.0 1287.0 12558 1235.0 12246 1222.0
20 1063.4 10244 995.8 975.0 962.0 956.8 954.2
25 873.6 847.6 832.0 819.0 808.6 806.0 806.0
30 746.2 728.0 715.0 702.0 694.2 691.6 691.6
35 639.6 618.8 603.2 590.2 582.4 577.2 577.2
40 530.4 512.2 491.4 481.0 473.2 468.0 468.0
45 431.6 410.8 395.2 384.8 377.0 371.8 371.8
50 343.2 325.0 312.0 301.6 293.8 288.6 288.6
55 265.2 249.6 239.2 2314 226.2 223.6 223.6
60 2054 195.0 189.8 184.6 182.0 179.4 179.4
65 161.2 153.4 148.2 145.6 143.0 140.4 140.4
70 122.2 117.0 114.4 111.8 109.2 109.2 109.2
75 88.4 85.8 83.2 80.6 80.6 80.6 80.6
80 59.8 57.2 57.2 57.2 54.6 54.6 54.6
85 33.8 33.8 33.8 33.8 33.8 33.8 33.8
90 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : BIO-PSTD-FLSH-LED4-HO-AWW-D1G.IES

ZONAL LUMEN SUMMARY

Zone

0-20
0-30
0-40
0-60
0-80
0-90
10-90
20-40
20-50
40-70
60-80
70-80
80-90
90-110
90-120
90-130
90-150
90-180
110-180
0-180

Lumens

827.54
1500.05
2159.71
31569.42
3613.07
3662.05
3407.04
1332.17
1900.48
1293.81
453.66
159.55
48.98
0.00
0.00
0.00
0.00
0.00
0.00
3662.05

%Lamp

N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.

Total Luminaire Efficiency = N.A.%

ZONAL LUMEN SUMMARY

Zone

0-10
10-20
20-30
30-40
40-50
50-60
60-70
70-80
80-90
90-100
100-110
110-120
120-130
130-140
140-150
150-160
160-170
170-180

Lumens

255.01
572.54
672.51
659.66
568.31
431.39
294.10
159.55
48.98
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00

%Fixt

22.60
41.00
59.00
86.30
98.70
100.00
93.00
36.40
51.90
35.30
12.40
4.40
1.30
0.00
0.00
0.00
0.00
0.00
0.00
100.00
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : BIO-PSTD-FLSH-LED4-HO-AWW-D1G.IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : BIO-PSTD-FLSH-LED4-HO-AWW-D1G.IES

POLAR GRAPH

22

150

75

Maximum Candela = 3000.4 Located At Horizontal Angle = 60, Vertical Angle =5
# 1 - Vertical Plane Through Horizontal Angles (60 - 240) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (5) (Through Max. Cd.)
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.

Page 7



