Photometric ToolDOX

IES INDOOR REPORT

PHOTOMETRIC FILENAME : BTRI-PRO-22-LED35-HO.IES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002
[TEST]BTRI-22-LED35-HO
[TESTLAB]INTERTEK

[[SSUEDATE] 8-9-18

[MANUFAC] PRUDENTIAL

[ TOTALLUMINAIRELUMENS] 3031.7

CHARACTERISTICS

Lumens Per Lamp

Total Lamp Lumens
Luminaire Lumens

Total Luminaire Efficiency
Luminaire Efficacy Rating (LER)
Total Luminaire Watts
Ballast Factor

CIE Type

Spacing Criterion (0-180)
Spacing Criterion (90-270)
Spacing Criterion (Diagonal)
Basic Luminous Shape
Luminous Length (0-180)
Luminous Width (90-270)
Luminous Height

LUMINANCE DATA (cd/sq.m)

Angle In Average Average
Degrees 0-Deg 45-Deg
45 62836 40789
55 62570 36251
65 63346 31621
75 66510 26037
85 76247 18025

N.A. (absolute)
N.A. (absolute)
9096

N.A.

115

79

1.00
Semi-Direct
1.24

1.24

1.38
Rectangular w/Sides
2.29 ft

0.17 ft

0.15 ft

Average
90-Deg

35212
30066
25236
19724
12747

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : BTRI-PRO-22-LED35-HO.IES

CANDELA TABULATION

0.0 22.5 45.0 67.5 90.0 112.5 135.0 157.5 180.0 202.5
0.0 2526.3 2526.3 2526.3 2526.3 2526.3 2526.3 2526.3 2526.3 2526.3 2526.3
25 25146 2538.0 25341 2520.0 25119 2518.8 2530.5 25434 2523.0 25434
5.0 25131 2535.6 2532.0 2521.5 2514.6 2520.9 2526.0 2547.3 2536.8 2547.3
7.5 25152 2527.8 25245 25209 25101 24996 25119 2538.0 2511.3 2538.0
10.0 2481.3 2508.6 2499.3 2496.0 2485.8 2481.0 2496.6 2511.3 2496.6 2511.3
12.5 2453.7 2469.6 2473.5 2465.7 2458.5 24546 2473.2 24831 24645 24831
15.0 24201 2438.7 24381 2430.3 2415.0 24201 2440.8 2446.5 2433.6 2446.5
17.5 23811 2390.7 2397.0 2391.3 23721 23820 2401.5 24054 2391.0 24054
20.0 2337.0 2340.0 2349.3 2350.2 23214 23346 23457 23559 2351.7 23559
22,5 22776 2281.8 22989 22953 22674 22812 2286.6 23004 2289.6 2300.4
25.0 2219.7 2223.0 22359 22329 22044 22245 22224 22377 2229.0 2237.7
27.5 2160.3 2161.8 21711 21729 2140.5 2157.6 2159.7 21741 2166.6 21741
30.0 2088.0 2089.2 21024 2109.3 2078.7 2096.7 2097.0 2107.2 2106.3 2107.2
32.5 2028.0 2021.1 20376 20409 2002.8 2028.9 20271 2037.3 2038.5 2037.3
35.0 19614 1950.3 19704 19743 1933.2 1959.0 1955.7 19704 19743 19704
37.5 1891.8 1883.1 1902.0 19050 1863.3 1893.0 18819 1899.0 1906.8 1899.0
40.0 1817.4 1812.0 1835.7 1839.3 17934 1820.7 1816.5 18357 1840.8 1835.7
42.5 1750.5 17424 17724 17784 17256 17472 17451 17646 17775 1764.6
45.0 1678.5 1668.6 1704.3 17124 1658.1 1676.4 16746 16974 17145 16974
47.5 1614.0 1598.7 16404 1650.0 1587.0 1601.7 1598.4 16257 1647.6 1625.7
50.0 1539.0 1528.5 1572.0 1581.0 1522.2 1525.8 15279 1559.1 1583.1  1559.1
52.5 1464.6 1458.6 1503.3 15189 1450.5 1452.3 1459.5 14925 15171 14925
55.0 1390.5 1380.9 1438.5 14493 13779 1379.1 1381.8 1418.7 14499 1418.7
57.5 1316.1 1309.2 1368.3 13821 1311.3 1306.8 13059 1349.7 1383.0 1349.7
60.0 12426 12372 12972 13128 1237.8 12309 1233.6 12774 13134 12774
62.5 1159.2 11619 12288 1239.0 11652 1147.2 1156.2 12054 12414 12054
65.0 1080.6 1083.9 1150.2 1163.7 1089.6 1071.0 10788 11256 11616 1125.6
67.5 997.8 10029 10725 1085.7 1010.7 991.8 1000.2 1047.0 1090.2 1047.0
70.0 921.0 923.7 996.9 1005.3 930.6 908.7 918.3 968.7 1007.7 968.7
72.5 839.4 843.3 912.3 924.3 852.6 827.4 836.4 885.9 924.9 885.9
75.0 756.6 760.5 832.2 843.9 773.4 746.7 758.7 806.4 843.6 806.4
77.5 668.7 675.9 749.7 762.0 690.6 660.9 670.5 721.5 755.1 721.5
80.0 585.9 595.5 666.3 674.1 608.4 579.9 586.5 634.5 672.6 634.5
82.5 502.8 513.0 576.6 589.2 525.0 494 4 497 1 554.7 581.4 554.7
85.0 407.7 419.1 4791 489.9 434 1 395.4 399.6 456.0 479.4 456.0
87.5 310.2 318.3 375.6 387.9 330.6 298.8 308.1 352.5 372.0 352.5
90.0 246.3 246.6 2994 303.3 260.7 238.5 2394 277.5 304.2 277.5
92.5 224 1 231.6 274 .2 281.4 241.5 227.4 227.7 260.4 281.7 260.4
95.0 217.5 219.9 2571 263.7 2271 219.3 216.3 2481 267.0 248.1
97.5 211.2 2094 246.0 256.5 227.7 211.2 218.4 2442 250.8 2442
100.0 211.8 202.8 243.9 252.9 2271 217.8 220.2 242.4 249.3 2424
102.5 205.5 201.9 237.0 248.4 217.2 220.5 216.3 232.8 246.6 232.8
105.0 208.2 199.8 217.8 229.2 207.6 207.3 207.6 209.7 237.6 209.7
107.5 207.0 186.9 207.9 211.8 193.2 194.7 193.5 195.0 219.9 195.0
110.0 186.6 171.6 1971 198.0 174.9 180.9 171.9 183.0 2121 183.0
112.5 177.6 161.1 184.2 187.8 164.7 166.5 162.3 177.0 196.2 177.0
115.0 160.8 154.5 177.6 174.3 152.7 156.6 149.7 168.6 184.2 168.6
117.5 158.1 149.1 163.5 164.7 139.8 147.0 141.6 161.1 180.0 161.1
120.0 147.9 144.9 158.1 158.4 132.6 140.4 138.3 150.3 168.6 150.3
122.5 144.9 135.9 150.3 150.0 1251 134.4 132.6 142.8 159.9 142.8
125.0 133.8 127.8 145.2 1431 122.4 124.8 125.7 140.7 154.2 140.7
127.5 128.7 120.9 136.5 133.2 114.9 117.3 114.3 132.6 147.9 132.6
130.0 125.1 109.5 130.2 126.6 108.3 116.4 105.6 125.4 1401 1254
132.5 108.6 102.0 121.5 118.2 105.0 109.5 102.9 119.7 131.4 119.7
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : BTRI-PRO-22-LED35-HO.IES

CANDELA TABULATION - (Cont.)

135.0 99.6 95.1 114.0 113.1 100.8 99.3 96.0 115.2 127.2 115.2
137.5 82.2 91.5 107.1 105.3 93.3 91.2 90.9 109.8 123.0 109.8
140.0 74.4 86.1 102.0 97.8 90.0 87.9 86.4 100.5 113.4 100.5

142.5 711 78.9 95.4 94.5 80.1 78.3 79.8 95.7 107.1 95.7
145.0 62.7 711 88.5 87.0 76.8 72.9 76.2 90.0 101.7 90.0
147.5 55.5 69.6 81.3 84.0 72.0 63.6 68.4 85.2 87.3 85.2
150.0 51.6 63.6 75.6 75.3 67.2 594 66.0 77.1 84.9 77.1
152.5 49.8 57.3 72.3 68.7 60.9 52.5 60.0 71.1 73.2 71.1
155.0 39.9 52.5 63.3 63.9 50.1 49.5 52.5 63.9 69.3 63.9
157.5 39.6 47.7 60.9 59.7 48.9 42.9 52.8 57.9 58.5 57.9
160.0 33.9 45.6 54.9 55.5 44 .4 38.7 42.6 52.5 54.6 52.5
162.5 31.2 41.1 47.4 48.9 39.0 33.0 36.6 471 51.6 471
165.0 258 35.7 42.3 40.8 34.8 294 36.0 39.6 43.2 39.6
167.5 27.3 33.9 34.5 36.9 27.3 25.8 31.5 33.9 34.2 33.9
170.0 26.1 26.4 27.0 30.0 243 21.6 258 26.1 30.6 26.1
172.5 243 21.9 225 23.1 20.4 19.8 21.0 234 26.1 234
175.0 16.5 18.6 17.4 18.3 18.3 16.5 18.3 18.9 18.0 18.9

177.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
180.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Vert. Horizontal Angles
Angles
225.0 247.5 270.0 292.5 315.0 337.5 360.0
0.0 2526.3 2526.3 2526.3 2526.3 2526.3 2526.3 2526.3
25 2530.5 2518.8 2511.9 2520.0 2534.1 2538.0 2514.6
5.0 2526.0 2520.9 25146 25215 2532.0 25356 25131
7.5 25119 2499.6 25101 25209 25245 25278 2515.2

10.0 2496.6 2481.0 24858 2496.0 2499.3 2508.6 2481.3
12.5 24732 24546 24585 24657 24735 2469.6 2453.7
15.0 2440.8 24201 2415.0 2430.3 2438.1 2438.7 24201
17.5 24015 2382.0 23721 23913 2397.0 2390.7 23811
20.0 23457 23346 23214 2350.2 23493 2340.0 2337.0
225 2286.6 22812 22674 22953 22989 2281.8 2277.6
25.0 22224 22245 22044 22329 22359 22230 2219.7
27.5 2159.7 21576 21405 21729 21711 2161.8 2160.3
30.0 2097.0 2096.7 2078.7 2109.3 21024 2089.2 2088.0
32,5 20271 2028.9 2002.8 20409 2037.6 2021.1 2028.0
35.0 1955.7 1959.0 1933.2 19743 19704 1950.3 19614
37.5 18819 1893.0 1863.3 1905.0 1902.0 1883.1 1891.8
40.0 1816.5 1820.7 17934 1839.3 18357 1812.0 18174
42.5 17451 17472 17256 17784 17724 17424 1750.5
45.0 1674.6 16764 16581 17124 17043 1668.6 1678.5
47.5 1598.4 1601.7 1587.0 1650.0 1640.4 1598.7 1614.0
50.0 15279 15258 1522.2 1581.0 1572.0 15285 1539.0
52.5 1459.5 1452.3 14505 15189 1503.3 1458.6 1464.6
55.0 1381.8 1379.1 13779 14493 14385 1380.9 1390.5
57.5 13059 1306.8 1311.3 13821 1368.3 1309.2 1316.1
60.0 1233.6 12309 1237.8 13128 1297.2 12372 12426
62.5 1156.2 11472 11652 1239.0 1228.8 11619 1159.2
65.0 1078.8 1071.0 1089.6 1163.7 1150.2 1083.9 1080.6
67.5 1000.2 991.8 1010.7 1085.7 10725 10029 997.8

70.0 918.3 908.7 930.6 1005.3 996.9 923.7 921.0

72.5 836.4 827.4 852.6 924.3 912.3 843.3 839.4

75.0 758.7 746.7 773.4 843.9 832.2 760.5 756.6

77.5 670.5 660.9 690.6 762.0 749.7 675.9 668.7

80.0 586.5 579.9 608.4 674.1 666.3 595.5 585.9
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : BTRI-PRO-22-LED35-HO.IES

CANDELA TABULATION - (Cont.)

82.5

85.0

87.5

90.0

92.5

95.0

97.5

100.0
102.5
105.0
107.5
110.0
112.5
115.0
117.5
120.0
122.5
125.0
127.5
130.0
132.5
135.0
137.5
140.0
142.5
145.0
147.5
150.0
152.5
155.0
157.5
160.0
162.5
165.0
167.5
170.0
172.5
175.0
177.5
180.0

497 .1
399.6
308.1
2394
227.7
216.3
218.4
220.2
216.3
207.6
193.5
171.9
162.3
149.7
141.6
138.3
132.6
125.7
114.3
105.6
102.9
96.0
90.9
86.4
79.8
76.2
68.4
66.0
60.0
52.5
52.8
42.6
36.6
36.0
31.5
25.8
21.0
18.3
0.0
0.0

494 .4
395.4
298.8
238.5
2274
219.3
211.2
217.8
220.5
207.3
194.7
180.9
166.5
156.6
147.0
140.4
134.4
124.8
117.3
116.4
109.5
99.3
91.2
87.9
78.3
72.9
63.6
59.4
52.5
49.5
42.9
38.7
33.0
294
25.8
21.6
19.8
16.5
0.0
0.0

525.0
434.1
330.6
260.7
2415
2271
227.7
2271
217.2
207.6
193.2
174.9
164.7
152.7
139.8
132.6
125.1
122.4
114.9
108.3
105.0
100.8
93.3
90.0
80.1
76.8
72.0
67.2
60.9
50.1
48.9
444
39.0
34.8
273
243
20.4
18.3
0.0
0.0

589.2
489.9
387.9
303.3
2814
263.7
256.5
252.9
248.4
2292
211.8
198.0
187.8
174.3
164.7
158.4
150.0
143.1
133.2
126.6
118.2
113.1
105.3
97.8
94.5
87.0
84.0
75.3
68.7
63.9
59.7
55.5
48.9
40.8
36.9
30.0
23.1
18.3
0.0
0.0

576.6
479.1
375.6
2994
2742
2571
246.0
2439
237.0
217.8
207.9
197.1
184.2
177.6
163.5
158.1
150.3
145.2
136.5
130.2
121.5
114.0
107.1
102.0
95.4
88.5
81.3
75.6
72.3
63.3
60.9
54.9
47.4
42.3
34.5
27.0
225
17.4
0.0
0.0

513.0
419.1
318.3
246.6
231.6
219.9
209.4
202.8
201.9
199.8
186.9
171.6
161.1
154.5
149.1
144.9
135.9
127.8
120.9
109.5
102.0
95.1
91.5
86.1
78.9
71.1
69.6
63.6
57.3
52.5
47.7
45.6
411
35.7
33.9
264
21.9
18.6
0.0
0.0

502.8
407.7
310.2
246.3
2241
217.5
211.2
211.8
205.5
208.2
207.0
186.6
177.6
160.8
158.1
147.9
144.9
133.8
128.7
125.1
108.6
99.6
82.2
74.4
71.1
62.7
55.5
51.6
49.8
39.9
39.6
33.9
31.2
258
273
26.1
243
16.5
0.0
0.0
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : BTRI-PRO-22-LED35-HO.IES

ZONAL LUMEN SUMMARY

Zone

0-20
0-30
0-40
0-60
0-80
0-90
10-90
20-40
20-50
40-70
60-80
70-80
80-90
90-110
90-120
90-130
90-150
90-180
110-180
0-180

Lumens

926.13
1952.1
3179.94
5741.57
7673.54
8153.1
7912.83
2253.81
3556.34
3660.95
1931.97
832.65
479.56
486.94
650.40
770.45
903.65
943.04
456.09
9096.14

%Lamp

N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.

Total Luminaire Efficiency = N.A.%

ZONAL LUMEN SUMMARY

Zone

0-10
10-20
20-30
30-40
40-50
50-60
60-70
70-80
80-90
90-100
100-110
110-120
120-130
130-140
140-150
150-160
160-170
170-180

Lumens

240.27
685.86
1025.97
1227.84
1302.52
1259.11
1099.32
832.65
479.56
263.42
223.53
163.46
120.05
82.25
50.95
26.90
10.72
1.77

%Fixt

10.20
21.50
35.00
63.10
84.40
89.60
87.00
24.80
39.10
40.20
21.20
9.20
5.30
5.40
7.20
8.50
9.90
10.40
5.00
100.00
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : BTRI-PRO-22-LED35-HO.IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20

RC
RW

94
85
78
71
66
61
57
53
0 50

2 OCO~NOOOPWN-O

80

85
74
65
58
52
47
43
39
36

94
77
65
56
49
43
38
34
31
28

70 50 30 10

117117117117
10499

89
71
58
49
42
36
32
28
25
23

70

70 50 30 10

113113113113

10196

90
82
75
69
63
59
55
51
48

82
72
63
56
51
46
42
38
35

91
75
64
55
48
42
37
34
30
28

87
69
57
48
41
36
31
28
25
23

50

50 30 10

105105105

89
77
67
59
53
48
43
40
36
34

86
71
60
52
45
40
36
32
29
27

82
66
55
46
40
34
30
27
24
22

50

99
84
72

56
50
45
41
38

32

30
30

99
81
67
57
49
43

34
31
28
26

10

99
78
63
52
44
38

29
26
24
21

50

93
78
67

52
47
42
39
36

30

10
30

93
76
64
54
47
41
37
33
30
27
25

10

93
74
60

43
37
32
29
26
23
21

90
71
57
48
40
34

26
23
21
19
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : BTRI-PRO-22-LED35-HO.IES

POLAR GRAPH

127

Maximum Candela = 2547.3 Located At Horizontal Angle = 157.5, Vertical Angle = 5
# 1 - Vertical Plane Through Horizontal Angles (157.5 - 337.5) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (5) (Through Max. Cd.)
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