FL200-RGBW40K-OM-10-ELV (WH) PRODUCT PHOTOMETRIC REPORT

PRODUCT INFORMATION

SERIAL NUMBER: LL-20191011-855
DATE OF MEASUREMENT: 2019-10-11
SIZE (dia. x h): 430 mm x 85 mm

ANGULAR DISTRIBUTION AT C0/180 ANGULAR DISTRIBUTION AT C90/270 LIGHT OUTPUT DATA

TOTAL LUMEN OUTPUT: 4400 Im
165 180 165 165 180 165 EFFICACY: 80 Im/W
150 150 150 150 PEAK INTENSITY: 93197 cd
1 13 1 13 COLOR RENDERING INDEX (CRI): 83.1
120 120 120 120 COLOR TEMPERATURE (CCT): 3936K
105 105 105 105 FIDELITY INDEX (TM30Rf): 84.4
GAMUT INDEX (TM30Rg): 96.5
90 90 90 90
60 60 60 60 BEAM ANGLE (FWHM) | C0/180: 10.6°
45 45 a5 a5 BEAM ANGLE (FWHM) | C90/270: 10.8°
30 30 30 30 FIELD ANGLE (10%) | C0/180: 20.4°
FIELD ANGLE (10%) | C90/270: 21°
NUMBER OF PLANES MEASURED: 12
INPUT POWER: 54.8W
?” POWER FACTOR: 1.0
OPTICAL POWER: 13.3 mwW
%0 PEAK WAVELENGTH: 597 nm
e 9303 cd DOMINANT WAVELENGTH: 582 nm
L
o 40% 37213 cd
% ¢ so% 46517 cd
g | I 60% 55820 cd
2 | 0% 65123 cd
= 80% 74427 cd
o o 83730 cd

Horizontal Angles

SPECTRAL DISTRIBUTION CIE 1931 ZOOM

X: 0.383
y: 0.378
u: 0.226
v: 0.335
Auv: -0.0002

GVA Lighting, Inc. 2771 Bristol Circle, Oakville, Ontario. L5L 0A2 FL200-RGBW40K-OM-10-| ) -11 | Page 1

Tel.: +1 (905) 569-6044 < Email: info@gvalighting.com « Web: gvalighting.com



mailto:info@gvalighting.com
http://gvalighting.com/

FL200-RGBW40K-OM-10-ELV (WH) PRODUCT PHOTOMETRIC REPORT

ZONAL LUMEN SUMMARY

0°-10° 10°-20° 20°-30° 30°-40° 40°-50° 50°-60° 60°-70° 70°-80° 80°-90°

3405 Im 754 Im 159 Im 64.0 Im 14.7 Im 3.08 Im 0.355Im 0.092 Im 0.016 Im
90°-100° 100°-110° 110°-120° 120°-130° 130°-140° 140°-150° 150°-160° 160°-170° 170°-180°
0.004 Im 0.004 Im 0.003 Im 0.002 Im 0.002 Im 0.001 Im 0.001 Im 0.000 Im 0.000 Im

COLOR DETAILS

TM30: 84.4 CRI: 83.1 (R1-R8)

89
82

90 Pt 92 90 g

87

86 88

Cl C2 C3 C4 C5 C6 C7 C8 C9 Cl10C11Cl12C13C1l4Ci5Cle

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15

TM30 C values, 16 binned values out of total of 99 C values
c1 | c2 c3 c4a C5 C6 C7 | C8 C9 ClO Cll CI2

CRI R values, only R1-R8 are used to calculate final CRI value

Cl13  Ci14 Ci15 Ci16 R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 = R11 | R12 | R13  R14 RI15

80.6 832 77.0 869 898 935 921 903 885 79.0 787 823 859 87.8 805 787 815 889 945 827 816 849 859 646 85 737 819 650 833 97.0 746

TM30 COLOR EVALUATION SAMPLE
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FL200-RGBW40K-OM-10-ELV (WH) PRODUCT PHOTOMETRIC REPORT

TM30 DETAILS

Graphic shifts (%) 140 E FIDELITY INDEX
Hue Bin | Rs | Chroma Hue =
s F Rf 84.4
1 81 -12% -1% r
2 83 -8% 6% 120 - GAMUT INDEX
77 -4% 12% C Rg 965
87 1% 8% 110 :
90 3% 5% F
94 3% -2% 100 E
j=2
7 92 -2% -4% T 45 b ) Approx. limits for sources on the Planckian locus.
8 90 -5% 2% - Approx. limits for practical light sources.
9 89 -7% 4% 80 C
10 79 -7% 11% E
11 79 2% 14% 0 F
12 82 5% 8% C
13 |8 | 8% -5% -
14 [88| 9% 7% 6 F
\ I I I
15 81 _l% _14% S I N N N N N N I I S I
16 79 -6% -12% 50 60 70 80 90 100
Rf
TM30 OVER 50 COLOR VECTOR GRAPHICS
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FL200-RGBW40K-OM-10-ELV (WH)

PRODUCT PHOTOMETRIC REPORT

BEAM DETAILS

Distance (metres) 2m

Distance (feet) 3.3 ft. 6.6 ft.

3m 4 m 5m

9.8 ft. 13.1 ft. 16.4 ft.

5815 Ix 721 Ix
10337 Ix
*
Lux 23258 Ix
93033 Ix
Beam center
8643 fc
Footcandles* 2161 fc
" 960 fc
measured at
center of beam 540 fc
346 fc
Beam width (metres) 0.2 m 0.4 m 0.6m 0.7m 0.9m
Beam width (feet) 0.6 ft. 1.2 ft 1.8 ft. 2.4 ft. 3.1ft.
Beam intensity from 1-20m
im 2m 3m 4m 5m 6m m 8m 9m 10m 11m 12m 13m 14m 15m 16m 17m 18m 19m 20m
3.3ft 6.6ft 9.8ft 13.1ft 16.4ft 19.7ft 23ft 26.2ft 29.5ft 32.8ft 36.1ft 39.4ft 42.7ft 45.9ft 49.2ft 52.5ft 55.8ft 59.1ft 62.3ft 65.6ft
93033Ix 23258Ix 10337Ix 5815Ix 3721Ix 25841 1899Ix 14541x 1149Ix 930Ix 769Ix 646Ix 550Ix 475Ix 413Ix 363Ix 322Ix 287Ix 258Ix 233Ix
8643.1fc | 2160.8fc 960.3fc 540.2fc 345.7fc 240.1fc 176.4fc 135fc 106.7fc 86.4fc 71.4fc 60fc 51.1fc 44.1fc 38.4fc 33.8fc 29.9fc 26.7fc 23.9fc 21.6fc
Intensity in 0° c-plane
0° 1° 2° ar 4° 5° 6° 7 8° 9° 10° 11° 12° 13° 14° 15° 16° 17° 18° 19°
93.0K 90.8K 83.9K 73.9K 62.0K 49.7K 38.1K 28.2K 20.3K 14.3K 10.0K 6.9K 4.9K 3.5K 2.6K 1.9K 1.5K 1.2K 1.0K 0.8K
100% 98% 90% 79% 67% 53% 41% 30% 22% 15% 11% 7% 5% 4% 3% 2% 2% 1% 1% 1%
Intensity in 90° c-plane
0° 1° 2° zv 4° 5° 6° 7 8° 9° 10° 11° 12° 13° 14° 15° 16° 17° 18° 19°
93.0K 90.9K 84.5K 74.7K 63.1K 51.2K 39.7K 29.8K 21.7K 15.6K 11.1K 7.9K 5.7K 4.1K 3.1K 2.3K 1.8K 1.5K 1.2K 1.0K
100% 98% 91% 80% 68% 55% 43% 32% 23% 17% 12% 8% 6% 4% 3% 3% 2% 2% 1% 1%
Intensity in 180° c-plane
0° 1° 2° 3° 4° & 6° 7 8° 9° 10° 11° 12° 13° 14° 15° 16° 17° 18° 19°
93.0K 90.8K 83.9K 73.9K 62.0K 49.7K 38.1K 28.2K 20.3K 14.3K 10.0K 6.9K 4.9K 3.5K 2.6K 1.9K 1.5K 1.2K 1.0K 0.8K
100% 98% 90% 79% 67% 53% 41% 30% 22% 15% 11% 7% 5% 4% 3% 2% 2% 1% 1% 1%
Intensity in 270° c-plane
0° 1° 2° 3° 4° & 6° 7 8° 9° 10° 11° 12° 13° 14° 15° 16° 17° 18° 19°
93.0K 90.9K 84.5K 747K 63.1K 51.2K 39.7K 29.8K 21.7K 15.6K 11.1K 7.9K 5.7K 4.1K 3.1K 2.3K 1.8K 1.5K 1.2K 1.0K
100% 98% 91% 80% 68% 55% 43% 32% 23% 17% 12% 8% 6% 4% 3% 3% 2% 2% 1% 1%
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