STR9-300-CM-15W-4000K-30x60-ELV PRODUCT PHOTOMETRIC REPORT

PRODUCT INFORMATION

SERIAL NUMBER: LL-20190821-533-BMS
DATE OF MEASUREMENT: 2019-08-21
) &
& SIZE (mm): (L x W x H) 298 x 71X 59.5

ANGULAR DISTRIBUTION AT C0/180 ANGULAR DISTRIBUTION AT C90/270 LIGHT OUTPUT DATA

TOTAL LUMEN OUTPUT: 1108 Im
165 180 15 165 180 15 EFFICACY: 73 Im/W
150 150 150 150 PEAK INTENSITY: 1908 cd
1% 1% 1 13 COLOR RENDERING INDEX (CRI): 83.8
120 120 120 120 COLOR TEMPERATURE (CCT): 3746K
105 105 105 105 FIDELITY INDEX (TM30Rf): 84.6
GAMUT INDEX (TM30Rg): 93.6
90 90 90 90
SN e AN
60 60 60 60 BEAM ANGLE (FWHM) | C0/180: 29.3°
45 45 a5 45 BEAM ANGLE (FWHM) | C90/270: 56.8°
30 30 3 0 FIELD ANGLE (10%) | C0/180: 55.6°
i ) FIELD ANGLE (10%) | C90/270: 93.7°
29 3° 56.8° NUMBER OF PLANES MEASURED: 36
ISO CANDELA DIAGRAM [DJAN AN
INPUT POWER: 152 W
. POWER FACTOR: 1.0
B OPTICAL POWER: 3.35 mwW
%0 PEAK WAVELENGTH: 598 nm
P 191 cd DOMINANT WAVELENGTH: 581 nm
L
=2 40% 762 cd :
% I 50% 953 cd
g | 60% 1143 cd
S 0% 1334cd
= % 1535¢d
o 1715 cd

Horizontal Angles

x: 0.395
y: 0.391
u: 0.229
v: 0.340
Auv: 0.0027
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ZONAL LUMEN SUMMARY

0°-10° 10°-20° 20°-30° 30°-40° 40°-50° 50°-60° 60°-70° 70°-80° 80°-90°

144 1m 339 Im 289 Im 1721m 87.41m 42.6 Im 22.41m 9.97 Im 1.40 Im
90°-100° 100°-110° 110°-120° 120°-130° 130°-140° 140°-150° 150°-160° 160°-170° 170°-180°
0.019 Im 0.014 Im 0.089 Im 0.010 Im 0.010 Im 0.002 Im 0.001 Im 0.001 Im 0.072 Im

COLOR DETAILS

TM30: 84.6 CRI: 83.8 (R1-R8)
97
91
|82 81 81 |
Cl C2 C3 C4 C5 C6 C7 C8 C9 C10Cl1 Cl2 C13 Cl4 C15C16 R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15
TM30 C values, 16 binned values out of total of 99 C values CRI R values, only R1-R8 are used to calculate final CRI value
clL Cc2 €3 C4 C5 C6 C7T C8 C9 Cl0O Cll Cl2 CI3 Cl4 Cl5 C16 RL R2 R3 R4 R5  R6 R7  R8 R9  RI0O RI1  RI2  RI13 R4 | RIS
80.2 846 820 89.3 911 943 838 89.1 851 770 795 861 90.3 8L9 80.1 783 820  90.7 965 811 813 869 864 653 135  77.3  79.2 | 628 843 982 752

TM30 COLOR EVALUATION SAMPLE

Hulihih

TM30 DETAILS
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Graphic shifts (%) 140 E FIDELITY INDEX
Hue Bin | Rs | Chroma Hue 130 } Rf 84.6
1 80 -11% 0% C
2 85 7% 5% 120 GAMUT INDEX
82| 4% | 8% E Rg 93.6
89 -2% 4% 110 C
91 -3% 2% F
9% | 2% 2% 00 £
j=2
7 89 -7% -1% T g9 E Approx. limits for sources on the Planckian locus.
8 89 -6% 2% - o Approx. limits for practical light sources.
9 85 -6% 8% 80 E
10 77 -4% 15% F
11 80 3% 14% 0 F
12 86 6% 3% C
13 90 3% -5% ;
14 | 8| 5% -14% 60 F
15 20 3% 13% N T T T T T T T T S Y
16 78 -7% -11% 50 60 70 80 90 100
Rf
TM30 OVER 50 COLOR VECTOR GRAPHICS
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TM30 CHROMA SHIFT COLOR DISTORTION GRAPHICS
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BEAM DETAILS

Distance (metres) Im

Distance (feet) 3.3 ft.

Lux*

32.3°

ij

476 Ix

2m 3m 4 m 5m

6.6 ft. 9.8 ft. 13.1 ft. 16.4 ft.

119W6 Ix

212 Ix

Beam center

177 fc
Footcandles* 44 fc
. 20 fc
measured at
center of beam 11 fc
7 fc
Beam width (metres) 0.6 m 1.2 m 1.7m 23m 29m
Beam width (feet) 1.9 ft. 3.8 ft 5.7 ft. 7.6 ft. 9.5 ft.
Beam intensity from 1-20m
im 2m 3m 4m 5m 6m m 8m 9m 10m 11m 12m 13m 14m 15m 16m 17m 18m 19m 20m
3.3ft 6.6ft 9.8ft 13.1ft 16.4ft 19.7ft 23ft 26.2ft 29.5ft 32.8ft 36.1ft 39.4ft 42.7ft 45.9ft 49.2ft 52.5ft 55.8ft 59.1ft 62.3ft 65.6ft
1906Ix 476Ix 212Ix 119Ix 76Ix 53Ix 39Ix 30Ix 241x 19Ix 16Ix 13Ix 11Ix 10Ix 8lIx 7Ix 7Ix 6lx 5Ix 5Ix
177fc 44 .3fc 19.7fc 11.1fc 7.1fc 4.9fc 3.6fc 2.8fc 2.2fc 1.8fc 1.5fc 1.2fc 1fc 0.9fc 0.8fc 0.7fc 0.6fc 0.5fc 0.5fc 0.4fc
Intensity in 0° c-plane
0° 2° 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
1906 1881 1803 1686 1538 1368 1189 1009 836 674 533 413 315 242 186 147 118 98 83 71
100% 99% 95% 88% 81% 72% 62% 53% 44% 35% 28% 22% 17% 13% 10% 8% 6% 5% 4% 4%
Intensity in 90° c-plane
0° 2° 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
1906 1897 1873 1834 1785 1728 1667 1601 1530 1452 1368 1277 1180 1078 974 869 765 663 566 477
100% 100% 98% 96% 94% 91% 87% 84% 80% 76% 2% 67% 62% 57% 51% 46% 40% 35% 30% 25%
Intensity in 180° c-plane
0° 2° 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
1906 1881 1803 1686 1538 1368 1189 1009 836 674 533 413 315 242 186 147 118 98 83 71
100% 99% 95% 88% 81% 72% 62% 53% 44% 35% 28% 22% 17% 13% 10% 8% 6% 5% 4% 4%
Intensity in 270° c-plane
0° 2° 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
1906 1897 1873 1834 1785 1728 1667 1601 1530 1452 1368 1277 1180 1078 974 869 765 663 566 477
100% 100% 98% 96% 94% 91% 87% 84% 80% 76% 72% 67% 62% 57% 51% 46% 40% 35% 30% 25%
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