Photometric Toolbox

IES INDOOR REPORT

PHOTOMETRIC FILENAME : WMA-2-L30-835-AF-XXX-XXXTBOX.IES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002

[TEST]GEN FROM BALLABS TEST NO. 17321.0
[TESTLAB] BUILDING ACOUSTICS & LIGHTING LABORATORIES, INC

[ISSUEDATE] 07-MAY-2013
[MANUFAC] WILLIAMS INDOOR

[OTHER] H.E. WILLIAMS, INC - CARTHAGE, MO

[LUMINAIRE] 88 LEDS (4 BOARDS) 2'DIRECT/INDIRECT WALL MOUNT LUMINAIRE
[MORE] WHITE REFLECTOR w/FROSTED ACRYLIC LENS ON TOP & BOTTOM
[MORE] ADVANCE LED DRIVER #X1054C150V054DNT1

[LUMCAT] WMA-2-L30-835-AF-xxx-XxX
[LAMPCAT] PHILIPS 9290006917

CHARACTERISTICS

Lumens Per Lamp

Total Lamp Lumens
Luminaire Lumens

Total Luminaire Efficiency
Luminaire Efficacy Rating (LER)
Total Luminaire Watts
Ballast Factor

CIE Type

Spacing Criterion (0-180)
Spacing Criterion (90-270)
Spacing Criterion (Diagonal)
Basic Luminous Shape
Luminous Length (0-180)
Luminous Width (90-270)
Luminous Height

LUMINANCE DATA (cd/sq.m)

Angle In Average Average
Degrees 0-Deg 45-Deg
45 6205 5701

55 5026 4580

65 3967 3540

75 3391 2559

85 3381 2521

N.A. (absolute)
N.A. (absolute)
3026

N.A.

78

39

1.00

General Diffuse
N.A.

N.A.

N.A.
Rectangular w/Sides
0.28 ft

1.98 ft

0.46 ft

Average
90-Deg

6218
4918
3771
2188
554
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IES INDOOR REPORT
PHOTOMETRIC FILENAME

: WMA-2-L30-835-AF-XXX-XXXTBOX.IES

CANDELA TABULATION

0.0 22.5 45.0 67.5 90.0
0 496.391 496.391 496.391 496.391 496.391
5 5562.980 542.059 531.138 505.326 485.470
10 592.691 576.806 553.972 516.247 479.514
15 618.503 604.604 570.850 519.225 468.593
20 639.352 619.496 578.792 515.254 448.738
25 654.243 630.417 580.778 497.384 425.904
30 654.243 628.431 568.864 476.535 399.098
35 643.323 614.532 544.045 449.730 358.394
40 622.474 588.720 517.240 416.969 316.698
45 592.691 550.994 478.521 378.250 275.001
50 546.030 513.268 433.846 333.575 232.311
55 493.413 460.651 388.178 282.943 190.614
60 442.781 409.026 341.517 237.275 150.903
65 388.178 358.394 293.864 197.564 121.119
70 342510 313.719 244224 154.874 84.386
75 320.669 289.892 201.535 109.206 53.610
80 309.748 275.993 191.607 80.415 31.769
85 298.827 266.066 181.679 72.473 8.935
90 292.871 261.102 172.744 69.495 0.000
95 303.791 275.001 184.657 83.394 16.877
100 320.669 287.907 198.556 119.134 49.639
105 343.503 315.705 242.239 158.845 78.430
110 391.156 376.264 287.907 198.556 111.192
115 462.636 435.831 342.510 234.297 147.925
120 519.225 485.470 396.120 275.993 182.672
125 565.886 532.131 445.759 325.633 220.398
130 604.604 571.843 481.499 374.279 261.102
135 638.359 603.612 517.240 403.070 302.799
140 659.207 632.402 548.016 445.759 337.546
145 671.121 645.308 565.886 473.557 372.293
150 673.106 651.265 585.741 504.333 416.969
155 667.150 647.294 592.691 521.211 452.709
160 652.258 631.409 595.669 535.110 475.543
165 631.409 612.547 584.749 537.095 497.384
170 596.662 579.785 560.922 534.117 510.290
175 554.965 543.052 535.110 526.175 517.240
180 517.240 517.240 517.240 517.240 517.240

112.5

135.0

157.5

180.0

496.391
468.593
446.752
423.918
390.163
355.416
318.683
275.001
238.268
199.549
160.831
118.141
89.350
63.538
35.740
7.942
1.986
0.000
0.000
0.000
0.000
29.783
54.603
81.408
114.170
148.917
191.607
220.398
258.123
294.856
350.452
387.185
420.940
456.680
486.463
504.333
517.240

496.391
451.716
416.969
386.192
351.445
308.755
263.087
220.398
181.679
140.975
103.249
77.437
50.632
26.805
6.949
0.000
0.993
0.993
3.971
0.000
0.000
3.971
19.856
44.675
70.488
105.235
143.953
178.701
216.427
243.232
278.972
334.568
388.178
429.875
460.651
499.369
517.240

496.391
449.730
404.062
364.351
320.669
273.015
231.318
188.629
146.932
104.242
76.444
49.639
27.798
7.942
0.000
0.000
5.957
5.957
7.942
5.957
0.993
0.993
3.971
20.848
40.704
64.531
100.271
132.040
166.787
208.484
260.109
309.748
361.373
400.091
450.723
488.449
517.240

496.391
448.738
405.055
360.380
317.690
267.058
219.405
177.708
134.026
94.314
71.480
42.690
20.848
6.949
0.993
0.000
3.971
7.942
11.913
10.921
4.964
4.964
3.971
12.906
32.762
59.567
91.336
125.091
164.802
202.528
248.196
288.900
338.539
379.243
424.911
473.557
517.240
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : WMA-2-L30-835-AF-XXX-XXXTBOX.IES
ZONAL LUMEN SUMMARY

Zone

0-20
0-30
0-40
0-60
0-80
0-90
10-90
20-40
20-50
40-70
60-80
70-80
80-90
90-110
90-120
90-130
90-150
90-180
110-180
0-180

Lumens

181.64
384.94
624.37
1069.19
1338.92
1434.11
1387.29
442.73
681.40
602.17
269.73
112.38
95.19
234.62
426.01
667.27
1186.89
1592.26
1357.64
3026.37

Y%Lamp

N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.

Total Luminaire Efficiency = N.A.%

ZONAL LUMEN SUMMARY

Zone

0-10
10-20
20-30
30-40
40-50
50-60
60-70
70-80
80-90
90-100
100-110
110-120
120-130
130-140
140-150
150-160
160-170
170-180

Lumens

46.82

134.82
203.30
239.43
238.67
206.15
157.36
112.38
95.19

99.99

134.63
191.39
241.27
264.88
254.73
214.39
141.86
49.12

%Fixt

6.00
12.70
20.60
35.30
44.20
47.40
45.80
14.60
22.50
19.90
8.90
3.70
3.10
7.80
14.10
22.00
39.20
52.60
44.90
100.00
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : WMA-2-L30-835-AF-XXX-XXXTBOX.IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20
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98
77
63
52
44
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29
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50

82
70
61
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48
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29
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50
30
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10

82
65
54
45
38
33
29
25
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50

67
58
50
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30
30

67
56
47
41
35
31
28
25
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18

10

67
54
45

32
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50
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47
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12
11
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : WMA-2-L30-835-AF-XXX-XXXTBOX.IES

POLAR GRAPH

Maximum Candela = 673.106 Located At Horizontal Angle = 0, Vertical Angle = 150
# 1 - Vertical Plane Through Horizontal Angles (0 - 180) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (150) (Through Max. Cd.)

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc. Page 5
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Results derived from content of manufacturers photometric file.



