IES INDOOR REPORT

PHOTOMETRIC FILENAME : GAZESQ-48-LED35-MO-D1.IES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002

[TEST] 105127679LAX-003
[TESTLAB] Intertek

[[SSUEDATE] 06/23/2022
[MANUFAC] Prudential Lighting
[LUMCAT] GazeSQ-48-LED35-MO-D1
[OTHER] Input Electricals:

CHARACTERISTICS

Lumens Per Lamp

Total Lamp Lumens
Luminaire Lumens

Total Luminaire Efficiency
Luminaire Efficacy Rating (LER)
Total Luminaire Watts
Ballast Factor

CIE Type

Spacing Criterion (0-180)
Spacing Criterion (90-270)
Spacing Criterion (Diagonal)
Basic Luminous Shape
Luminous Length (0-180)
Luminous Width (90-270)
Luminous Height

LUMINANCE DATA (cd/sq.m)

Angle In Average Average
Degrees 0-Deg 45-Deg
45 2508 2506

55 2408 2405

65 2223 2227

75 1874 1879

85 1084 1070

N.A. (absolute)
N.A. (absolute)
10564

N.A.

107

99

1.00

Direct

1.26

1.26

1.38
Rectangular
3.88 ft

3.88 ft

0.00 ft

Average
90-Deg

2517
2417
2234
1891
1084

Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME

: GAZESQ-48-LED35-MO-D1.IES

CANDELA TABULATION

0.0 22.5 45.0 67.5 90.0 112.5 135.0 157.5 180.0 202.5
0.0 3746.80 3746.80 3746.80 3746.80 3746.80 3746.80 3746.80 3746.80 3746.80 3746.80
25 3745.78 3741.87 3740.34 3741.53 3746.97 3741.53 3740.34 3741.87 3745.78 3741.87
5.0 3732.18 372810 3727.25 3728.61 3734.39 3728.61 3727.25 3728.10 3732.18 3728.10
7.5 3710.93 3706.17 3705.32 3707.02 3712.80 3707.02 3705.32 3706.17 3710.93 3706.17
10.0 3681.18 3676.59 3675.40 3677.27 3682.54 3677.27 367540 3676.59 3681.18 3676.59
12.5 3642.25 3638.51 3636.98 3638.51 3643.78 3638.51 3636.98 3638.51 3642.25 3638.51
15.0 3595.33 3590.91 3590.06 3591.59 3597.54 3591.59 3590.06 3590.91 3595.33 3590.91
17.5 3539.06 3536.00 3535.66 3537.36 3542.97 3537.36 3535.66 3536.00 3539.06 3536.00
20.0 3477.35 347242 3473.27 3473.78 3479.90 3473.78 3473.27 3472.42 3477.35 347242
22,5 3405.95 3402.21 3403.40 3404.42 3409.35 3404.42 3403.40 3402.21 3405.95 3402.21
25.0 3329.62 3326.05 3324.86 3327.58 3333.70 3327.58 3324.86 3326.05 3329.62 3326.05
27.5 324411 3241.56 3239.35 3243.77 3248.87 3243.77 3239.35 3241.56 324411 3241.56
30.0 3151.46 3149.08 3146.36 3151.63 3157.41 3151.63 3146.36 3149.08 3151.46 3149.08
32.5 3054.39 3049.29 3049.29 3053.03 3060.00 3053.03 3049.29 3049.29 3054.39 3049.29
35.0 2951.37 2944.74 294712 2948.82 2956.98 2948.82 2947.12 2944.74 2951.37 2944.74
37.5 2841.38 2835.43 2837.30 2839.34 2848.69 2839.34 2837.30 283543 2841.38 2835.43
40.0 2726.12 2721.87 2721.36 2725.27 2733.26 2725.27 2721.36 2721.87 2726.12 2721.87
42.5 2604.23 2600.83 2599.98 2604.91 2611.20 2604.91 2599.98 2600.83 2604.23 2600.83
45.0 2476.05 247418 2474.01 2478.43 2485.06 2478.43 2474.01 247418 2476.05 2474.18
47.5 234413 2343.11 234481 2346.68 2353.31 2346.68 2344.81 2343.11 2344.13 2343.11
50.0 2209.83 2208.13 2210.68 2211.87 2219.01 2211.87 2210.68 2208.13 2209.83 2208.13
52.5 2072.30 2069.92 2070.09 2072.47 2079.44 2072.47 2070.09 2069.92 2072.30 2069.92
55.0 1928.48 1926.10 1925.93 1927.97 1935.45 1927.97 1925.93 1926.10 1928.48 1926.10
57.5 1778.20 1776.84 1777.35 1779.22 1786.02 1779.22 1777.35 1776.84 1778.20 1776.84
60.0 1624.18 1624.18 1625.88 1627.24 1633.02 1627.24 1625.88 1624.18 1624.18 1624.18
62.5 1468.29 1470.16 147220 1472.54 1476.96 147254 1472.20 1470.16 1468.29 1470.16
65.0 1312.06 1313.76 1314.44 131478 1318.35 1314.78 1314.44 1313.76 1312.06 1313.76
67.5 1162.97 1159.91 1160.93 116246 1165.52 1162.46 1160.93 1159.91 1162.97 1159.91
70.0 1002.15 1000.79 999.43 1000.11 1005.38 1000.11 999.43 1000.79 1002.15 1000.79
72.5 838.61 838.27 837.76 838.27 843.20 838.27 837.76 838.27 838.61 838.27
75.0 677.28 679.66 679.15 679.83 683.40 679.83 679.15 679.66 677.28 679.66
77.5 523.60 526.32 524.79 52649 528.19 526.49 52479 526.32 523.60 526.32
80.0 379.78 381.31 37893 380.12 381.65 380.12 378.93 381.31 379.78 381.31
82.5 24786 248.03 24565 24565 24769 245.65 24565 248.03 247.86 248.03
85.0 13192 131.58 130.22 12937 13192 12937 130.22 131.58 131.92 131.58
87.5 35.02 35.02 34.34 33.49 35.70 33.49 34.34 35.02 35.02 35.02
90.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
92.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
95.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
97.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
100.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
102.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
105.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
107.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
110.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
112.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
115.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
117.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
120.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
122.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
125.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
127.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
130.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
132.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : GAZESQ-48-LED35-MO-D1.IES

CANDELA TABULATION - (Cont.)

135.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
137.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
140.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
142.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
145.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
147.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
150.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
152.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
155.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
157.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
160.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
162.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
165.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
167.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
170.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
172.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
175.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
177.5 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
180.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Vert. Horizontal Angles
Angles

225.0 247.5 270.0 292.5 315.0 337.5 360.0
0.0 3746.80 3746.80 3746.80 3746.80 3746.80 3746.80 3746.80
25 3740.34 374153 3746.97 3741.53 3740.34 3741.87 3745.78
5.0 3727.25 3728.61 3734.39 3728.61 3727.25 3728.10 3732.18
7.5 3705.32 3707.02 3712.80 3707.02 3705.32 3706.17 3710.93

10.0 3675.40 3677.27 3682.54 3677.27 367540 3676.59 3681.18
12.5 3636.98 3638.51 3643.78 3638.51 3636.98 3638.51 3642.25
15.0 3590.06 3591.59 3597.54 3591.59 3590.06 3590.91 3595.33
17.5 3535.66 3537.36 354297 3537.36 3535.66 3536.00 3539.06
20.0 3473.27 3473.78 3479.90 3473.78 3473.27 347242 3477.35
225 3403.40 3404.42 3409.35 3404.42 3403.40 3402.21 3405.95
25.0 3324.86 3327.58 3333.70 3327.58 3324.86 3326.05 3329.62
27.5 3239.35 3243.77 3248.87 3243.77 3239.35 3241.56 3244.11
30.0 3146.36 3151.63 3157.41 3151.63 3146.36 3149.08 3151.46
32,5 3049.29 3053.03 3060.00 3053.03 3049.29 3049.29 3054.39
35.0 204712 2948.82 2956.98 2948.82 2947.12 2944.74 2951.37
37.5 2837.30 2839.34 2848.69 2839.34 2837.30 283543 2841.38
40.0 2721.36 272527 2733.26 2725.27 2721.36 2721.87 2726.12
42.5 2599.98 2604.91 2611.20 2604.91 2599.98 2600.83 2604.23
45.0 247401 2478.43 2485.06 2478.43 2474.01 247418 2476.05
47.5 2344.81 2346.68 2353.31 2346.68 2344.81 2343.11 2344.13
50.0 2210.68 2211.87 2219.01 2211.87 2210.68 2208.13 2209.83
52.5 2070.09 2072.47 2079.44 2072.47 2070.09 2069.92 2072.30
55.0 1925.93 1927.97 193545 1927.97 192593 1926.10 1928.48
57.5 1777.35 1779.22 1786.02 1779.22 1777.35 1776.84 1778.20
60.0 1625.88 1627.24 1633.02 1627.24 1625.88 1624.18 1624.18
62.5 1472.20 147254 1476.96 1472.54 1472.20 1470.16 1468.29
65.0 1314.44 1314.78 1318.35 1314.78 1314.44 1313.76 1312.06
67.5 1160.93 1162.46 1165.52 1162.46 1160.93 1159.91 1162.97
70.0 999.43 1000.11 1005.38 1000.11 999.43 1000.79 1002.15
72.5 837.76 838.27 84320 838.27 837.76 838.27 838.61

75.0 679.15 679.83 68340 679.83 679.15 679.66 677.28

77.5 52479 52649 52819 526.49 52479 526.32 523.60

80.0 378.93 380.12 381.65 380.12 378.93 381.31 379.78
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : GAZESQ-48-LED35-MO-D1.IES

CANDELA TABULATION - (Cont.)

82.5

85.0

87.5

90.0

92.5

95.0

97.5

100.0
102.5
105.0
107.5
110.0
112.5
115.0
117.5
120.0
122.5
125.0
127.5
130.0
132.5
135.0
137.5
140.0
142.5
145.0
147.5
150.0
152.5
155.0
157.5
160.0
162.5
165.0
167.5
170.0
172.5
175.0
177.5
180.0

245.65
130.22
34.34
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00

245.65
129.37
33.49
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00

247.69
131.92
35.70
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00

245.65
129.37
33.49
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00

245.65
130.22
34.34
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00

248.03
131.58
35.02
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00

247.86
131.92
35.02
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : GAZESQ-48-LED35-MO-D1.IES

ZONAL LUMEN SUMMARY

Zone

0-20
0-30
0-40
0-60
0-80
0-90
10-90
20-40
20-50
40-70
60-80
70-80
80-90
90-110
90-120
90-130
90-150
90-180
110-180
0-180

Lumens

1368.00
2901.16
4745.63
8377.31
10400.13
10563.86
10209.52
3377.63
5287.77
4933.54
2022.82
720.95
163.74
0.00
0.00
0.00
0.00
0.00
0.00
10563.86

%Lamp

N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.

Total Luminaire Efficiency = N.A.%

ZONAL LUMEN SUMMARY

Zone

0-10
10-20
20-30
30-40
40-50
50-60
60-70
70-80
80-90
90-100
100-110
110-120
120-130
130-140
140-150
150-160
160-170
170-180

Lumens

354.34
1013.66
1533.16
1844.47
1910.14
1721.53
1301.87
720.95
163.74
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00

%Fixt

12.90
27.50
44.90
79.30
98.50
100.00
96.60
32.00
50.10
46.70
19.10
6.80
1.60
0.00
0.00
0.00
0.00
0.00
0.00
100.00

Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : GAZESQ-48-LED35-MO-D1.IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20

RC
RW

99
90
83
76
70
65
60
56
0 53

2 OCO~NOOOPWN-O

80

91
80
70
63
57
51
47
43
40

84
71
62
54
48
43
38
35
32

70 50 30 10

119119119119
10910410096

78
65
55
47
41
36
32
29
26

70

70 50 30 10

116116116 116

10610298

96
88
80
74
68
63
59
55
52

89
78
69
62
56
51
46
42
39

83
70
61
53
47
42
38
34
32

94
77
64
55
47
41
36
32
29
26

50

50 30 10

111 111111

98
85
75
67
60
54
49
45
41
38

94
80
69
59
52
46
41
37
34
31

91
75
63
54
46
41
36
32
29
26

30

50 30 10

106106106

94
82
72
64
58
52
48
44
40
37

91
78
67
58
51
45
41
37
34
31

89
74
62
53
46
40
36
32
29
26

10

50 30 10

102102102

90
79
70
62
56
51
46
42
39
36

88
75
65
57
50
45
40
36
33
30

86
72
61
52
45
40
35
32
29
26

0

100
84
70

50
43

33
30
27
24
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : GAZESQ-48-LED35-MO-D1.IES

UGR TABLE - CORRECTED

Reflectances
Ceiling Cavity 70 70 50
Walls 50 30 50

Floor Cavity 20 20 20

Room Size UGR Viewed Crosswise
X=2H Y=2H 152 169 156
3H 170 185 174
4H 177 19.0 18.1
6H 18.1 194 185
8H 182 194 18.6
12H 182 194 187

4H 2H 159 173 16.3
3H 179 19.0 183
4H 186 197 19.0
6H 191 201 196
8H 193 202 1938
12H 194 202 199

8H 4H 189 198 194
6H 195 203 20.0
8H 19.8 204 203
12H 199 205 204

12H  4H 189 197 194
6H 196 202 201
8H 19.8 204 204

Maximum UGR =21.5

50
30
20

17.2
18.8
194
19.7
19.8
19.8

17.6
194
20.1
20.5
20.6
20.6

20.2
20.7
20.9
20.9

20.2
20.7
20.9

30

20

17.5
19.2
19.8
20.1
20.2
20.2

18.0
19.8
20.5
21.0
211
211

20.7
21.2
214
215

20.6
21.2
215

70 70 50
50 30 50
20 20 20
UGR Viewed Endwise
152 169 156
170 185 174
17.7 191 18.1
18.1 194 185
182 194 18.6
183 194 187
159 17.3 16.3
179 190 18.3
186 19.7 191
19.2 201 19.6
193 202 198
194 202 199
189 198 194
195 203 20.0
198 204 20.3
199 205 204
189 197 194
196 20.3 201
199 204 204

50
30
20

17.2
18.8
194
19.8
19.8
19.8

17.6
19.4
20.1
20.5
20.6
20.7

20.2
20.8
20.9
21.0

20.2
20.7
20.9

30
30
20

17.5
19.2
19.8
20.1
20.2
20.3

18.0
19.8
20.5
21.0
21.1
21.1

20.7
21.2
214
215

20.7
21.2
215

Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : GAZESQ-48-LED35-MO-D1.IES

POLAR GRAPH



