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IES INDOOR REPORT

PHOTOMETRIC FILENAME : P43-STD-FLSH-LED3LO-04-AWW-D1W.IES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002

[TESTI32273

[TESTLABILIGHTING SCIENCES, INC.
[[SSUEDATE]10/22/2013

[MANUFACIPRUDENTIAL LIGHTING - LED WALL WASH
[LUMCAT]P43-STD-FLSH-LED3LO-04-AWW-D1W

CHARACTERISTICS

Lumens Per Lamp

Total Lamp Lumens
Luminaire Lumens

Total Luminaire Efficiency
Luminaire Efficacy Rating (LER)
Total Luminaire Watts
Ballast Factor

CIE Type

Spacing Criterion (0-180)
Spacing Criterion (90-270)
Spacing Criterion (Diagonal)
Basic Luminous Shape
Luminous Length (0-180)
Luminous Width (90-270)
Luminous Height

LUMINANCE DATA (cd/sq.m)

Angle In Average Average
Degrees 0-Deg 45-Deg
45 8328 9451

55 6526 7488

65 4750 5665

75 3115 3956

85 1935 2219

N.A. (absolute)
N.A. (absolute)
1534

N.A.

81

19

1.00

Direct

2.16

1.30

1.70
Rectangular
4.00 ft

0.31 ft

0.00 ft

Average
90-Deg

3358
3210
2836
2238
1299
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : P43-STD-FLSH-LED3LO-04-AWW-D1W.IES

CANDELA TABULATION

0.0 22.5 45.0 67.5 90.0 112.5 135.0 157.5 180.0 202.5
0.0 392.35 39235 39235 39235 39235 39235 39235 39235 39235 392.35
2.5 434.05 432.80 423.25 407.00 394.15 371.10 358.30 348.05 343.45 348.05
5.0 489.70 484.60 460.20 424.85 393.05 354.20 330.25 314.05 307.55 314.05
7.5 555.75 543.55 500.85 443.15 391.10 338.00 305.30 285.35 278.40 285.35

10.0 633.55 612.05 546.45 461.65 388.85 323.00 283.50 261.25 254.15 261.25
125 723.15 690.35 597.40 48195 386.60 307.95 264.05 241.10 234.05 241.10
15.0 819.00 774.10 653.45 500.00 381.40 292.70 246.80 22435 217.55 224.35
175 909.15 857.50 710.80 51850 376.30 278.60 231.75 210.40 204.20 210.40
20.0 983.20 93150 766.95 537.10 370.85 265.35 218.70 198.80 192.80 198.80
22.5 1036.85 991.25 821.40 555.65 365.60 25295 207.90 18950 184.30 189.50
25.0 1067.80 1032.50 870.95 573.35 357.65 24145 19755 181.10 176.40 181.10
27.5 1074.50 1052.85 911.25 589.10 349.90 230.45 188.95 173.75 169.95 173.75
30.0 1056.00 1049.05 939.55 604.10 341.35 219.80 180.80 167.00 164.15 167.00
32.5 1013.35 1020.70 948.90 617.10 331.85 209.80 172.80 161.45 158,50 161.45
35.0 954.35 972.80 946.85 626.30 321.85 200.30 166.00 156.00 153.05 156.00
37.5 886.40 909.35 924.85 632.05 31140 191.50 159.55 150.40 147.45 150.40
40.0 816.35 839.55 887.35 633.75 299.85 182.65 152.65 14450 14155 144.50
42.5 747.15 769.65 834.35 629.65 287.25 174.20 146.25 138.45 135.25 138.45
45.0 679.00 700.00 770.55 619.10 273.80 165.65 139.70 131.80 128.90 131.80
47.5 612.00 633.55 701.20 601.15 259.80 156.65 132.50 125.10 121.65 125.10
50.0 548,50 567.80 631.40 57555 245.00 147.60 12540 118.05 114.10 118.05
52.5 488.30 504.80 562.00 541.70 229.20 138.00 117.75 110.65 106.80 110.65
55.0 431.60 445.20 495.25 500.10 212.30 128.05 109.90 103.00 99.40 103.00
57.5 377.00 389.95 433.10 45240 194.30 117.80 101.55 95.20 91.65 95.20
60.0 325,55 339.70 375.50 400.85 17555 107.25 92.85 87.05 84.00 87.05
62.5 276.50 290.90 323.60 348.95 156.85 96.40 84.15 78.95 75.90 78.95
65.0 231.45 24540 276.05 298,50 138.20 85.45 75.35 70.65 67.95 70.65
67.5 190.85 202.60 231.65 250.60 119.80 74.50 66.50 62.35 60.00 62.35
70.0 154.25 163.55 190.20 205.65 101.70 63.55 57.50 53.90 51.85 53.90
72.5 121.35 12890 152.15 165.25 83.85 52.55 48.45 45.30 43.90 45.30
75.0 92.95 99.25 118.05 129.00 66.80 41.95 39.35 36.80 35.80 36.80
77.5 68.80 73.85 87.90 97.30 51.05 31.90 30.65 28.85 28.10 28.85
80.0 48.80 52.15 61.80 69.35 36.60 22.75 22.30 21.20 20.80 21.20
82.5 32.30 33.95 39.80 45.05 23.70 14.50 14.75 14.50 14.25 14.50
85.0 19.45 19.75 22.30 24.80 13.05 7.75 8.20 8.50 8.45 8.50
87.5 10.10 10.00 10.30 10.25 4.95 2.45 3.20 3.75 3.90 3.75
90.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Vert. Horizontal Angles
Angles

225.0 247.5 270.0 292.5 315.0 337.5 360.0
0.0 39235 39235 39235 39235 39235 39235 392.35
25 358.30 371.10 394.15 407.00 423.25 432.80 434.05
5.0 330.25 354.20 393.05 424.85 460.20 484.60 489.70
7.5 305.30 338.00 391.10 443.15 500.85 543,55 555.75

10.0 283,50 323.00 388.85 461.65 546.45 612.05 633.55
125 264.05 307.95 386.60 48195 597.40 690.35 723.15
15.0 246.80 292.70 38140 500.00 653.45 774.10 819.00
175 23175 278.60 376.30 51850 710.80 857.50 909.15
20.0 218,70 265.35 370.85 537.10 766.95 93150 983.20
22.5 207.90 25295 365.60 555.65 821.40 991.25 1036.85
25.0 19755 24145 35765 573.35 870.95 1032.50 1067.80
27.5 188.95 230.45 34990 589.10 911.25 1052.85 1074.50
30.0 180.80 219.80 341.35 604.10 939.55 1049.05 1056.00
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : P43-STD-FLSH-LED3LO-04-AWW-D1W.IES

CANDELA TABULATION - (Cont.)

32.5
35.0
37.5
40.0
425
45.0
47.5
50.0
52.5
55.0
57.5
60.0
62.5
65.0
67.5
70.0
72.5
75.0
77.5
80.0
82.5
85.0
87.5
90.0

172.80
166.00
159.55
152.65
146.25
139.70
132.50
125.40
117.75
109.90
101.55
92.85
84.15
75.35
66.50
57.50
48.45
39.35
30.65
22.30
14.75
8.20
3.20
0.00

209.80
200.30
191.50
182.65
174.20
165.65
156.65
147.60
138.00
128.05
117.80
107.25
96.40
85.45
74.50
63.55
52.55
41.95
31.90
22.75
14.50
7.75
2.45
0.00

331.85
321.85
311.40
299.85
287.25
273.80
259.80
245.00
229.20
212.30
194.30
175.55
156.85
138.20
119.80
101.70
83.85
66.80
51.05
36.60
23.70
13.05
4.95
0.00

617.10
626.30
632.05
633.75
629.65
619.10
601.15
575.55
541.70
500.10
452.40
400.85
348.95
298.50
250.60
205.65
165.25
129.00
97.30
69.35
45.05
24.80
10.25
0.00

948.90
946.85
924.85
887.35
834.35
770.55
701.20
631.40
562.00
495.25
433.10
375.50
323.60
276.05
231.65
190.20
152.15
118.05
87.90
61.80
39.80
22.30
10.30
0.00

1020.70
972.80
909.35
839.55
769.65
700.00
633.55
567.80
504.80
445.20
389.95
339.70
290.90
245.40
202.60
163.55
128.90
99.25
73.85
52.15
33.95
19.75
10.00
0.00

1013.35
954.35
886.40
816.35
747.15
679.00
612.00
548.50
488.30
431.60
377.00
325.55
276.50
231.45
190.85
154.25
121.35
92.95
68.80
48.80
32.30
19.45
10.10
0.00
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.

Page 3



IES INDOOR REPORT

PHOTOMETRIC FILENAME : P43-STD-FLSH-LED3LO-04-AWW-D1W.IES

ZONAL LUMEN SUMMARY

Zone

0-20
0-30
0-40
0-60
0-80
0-90
10-90
20-40
20-50
40-70
60-80
70-80
80-90
90-110
90-120
90-130
90-150
90-180
110-180
0-180

Lumens

166.74
401.25
707.79
1268.48
1515.2
1533.56
1495.21
541.05
849.25
727.22
246.72
80.19
18.37
0.00
0.00
0.00
0.00
0.00
0.00
1533.56

%Lamp

N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.

Total Luminaire Efficiency = N.A.%

ZONAL LUMEN SUMMARY

Zone

0-10
10-20
20-30
30-40
40-50
50-60
60-70
70-80
80-90
90-100
100-110
110-120
120-130
130-140
140-150
150-160
160-170
170-180

Lumens

38.35
128.39
234.51
306.54
308.20
252.48
166.53
80.19
18.37
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00

%Fixt

10.90
26.20
46.20
82.70
98.80
100.00
97.50
35.30
55.40
47.40
16.10
5.20
1.20
0.00
0.00
0.00
0.00
0.00
0.00
100.00

Photometric Toolbox Professional Edition - Copyright 2002-2011 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : P43-STD-FLSH-LED3LO-04-AWW-D1W.IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20

RC
RW

91
83
76
70
65
60
56
53

POoOO~NOOUAWNEO
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98
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94
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89
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30

87
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0

100
85
71
60
51
44
38
34
30
27
24
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : P43-STD-FLSH-LED3LO-04-AWW-D1W.IES

POLAR GRAPH

1075

[e5]

537,

Maximum Candela = 1074.5 Located At Horizontal Angle = 0, Vertical Angle = 27.5
# 1 - Vertical Plane Through Horizontal Angles (0 - 180) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (27.5) (Through Max. Cd.)
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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