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Laboratory results may not be representative of field performance
Ballast factors have not been applied

Testing was performed in a 2-meter integrating sphere using the 411 geometry method.

Absorption correction was employed for Sphere measurement
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Luminaire Description:
Lamp:

Mounting:
Ballast/Driver:

One Everline D15CC55UNVPW-C Driver

Luminaire

Formed aluminum housing, white reflectors frosted lens enclosure
168 white LEDS

Luminaire Characteristics

Luminous Length: 22.25in.
Luminous Width: 13.00 in.
Luminous Height: 3.00 in.

Summary of Results

Integrating Sphere
Luminous Flux: 7265 Lumens

Efficacy: 126.09 Im/w
CCT: 3513 K
CRI (Ra): 83.3
Electrical Data at 277 VAC
Test Temperature: 259 °C
Voltage: 277.0 VAC
Current: 0.2150 A
Power: 56.93 W
Power Factor: 0.954
Frequency: 60 Hz
Current THD: 13.2 %

Distribution
Total Luminaire Output:
Luminaire Efficacy:
Maximum Candela:
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Color Quality - Integrating Sphere

Integrating Sphere Test Conditions
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Temperature Voltage Current Power Power Factor] Frequency | Current THD
25.7°C |120.1VAC| 0.4815A | 57.62W 0.996 60 Hz 6.71 %
Summary of Results
Total Output: 7265 Lumens Chromaticity (x): 0.4041
Efficacy: 126.1 Im/w Chromaticity (y): 0.3893
CCT: 3513 K Chromaticity (u'): 0.2355
CRI (Ra): 83.3 Chromaticity (v'): 0.5105
CRI (R9): 15.8 TM-30 Rf: 83
Peak Wavelength: 601 nm TM-30 Rg: 100
Dominant Wavelength: 581 nm TM-30 Rcs,h1: -10%
S/P Ratio: 15 Duv: -0.0004
0.9 CIE 1931, 2 Degree 0.46 4 and 7-Step CCT Quadrangles
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Color Rendering Index Detail
Ra (CRI) R1 R2 R3 R4 R5 R6 R7 R8 R9 | R10 | R11 | R12 | R13 | R14 | R15
83.3 82.2 | 87.6[93.0|84.3|826|845]85.6| 66.5| 15.8| 72.0 [ 85.3| 71.6 | 82.9] 95.9 | 75.6
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Distribution - Goniophotometer

Distribution Test Conditions

Temperature

Voltage

Current Power Power Factor,

Freguency

Current THD

24.1°C

120.0 VAC

0.4806 A 57.49 W 0.996

60 Hz

6.70 %

Spacing Criteria

Crosswise:

0-180: 1.20
90-270: 1.13

20.5

Summary of Results

Total Lumen Output:
Luminaire Efficacy:
Maximum Candela:
Corrected UGR (Room Dimension: X=4H, Y=8H, Reflectances: 70/50/20%, S/H: 1)

Endwise:
Polar Plot

20.9

7236 Lumens
125.9 Im/w
2455 Candela
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Zonal Lumen Summary

Zone Lumens [% of Luminairg Zone Lumens [% of Luminairg Zone Lumens [|% of Luminairg
0-5 58.2 0.8% 60-65 361.0 5.0% 120-125 88.6 1.2%
5-10 1725 2.4% 65-70 290.8 4.0% 125-130 97.0 1.3%
10-15 279.9 3.9% 70-75 213.8 3.0% 130-135 101.7 1.4%
15-20 375.2 5.2% 75-80 141.4 2.0% 135-140 102.2 1.4%
20-25 452.9 6.3% 80-85 82.4 1.1% 140-145 99.0 1.4%
25-30 507.4 7.0% 85-90 42.1 0.6% 145-150 93.2 1.3%
30-35 538.7 7.4% 90-95 33.2 0.5% 150-155 84.2 1.2%
35-40 548.2 7.6% 95-100 45.9 0.6% 155-160 717 1.0%
40-45 538.6 7.4% 100-105 57.9 0.8% 160-165 56.8 0.8%
45-50 513.2 7.1% 105-110 67.5 0.9% 165-170 40.7 0.6%
50-55 474.5 6.6% 110-115 72.3 1.0% 170-175 24.1 0.3%
55-60 423.0 5.8% 115-120 78.6 1.1% 175-180 7.9 0.1%
Zone Lumens [Pb of Luminair
0-40 2933 40.5%
0-60 4882 67.5%
0-90 6014 83.1%
90-180 1223 16.9%
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Vertical Angle (Degrees)

Candela Tabulation

Horizontal Angle (Degrees)

0 22.5 45 67.5 90 |[112.5] 135 | 157.5| 180 | 202.5| 225 | 247.5| 270 [292.5]| 315 | 337.5
0 | 2442 | 2442 | 2442 | 2442 | 2442 | 2442 | 2442 | 2442 | 2442 | 2442 | 2442 | 2442 | 2442 | 2442 | 2442 | 2442
5 2442 | 2440 | 2427 | 2423 [ 2408 | 2423 | 2427 | 2440 | 2442 | 2440 | 2427 | 2423 | 2408 | 2423 | 2427 | 2440
10 | 2399 | 2399 [ 2391 | 2390 | 2374 [ 2390 | 2391 | 2399 [ 2399 | 2399 | 2391 [ 2390 | 2374 | 2390 [ 2391 | 2399
15 | 2333 | 2334 [ 2327 | 2322 | 2305 [ 2322 | 2327 | 2334 | 2333 | 2334 | 2327 [ 2322 | 2305 | 2322 | 2327 | 2334
20 | 2237 [ 2240 | 2233 | 2217 [ 2195 | 2217 | 2233 [ 2240 | 2237 | 2240 [ 2233 | 2217 | 2195 [ 2217 | 2233 | 2240
25 | 2113 [ 2116 | 2101 | 2066 [ 2035 | 2066 | 2101 [ 2116 | 2113 | 2116 [ 2101 | 2066 | 2035 [ 2066 | 2101 | 2116
30 | 1964 | 1968 | 1941 | 1877 | 1838 | 1877 [ 1941 | 1968 | 1964 [ 1968 | 1941 | 1877 | 1838 | 1877 | 1941 [ 1968
35 | 1814 | 1808 | 1757 | 1671 | 1628 | 1671 [ 1757 | 1808 | 1814 [ 1808 | 1757 | 1671 | 1628 | 1671 | 1757 [ 1808
40 | 1636 | 1635 | 1554 | 1471 | 1439 | 1471 | 1554 | 1635 | 1636 | 1635 | 1554 | 1471 | 1439 | 1471 | 1554 [ 1635
45 | 1449 | 1443 | 1350 | 1295 | 1276 | 1295 | 1350 | 1443 | 1449 | 1443 | 1350 | 1295 | 1276 | 1295 | 1350 [ 1443
50 | 1252 | 1243 | 1161 | 1132 | 1122 | 1132 [ 1161 | 1243 | 1252 | 1243 | 1161 | 1132 | 1122 | 1132 | 1161 [ 1243
55 | 1058 | 1044 | 988 | 974 | 964 | 974 | 988 | 1044 | 1058 [ 1044 | 988 | 974 [ 964 | 974 | 988 | 1044
60 | 864 [ 854 | 820 | 807 [ 802 | 807 | 820 [ 854 | 864 | 854 [ 820 | 807 | 802 [ 807 | 820 | 854
65 | 680 [ 676 | 654 | 646 | 642 | 646 | 654 [ 676 | 680 | 676 | 654 | 646 | 642 | 646 | 654 | 676
70 | 501 | 506 | 493 | 480 | 463 | 480 | 493 | 506 | 501 [ 506 | 493 | 480 [ 463 | 480 | 493 [ 506
75 | 336 | 346 | 347 | 318 | 303 | 318 | 347 [ 346 | 336 | 346 | 347 | 318 | 303 [ 318 | 347 | 346
80 187 | 208 | 211 [ 199 | 194 | 199 [ 211 | 208 | 187 [ 208 | 211 | 199 [ 194 | 199 | 211 [ 208
85 71 97 114 | 122 | 124 | 122 | 114 97 71 97 114 | 122 | 124 [ 122 | 114 97
90 7 35 56 70 73 70 56 35 7 35 56 70 73 70 56 35
95 23 56 79 93 97 93 79 56 23 56 79 93 97 93 79 56
100 | 56 70 107 | 119 | 121 [ 119 | 107 70 56 70 107 | 119 | 121 [ 119 | 107 70
105 | 86 94 125 | 145 | 146 | 145 | 125 94 86 94 125 | 145 | 146 [ 145 | 125 94
110 | 114 | 129 | 123 [ 155 | 163 | 155 [ 123 | 129 | 114 [ 129 | 123 | 155 | 163 | 155 | 123 [ 129
115 ] 142 | 161 | 146 | 145 | 153 | 145 | 146 | 161 | 142 | 161 | 146 | 145 | 153 | 145 | 146 [ 161
120 | 169 | 193 | 183 [ 164 | 157 | 164 | 183 | 193 | 169 | 193 | 183 | 164 | 157 | 164 | 183 [ 193
125 ] 192 | 222 | 215 [ 201 | 191 | 201 [ 215 | 222 | 192 [ 222 | 215 | 201 | 191 | 201 | 215 [ 222
130 | 216 | 251 | 244 | 236 | 228 | 236 | 244 | 251 | 216 | 251 | 244 | 236 | 228 | 236 | 244 [ 251
135 ]| 237 | 274 | 272 | 266 | 260 | 266 | 272 | 274 | 237 | 274 | 272 | 266 | 260 | 266 | 272 | 274
140 | 255 | 288 | 298 [ 291 | 286 | 291 [ 298 | 288 | 255 | 288 | 298 | 291 [ 286 | 291 | 298 [ 288
145 ] 270 | 300 | 319 | 317 | 312 | 317 | 319 | 300 | 270 | 300 | 319 | 317 [ 312 | 317 | 319 [ 300
150 | 287 | 313 | 338 | 339 | 337 | 339 | 338 | 313 | 287 | 313 [ 338 | 339 | 337 [ 339 | 338 | 313
155 | 301 | 321 | 346 | 358 | 358 | 358 | 346 | 321 | 301 | 321 [ 346 | 358 | 358 [ 358 | 346 | 321
160 | 311 | 325 | 349 [ 361 | 366 | 361 [ 349 | 325 | 311 [ 325 | 349 | 361 | 366 | 361 | 349 [ 325
165 | 320 | 328 | 348 | 361 | 365 | 361 | 348 | 328 | 320 | 328 [ 348 | 361 | 365 [ 361 | 348 | 328
170 | 326 | 330 | 341 | 349 | 351 | 349 [ 341 | 330 | 326 | 330 | 341 | 349 | 351 | 349 | 341 [ 330
175 ] 330 | 330 | 334 [ 336 | 335 | 336 | 334 | 330 | 330 | 330 | 334 | 336 [ 335 | 336 | 334 | 330
180 | 331 | 331 | 331 [ 331 | 331 | 331 [ 331 | 331 | 331 | 331 | 331 | 331 | 331 | 331 | 331 [ 331
Average Lunﬂnance(cdhnﬁ
Horizontal Angle (Degrees)
0 45 90
% . 0 13080 13080 13080
3 45 9676 8131 7857
§ ?J 55 8285 6739 6774
j=la} 65 6690 5331 5442
g 75 4621 3651 3373
85 1715 1773 2091
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Coefficients of Utilization - Zonal Cavity Method

Effective Floor Cavity Reflectance 20%

Ceiling Cavity

Reflectance 80 e 50 S0 10 0
Wall Reflectance] 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
Room Cavity -~ ] =
Ratio (RCR) Values are expressed as percent of total lumen output delivered to the task surface
0 115 | 115 | 115 | 115 | 110 | 110 | 110 | 110 | 102 | 102 | 102 94 94 94 87 87 87 83
1 105 | 101 97 93 101 97 93 90 90 87 84 83 81 79 77 75 73 70
2 96 88 82 76 92 85 79 74 79 74 70 73 69 66 68 65 62 59
3 88 78 70 64 84 75 68 62 70 64 59 65 60 56 60 56 53 50
4 81 69 61 55 77 67 59 53 62 56 51 58 53 48 54 50 46 43
5 74 62 54 47 71 60 52 46 56 49 44 52 47 42 49 44 40 38
6 69 56 47 41 66 54 46 41 51 44 39 47 42 37 44 39 36 33
7 64 51 42 37 61 49 41 36 46 39 35 43 38 33 41 36 32 30
8 59 46 38 33 57 45 37 32 42 36 31 40 34 30 37 32 29 27
9 55 43 35 29 53 41 34 29 39 32 28 37 31 27 35 30 26 24
10 52 39 32 27 50 38 31 26 36 30 25 34 28 25 32 27 24 22
Beam and Field Information
CIE Type: Semi-Direct
Center Beam Intensity: 2442 Candela
Central Cone Intensity: 2437 Candela
Beam Flux: 3863.7 Lumens
Beam Angle (0-180): 101.6 Degrees
Beam Angle (90-270): 93.6 Degrees
Field Angle (0-180): 155.9 Degrees
Field Angle (90-270): 154.9 Degrees
Cone of Light Tabulation
Mounting Footcandles at Diameter
Height (Feet) i j Nadir (Feet)
4.00 Q 153 4.70
6.00 A 67.8 7.06
8.00 L 1 38.2 9.41
10.0 / 24.4 11.8
12.0 17.0 14.1
14.0 12.5 16.5
16.0 9.54 18.8
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ANSI/IES TM-30-18 Color Rendition Report

Source: Test Number: 13459129.05 Manufacturer: H E Williams Inc
Date: 2020-09-25 Model: GH-2-L80-835-FP-UP-[ALL OPTIONS,
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Notes: Thisis a recommended method for x 0.4041 CIE 13.3-1995
displaying ANSI/IES TM-30-18 information. 0.3893 (CRI)
u' 0.2355 R, 83
v' 0.5105 Ry 16

Colors are for visual orientation purposes only. Created with the IES TM-30-18 Calculator Version 2.00.
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