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Luminaire Description: Formed aluminum housing, white reflectors no enclosure

Lamp: 168 white LEDS
Mounting: Pendant
Ballast/Driver: One Everline D15CC55UNVPW-C Driver

Luminaire

Luminaire Characteristics

Luminous Length: 22.25 in.
Luminous Width: 13.00 in.
Luminous Height: 3.00 in.
Summary of Results Test Conditions
Total Luminaire Output: 7888 Lumens Test Temperature: 25.6 °C
Luminaire Efficacy: 137.4 Im/w Voltage: 120.1 VAC
Maximum Candela: 3069 Candela Current: 0.4797 A
Power: 57.40 W
Power Factor: 0.997
Frequency: 60 Hz
Current THD: 6.39 %

Laboratory results may not be representative of field performance
Ballast factors have not been applied

Test Number 13459129.08 - Page 2 of 6



Distribution - Goniophotometer

Distribution Test Conditions

Temperature

Voltage

Current

Power

Power Factor,

Freguency

Current THD

25.6 °C

120.1 VAC

0.4797 A

57.40 W

0.997

60 Hz

6.39 %

Spacing Criteria

Summary of Results
Total Lumen Output:

7888 Lumens
137.4 Im/w
3069 Candela

0-180: 1.27 Luminaire Efficacy:
90-270: 1.01 Maximum Candela:
Corrected UGR (Room Dimension: X=4H, Y=8H, Reflectances: 70/50/20%, S/H: 1)
Crosswise: 21.8 Endwise: 22.2
Polar Plot
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Zonal Lumen Summary

Zone Lumens [% of Luminairg Zone Lumens [% of Luminairg Zone Lumens [|% of Luminairg
0-5 72.8 0.9% 60-65 389.2 4.9% 120-125 66.3 0.8%
5-10 216.4 2.7% 65-70 285.4 3.6% 125-130 85.3 1.1%
10-15 354.6 4.5% 70-75 171.4 2.2% 130-135 99.7 1.3%
15-20 482.4 6.1% 75-80 99.8 1.3% 135-140 106.1 1.3%
20-25 578.1 7.3% 80-85 63.6 0.8% 140-145 107.9 1.4%
25-30 627.2 8.0% 85-90 41.0 0.5% 145-150 103.6 1.3%
30-35 640.1 8.1% 90-95 22.1 0.3% 150-155 95.0 1.2%
35-40 622.6 7.9% 95-100 21.5 0.3% 155-160 79.9 1.0%
40-45 601.0 7.6% 100-105 20.2 0.3% 160-165 62.5 0.8%
45-50 565.0 7.2% 105-110 25.8 0.3% 165-170 447 0.6%
50-55 533.8 6.8% 110-115 37.2 0.5% 170-175 26.5 0.3%
55-60 481.1 6.1% 115-120 49.7 0.6% 175-180 8.7 0.1%
Zone Lumens [Pb of Luminair
0-40 3594 45.6%
0-60 5775 73.2%
0-90 6826 86.5%
90-180 1063 13.5%
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Vertical Angle (Degrees)

Candela Tabulation

Horizontal Angle (Degrees)

0 225 | 45 | 675 | 90 |112.5( 135 |157.5| 180 |202.5| 225 [247.5| 270 | 292.5| 315 | 337.5
0 3051 | 3051 | 3051 | 3051 | 3051 | 3051 | 3051 | 3051 | 3051 | 3051 | 3051 | 3051 | 3051 | 3051 | 3051 | 3051
5 3059 | 3056 | 3039 | 3032 | 3001 | 3032 | 3039 | 3056 | 3059 | 3056 | 3039 [ 3032 | 3001 | 3032 | 3039 | 3056
10 3024 | 3025 | 3012 | 3009 | 2975 | 3009 | 3012 | 3025 | 3024 | 3025 | 3012 [ 3009 | 2975 | 3009 | 3012 | 3025
15 | 2966 | 2971 [ 2966 [ 2966 [ 2937 [ 2966 [ 2966 [ 2971 [ 2966 | 2971 | 2966 | 2966 | 2937 | 2966 | 2966 | 2971
20 | 2875 [ 2879 | 2895 | 2905 | 2868 | 2905 | 2895 | 2879 | 2875 | 2879 | 2895 | 2905 | 2868 | 2905 | 2895 | 2879
25 | 2767 | 2773 | 2788 | 2342 | 2183 | 2342 | 2788 | 2773 | 2767 | 2773 | 2788 | 2342 | 2183 | 2342 | 2788 | 2773
30 | 2616 | 2625 | 2406 | 2090 | 2047 | 2090 | 2406 | 2625 | 2616 | 2625 | 2406 | 2090 [ 2047 [ 2090 [ 2406 [ 2625
35 | 2453 | 2472 | 1965 | 1543 | 1370 | 1543 | 1965 | 2472 | 2453 | 2472 | 1965 | 1543 | 1370 [ 1543 [ 1965 [ 2472
40 | 2286 | 2303 | 1729 | 1284 | 1274 | 1284 | 1729 | 2303 | 2286 | 2303 | 1729 | 1284 [ 1274 [ 1284 [ 1729 [ 2303
45 | 2085 | 1979 | 1178 | 1177 | 1176 | 1177 | 1178 | 1979 | 2085 | 1979 | 1178 | 1177 [ 1176 [ 1177 [ 1178 | 1979
50 | 1870 | 1608 | 1051 | 1105 | 1128 | 1105 | 1051 | 1608 | 1870 | 1608 | 1051 | 1105 [ 1128 [ 1105 [ 1051 [ 1608
55 | 1639 | 1318 | 930 | 1010 | 1005 | 1010 | 930 | 1318 | 1639 | 1318 | 930 | 1010 [ 1005 [ 1010 [ 930 [ 1318
60 | 1381 [ 860 | 846 | 819 | 797 | 819 | 846 | 860 | 1381 | 860 | 846 | 819 | 797 | 819 [ 846 [ 860
65 | 1116 | 639 | 704 | 645 | 528 | 645 | 704 | 639 | 1116 | 639 | 704 | 645 | 528 | 645 | 704 | 639
70 831 503 482 325 277 325 482 503 831 503 482 325 277 325 482 503
75 554 360 239 97 96 97 239 360 554 360 239 97 96 97 239 360
80 299 | 151 90 116 | 122 | 116 90 151 | 299 [ 151 90 116 | 122 | 116 90 151
85 102 55 95 121 125 121 95 55 102 55 95 121 125 121 95 55
90 8 36 64 81 85 81 64 36 8 36 64 81 85 81 64 36
95 24 30 42 55 58 55 42 30 24 30 42 55 58 55 42 30
100 53 31 33 39 39 39 33 31 53 31 33 39 39 39 33 31
105 77 50 33 32 28 32 33 50 77 50 33 32 28 32 33 50
110 | 105 | 110 34 32 26 32 34 110 | 105 | 110 34 32 26 32 34 110
115 136 187 58 33 27 33 58 187 136 187 58 33 27 33 58 187
120 | 167 | 211 | 110 46 29 46 110 | 211 | 167 [ 211 | 110 46 29 46 110 | 211
125 | 196 | 272 | 181 | 105 80 105 | 181 | 272 | 196 | 272 | 181 | 105 80 105 [ 181 | 272
130 | 224 | 291 | 253 | 170 | 138 | 170 | 253 | 291 | 224 [ 291 | 253 [ 170 [ 138 [ 170 | 253 | 291
135 | 250 | 312 | 287 | 233 | 213 | 233 | 287 | 312 | 250 [ 312 | 287 [ 233 [ 213 | 233 | 287 | 312
140 273 317 330 304 289 304 330 317 273 317 330 304 289 304 330 317
145 291 328 369 337 327 337 369 328 291 328 369 337 327 337 369 328
150 311 342 391 398 377 398 391 342 311 342 391 398 377 398 391 342
155 328 351 384 413 412 413 384 351 328 351 384 413 412 413 384 351
160 340 357 383 402 412 402 383 357 340 357 383 402 412 402 383 357
165 351 361 381 397 402 397 381 361 351 361 381 397 402 397 381 361
170 358 363 375 383 385 383 375 363 358 363 375 383 385 383 375 363
175 363 364 368 369 369 369 368 364 363 364 368 369 369 369 368 364
180 364 364 364 364 364 364 364 364 364 364 364 364 364 364 364 364
Average Luminance (cd/mz)
Horizontal Angle (Degrees)
0 45 90
2 _ 0 16350 16350 16350
g § 45 13920 7093 7238
ks ;‘; 55 12840 6348 7065
£0 65 10980 5745 4479
2 75 7625 2517 1063
85 2476 1478 2110

Test Number 13459129.08 - Page 4 of 6




Coefficients of Utilization - Zonal Cavity Method

Effective Floor Cavity Reflectance 20%

Ceiling Cavity 20 70 50 30 10 0
Reflectance
Wall Reflectance] 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
Room Cavity -~ A -
Ratio (RCR) Values are expressed as percent of total lumen output delivered to the task surface
0 116 | 116 | 116 | 116 | 112 | 112 | 112 | 112 | 104 | 104 | 104 96 96 96 90 90 90 87
1 107 | 102 99 95 103 99 95 92 92 89 87 86 84 82 80 79 77 74
2 98 90 84 79 94 87 82 77 82 77 73 77 73 70 72 69 66 63
3 90 80 73 67 86 78 71 65 73 67 63 68 64 60 64 60 57 55
4 83 72 64 57 79 69 62 56 65 59 54 61 56 52 58 54 50 47
5 76 64 56 50 73 62 55 49 59 52 47 56 50 46 52 48 44 42
6 71 58 50 44 68 57 49 43 54 47 42 51 45 40 48 43 39 37
7 66 53 45 39 63 52 44 39 49 42 37 46 41 36 44 39 35 33
8 61 49 41 35 59 47 40 35 45 38 34 43 37 33 41 35 32 30
9 57 45 37 32 55 44 36 31 41 35 30 39 34 30 38 33 29 27
10 54 41 34 29 52 40 33 29 38 32 28 37 31 27 35 30 26 25
Beam and Field Information
CIE Type: Semi-Direct
Center Beam Intensity: 3051 Candela
Central Cone Intensity: 3047 Candela
Beam Flux: 4198.8 Lumens
Beam Angle (0-180): 114.4 Degrees
Beam Angle (90-270): 66.4 Degrees
Field Angle (0-180): 159.7 Degrees
Field Angle (90-270): 139.5 Degrees
Cone of Light Tabulation
Mounting Footcandles at Diameter
Height (Feet) i j Nadir (Feet)
4.00 Q 191 4.64
6.00 L& 84.8 6.96
8.00 L 1 47.7 9.28
10.0 / 30.5 11.6
12.0 21.2 13.9
14.0 15.6 16.2
16.0 11.9 18.6
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ISOFootcan dle Plot

Mounting Height - 8 Feet




