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44.75 in.

17.00 in.

3.25 in.

°C

VAC

A

W

Hz

%

Test Temperature:

215.8

Power Factor:

120.1

1.801

Ballast/Driver: ULT D21CC80UNVPW-C & ULT D15CC55UNVPW-C

Luminous Length:

25.1

60

0.998

Current THD:

Power:

Current:

Luminous Width:
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Laboratory results may not be representative of field performance 

Ballast factors have not been applied

Maximum Candela: 10479 Candela

31210 Lumens

Luminaire Efficacy: 144.6 lm/w

Luminous Height:

Total Luminaire Output:

Luminaire

    Luminaire Characteristics

Frequency:

5.46

Test ConditionsSummary of Results

Voltage:

Mounting: Pendant

Luminaire Description: White steel housing, frosted lens enclosure
Lamp: 672 white LEDs



Lumens

Candela

0.0%2295 7.4% 83115-120

1630

1205

0.0%

0.0%

0.1%

0.1%

0.1%

0.3%

0.3%

0.3%

% of Luminaire

30-35

35-40

40-45

45-50

50-55
55-60

90-95

95-100

100-105

105-110

110-115

155-160

150-155

175-180

0.4%

0.4%

0.5% 39

29

20

12

6

2

170-175

165-170

160-165

0.2%

0.2%

145-1507.4%

6.4%

5.2%

3.9%

2.4%

70-75

75-80

80-85

0.2%

0.2%

268

0.2%883

55

61

71

4.1%

2.8%

66

2019 6.5% 0.2%

ZoneZone % of Luminaire

77120-12560-65249

1.20

Zone

Polar Plot

Lumens % of Luminaire Lumens % of LuminaireLumens

Distribution Test Conditions

Temperature Voltage Current Power Power Factor

215.8 W

Distribution - Goniophotometer

Frequency Current THD

1.801 A 0.99825.1 °C 120.1 VAC 60 Hz 5.46 %

31210

Summary of Results

0-180:

90-270: Maximum Candela:

lm/w144.6Luminaire Efficacy:

Zonal Lumen Summary
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Total Lumen Output:Spacing Criteria
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0 22.5 45 67.5 90 112.5 135 157.5 180 202.5 225 247.5 270 292.5 315 337.5

0 10440 10440 10440 10440 10440 10440 10440 10440 10440 10440 10440 10440 10440 10440 10440 10440

5 10430 10390 10390 10390 10400 10390 10390 10390 10430 10390 10390 10390 10400 10390 10390 10390

10 10250 10240 10250 10300 10300 10300 10250 10240 10250 10240 10250 10300 10300 10300 10250 10240

15 9962 9965 10040 10110 10140 10110 10040 9965 9962 9965 10040 10110 10140 10110 10040 9965

20 9576 9601 9730 9860 9907 9860 9730 9601 9576 9601 9730 9860 9907 9860 9730 9601

25 9066 9149 9343 9533 9608 9533 9343 9149 9066 9149 9343 9533 9608 9533 9343 9149

30 8409 8538 8867 9132 9235 9132 8867 8538 8409 8538 8867 9132 9235 9132 8867 8538

35 7669 7846 8280 8639 8769 8639 8280 7846 7669 7846 8280 8639 8769 8639 8280 7846

40 6824 7075 7623 8043 8195 8043 7623 7075 6824 7075 7623 8043 8195 8043 7623 7075

45 5956 6262 6926 7420 7579 7420 6926 6262 5956 6262 6926 7420 7579 7420 6926 6262

50 5088 5464 6223 6766 6939 6766 6223 5464 5088 5464 6223 6766 6939 6766 6223 5464

55 4240 4673 5490 6055 6214 6055 5490 4673 4240 4673 5490 6055 6214 6055 5490 4673

60 3422 3902 4735 5242 5358 5242 4735 3902 3422 3902 4735 5242 5358 5242 4735 3902

65 2654 3173 3952 4329 4372 4329 3952 3173 2654 3173 3952 4329 4372 4329 3952 3173

70 1960 2481 3141 3320 3248 3320 3141 2481 1960 2481 3141 3320 3248 3320 3141 2481

75 1336 1820 2300 2264 2171 2264 2300 1820 1336 1820 2300 2264 2171 2264 2300 1820

80 801 1202 1468 1418 1378 1418 1468 1202 801 1202 1468 1418 1378 1418 1468 1202

85 359 614 790 846 859 846 790 614 359 614 790 846 859 846 790 614

90 8 157 362 485 521 485 362 157 8 157 362 485 521 485 362 157

95 27 134 312 426 454 426 312 134 27 134 312 426 454 426 312 134

100 31 112 259 361 388 361 259 112 31 112 259 361 388 361 259 112

105 33 106 219 306 331 306 219 106 33 106 219 306 331 306 219 106

110 37 111 199 268 287 268 199 111 37 111 199 268 287 268 199 111

115 41 122 182 244 263 244 182 122 41 122 182 244 263 244 182 122

120 44 136 174 220 236 220 174 136 44 136 174 220 236 220 174 136

125 46 146 174 206 220 206 174 146 46 146 174 206 220 206 174 146

130 50 142 180 200 211 200 180 142 50 142 180 200 211 200 180 142

135 53 138 189 199 207 199 189 138 53 138 189 199 207 199 189 138

140 55 130 198 204 209 204 198 130 55 130 198 204 209 204 198 130

145 56 120 190 213 218 213 190 120 56 120 190 213 218 213 190 120

150 58 115 176 213 223 213 176 115 58 115 176 213 223 213 176 115

155 60 106 158 192 204 192 158 106 60 106 158 192 204 192 158 106

160 62 94 137 166 179 166 137 94 62 94 137 166 179 166 137 94

165 65 84 120 137 143 137 120 84 65 84 120 137 143 137 120 84

170 67 77 96 107 108 107 96 77 67 77 96 107 108 107 96 77

175 70 72 78 78 74 78 78 72 70 72 78 78 74 78 78 72

180 68 68 68 68 68 68 68 68 68 68 68 68 68 68 68 68

Candela Tabulation
Horizontal Angle (Degrees)

85

55

14950

17340

45

V
e

rt
ic

a
l 
A

n
g

le
 (

D
e

g
re

e
s
)

65

Test Number 13326828.04A - Page 4 of 6

Average Luminance (cd/m
2
)

Horizontal Angle (Degrees)

9973

6306

13650

75

1833016000 16820

0 45 90

11070

10670

13610

15400

8274

4579 5897

0 21270 21270 21270

V
e

rt
ic

a
l 
A

n
g

le

(D
e

g
re

e
s
)



118 118 118 118 115 115 115 115 109 109 109 104 104 104 99 99 99 96

108 103 98 94 104 100 96 92 95 92 89 90 88 85 86 84 82 80

98 89 82 76 95 87 81 75 83 78 73 79 75 71 75 72 69 66

89 78 70 63 86 76 69 63 73 66 61 70 64 59 67 62 58 56

81 69 60 54 79 68 59 53 65 58 52 62 56 51 59 54 50 47

75 62 53 46 72 61 52 46 58 51 45 56 49 44 53 48 43 41

69 56 47 40 67 55 46 40 52 45 39 50 44 39 48 43 38 36

64 50 42 35 62 49 41 35 48 40 35 46 39 34 44 38 34 32

60 46 37 32 58 45 37 31 44 36 31 42 35 31 41 35 30 28

56 42 34 28 54 41 34 28 40 33 28 39 32 28 37 32 27 25

52 39 31 26 51 38 31 26 37 30 25 36 29 25 35 29 25 23
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10440
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Candela

Cone of Light Tabulation                         

20.1

Mounting 

Height (Feet)

Footcandles at 

Nadir

Diameter 

(Feet)

12.0

14.0

16.0

652

290

163

104

72.5

53.3

40.8

4.00

6.00

8.00

6
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Coefficients of Utilization - Zonal Cavity Method

Effective Floor Cavity Reflectance 20%

10.0

10424

21666.7

98.4

121.4

Direct

Field Angle (90-270):

Field Angle (0-180):

Beam Angle (90-270):

Beam Angle (0-180):

Beam Flux:

Central Cone Intensity:

Center Beam Intensity:

CIE Type:

Beam and Field Information

Ceiling Cavity 

Reflectance
80

** Values are expressed as percent of total lumen output delivered to the task surface **
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Room Cavity 

Ratio (RCR)
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ISOFootcandle Plot

Mounting Height - 8 Feet
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