Photometric Toolbox

IES INDOOR REPORT

PHOTOMETRIC FILENAME : VG1-L30-740-T5-XX-XXX-DIM-UNV_.IES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002

[TEST] GEN from BALLABS TEST NO. 17382.0
[TESTLAB] BUILDING ACOUSTICS & LIGHTING LABORATORIES, INC

[[SSUEDATE] 02-APR-2020
[MANUFAC] WILLIAMS OUTDOOR

[LUMINAIRE] 32 LED VOLTAIRE ARCHITECTURAL 13x16" GARAGE LUMINAIRE
[MORE] TYPE V SQ MOLDED REFRACTIVE CLEAR ACRYLIC LENSES &

[MORE] CLEAR GLASS LENS

[LUMCAT] VG1-L30/740-T5-xx-xxx-DIM-UNV
[LAMPCAT] LUMILED LUXEON R 4000K

CHARACTERISTICS

Lumens Per Lamp

Total Lamp Lumens
Luminaire Lumens

Total Luminaire Efficiency
Luminaire Efficacy Rating (LER)
Total Luminaire Watts
Ballast Factor

CIE Type

Spacing Criterion (0-180)
Spacing Criterion (90-270)
Spacing Criterion (Diagonal)
Basic Luminous Shape
Luminous Length (0-180)
Luminous Width (90-270)
Luminous Height

LUMINANCE DATA (cd/sq.m)

Angle In Average Average
Degrees 0-Deg 45-Deg
45 26740 32765
55 27477 34905
65 32376 56311
75 2351 4622

85 0 0

N.A. (absolute)
N.A. (absolute)
3566

N.A.

99

36

1.00

Direct

2.34

2.38

2.48
Rectangular
0.74 ft

0.74 ft

0.00 ft

Average
90-Deg

31133
28721
29744
2351
0
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : VG1-L30-740-T5-XX-XXX-DIM-UNV_.IES

CANDELA TABULATION
0 S 15 25 35 45 55 65 15 85

0.0 541.792 541.792 541792 541792 541.792 541.792 541792 541.792 541.792 541.792

5.0 542.861 546.067 538.587 539.655 541792 541792 542.861 540.724 544.998 543.930

10.0 549.273 550.341 549.273 549.273 550.341 561.028 555.684 561.028 562.096 564.233
15.0 572.782 570.645 572.782 577.057 588.812 596.292 599.498 601.635 600.567 601.635
20.0 620.871 616.596 624.076 626.214 635.831 648.655 660.410 658.272 663.616 664.684
25.0 684.988 684.988 686.057 693.537 711.704 734.145 738.419 734.145 730.939 729.870
30.0 739.488 741.625 750.174 755.517 781.164 797.194 793.988 780.096 773.684 771.547
35.0 787.576 788.645 806.811 824.978 849.556 863.448 846.350 824.978 814.292 802.537
40.0 907.262 915.811 924.360 921.154 928.634 935.046 912.605 890.164 885.889 863.448
45.0 962.830 975.654 1009.850 1063.281 1119.918 1179.761 1182.967 1151.977 1122.055 1120.987
50.0 976.722 974.585 976.722 980.997 1011.987 1031.222 1033.359 1011.987 1003.438 1003.438
55.0 802.537 806.811 837.801 877.340 959.624 1019.467 990.614 935.046 885.889 845.282
60.0 801.468 799.331 831.389 895.507 992.752 1077.173 1028.016 925.428 862.380 829.252
62.5 751.243 760.860 829.252 927.566 1081.448 1200.065 1098.545 936.115 816.429 753.380
65.0 696.743 704.223 768.341 863.448 1044.046 1211.820 1066.487 849.556 714.909 648.655
67.5 552.479 580.263 657.204 727.733 907.262 1035.497 893.370 662.547 536.449 448.822
70.0 148.539 146.401 182.735 296.009 495.842 684.988 536.449 331.273 192.352 141.058
72.5 51.294 53.431 53431 69.461 107.931 239.372 143.196 79.078 47.019 47.019
75.0 30.990 34.196 35265 39.539 54.500 60.912 55568 38.470 29.921 32.059
77.5 21372 20.304 19.235 23510 29.921 29.921 29.921 20.304 16.029 14.961
80.0 9.618 8.549 8.549 10.686 11.765 13.892 11.755 9.618 7.480 7.480
82.5 2137 3.206 2137 3.206 4.274 5.343 5.343 2137 4.274 2137
85.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
87.5 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
90.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000

Vert. Horizontal Angles
Angles
20 95 105 15 125 135 145 155 165 175
0.0 541.792 541.792 541.792 541.792 541.792 541.792 541.792 541.792 541.792 541.792
5.0 547.135 548.204 549.273 547.135 549.273 549.273 549.273 547.135 550.341 547.135

10.0 566.371 572.782 570.645 573.851 571.714 570.645 573.851 570.645 570.645 564.233
15.0 606.978 611.253 616.596 616.596 621.939 620.871 624.076 617.665 605.910 597.361
20.0 671.096 681.782 667.890 679.645 683.919 681.782 687.125 675.370 656.135 653.998
25.0 738.419 749.105 741.625 745900 755.517 757.654 754.449 742.694 722.390 721.321
30.0 777.958 782.233 785439 789.713 802.537 813.223 808.948 795.056 777.958 776.890
35.0 805.743 816.429 826.046 836.733 849.556 858.105 858.105 842.076 821.772 807.880
40.0 875.203 898.713 896.576 902.987 907.262 907.262 916.879 922.223 927.566 929.703
45.0 1120.987 1110.300 1132.741 1168.006 1177.624 1178.692 1120.987 1045.114 1005.575 973.516
50.0 998.095 1006.644 1016.261 1029.085 1041.908 1033.359 995.958 955.350 944.664 932.909
55.0 838.870 831.389 864.517 942.526 1029.085 1072.899 1005.575 902.987 829.252 779.027
60.0 823.909 823.909 862.380 931.840 1041.908 1128.467 1045.114 920.085 830.321 786.507
62.5 739.488 740.556 797.194 897.644 1052.595 1173.349 1071.830 888.027 772.615 721.321
65.0 640.106 637.969 722.390 818.566 983.134 1142.359 1019.467 815.360 709.566 655.067
67.5 444548 427.450 533.243 603.773 806.811 970.311 847.419 615.527 514.008 444.548
70.0 147.470 129.304 195.558 212.656 411.420 671.096 446.685 203.039 138.921 95.108
72.5 45951 44882 47.019 57.706 99.382 232.960 95.108 49.157 42.745 38.470
75.0 30.990 26.716 28.853 34.196 48.088 54.500 45951 33.127 25.647 23.510
77.5 19.235 14961 17.098 18.167 26.716 27.784 29.921 19.235 18.167 16.029
80.0 6.412 7.480 6.412 9.618 8.549 11.755 10.686 9.618 9.618 4.274

82.5 3.206 3.206 2.137 4.274 3.206 5.343 2137 3.206 2.137 4.274

85.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000

87.5 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000

90.0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
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Results derived from content of manufacturers photometric file.



IES INDOOR REPORT
PHOTOMETRIC FILENAME : VG1-L30-740-T5-XX-XXX-DIM-UNV_.IES

CANDELA TABULATION - (Cont.)

Vert. Horizontal Angles
Angles
180
0.0 541.792
5.0 549.273

10.0 564.233
15.0 602.704
20.0 652.929
25.0 715.978
30.0 768.341
35.0 797.194
40.0 890.164
45.0 974.585
50.0 938.252
55.0 775.821
60.0 785.439
62.5 708.498
65.0 647.586
67.5 472.332
70.0 103.657
72.5 35.265

75.0 23.510

77.5 13.892

80.0 4.274
82.5 1.069
85.0 0.000
87.5 0.000
90.0 0.000
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : VG1-L30-740-T5-XX-XXX-DIM-UNV_.IES

ZONAL LUMEN SUMMARY

Zone

0-20
0-30
0-40
0-60
0-80
0-90
10-90
20-40
20-50
40-70
60-80
70-80
80-90
90-110
90-120
90-130
90-150
90-180
110-180
0-180

Lumens

225.79
562.74
1090.22
2726.83
3563.48
3565.66
3513.00
864.42
1661.47
2393.59
836.64
79.67
2.18
0.00
0.00
0.00
0.00
0.00
0.00
3565.66

%Lamp

N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.

Total Luminaire Efficiency = N.A.%

ZONAL LUMEN SUMMARY

Zone

0-10
10-20
20-30
30-40
40-50
50-60
60-70
70-80
80-90
90-100
100-110
110-120
120-130
130-140
140-150
150-160
160-170
170-180

Lumens

52.66
173.13
336.94
527.48
797.05
839.57
756.97
79.67
2.18
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00

%Fixt

6.30
15.80
30.60
76.50
99.90
100.00
98.50
24.20
46.60
67.10
23.50
2.20
0.10
0.00
0.00
0.00
0.00
0.00
0.00
100.00
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : VG1-L30-740-T5-XX-XXX-DIM-UNV_.IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20
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0

107
90
73

48
40

28
24
21
18
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.

Page 5



IES INDOOR REPORT

PHOTOMETRIC FILENAME : VG1-L30-740-T5-XX-XXX-DIM-UNV_.IES

UGR TABLE - CORRECTED

Reflectances
Ceiling Cavity 70 70 50 50
Walls 50 30 50 30

Floor Cavity 20 20 20 20

Room Size UGR Viewed Crosswise

X=2H Y=2H 250 268 254 271
3H 26.3 279 267 283
4H 26.3 278 267 28.1
6H 262 276 266 28.0
8H 262 276 266 279
12H 262 275 266 279

4H 2H 2712 287 276 29.1
3H 281 203 285 297
4H 280 292 285 296
6H 280 290 285 294
8H 280 289 285 293
12H  28.0 288 285 293

8H 4H 280 290 285 294
6H 280 288 285 292
8H 280 286 285 29.1
12H  28.0 285 285 29.0

12H  4H 280 289 285 293
6H 28.0 287 285 29.1
8H 280 285 285 29.0

Maximum UGR = 30.1

30

20

274
28.6
28.5
284
283
28.3

294
30.1
30.0
29.9
20.8
20.7

29.9
207
29.6
29.6

29.8
29.6
29.6

70 70 50
50 30 50
20 20 20
UGR Viewed Endwise
253 271 257
262 278 26.5
261 277 265
261 275 265
261 274 265
261 273 265
27.3 288 27.7
279 292 283
279 290 283
278 288 28.3
27.8 287 283
278 286 283
279 288 283
278 286 283
278 285 283
278 284 283
279 287 283
278 285 283
278 284 283

50
30
20

274
28.1
28.0
27.9
27.8
277

29.1
29.6
294
293
20.2
291

202
29.1
29.0
28.9

20.2
28.9
28.9

30
30
20

27.8
28.5
284
28.2
28.2
28.1

29.5
30.0
29.9
20.7
29.6
29.6

29.7
295
295
294

29.6
295
294
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : VG1-L30-740-T5-XX-XXX-DIM-UNV_.IES

POLAR GRAPH

121

90

606

30

Maximum Candela = 1211.82 Located At Horizontal Angle = 45, Vertical Angle = 65
# 1 - Vertical Plane Through Horizontal Angles (45 - 225) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (65) (Through Max. Cd.)
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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