Light efficiency:

Light quality: 7 Peak: 847 cd
Power: 9.9 W
Color temperature: PE: 1.0
2908 K

Beam angle 5 1 . 9 o

Product name:
730-2-416-XTM19-10LM-30K-83-DA40-CL

Date and time:

10/5/2016 3:50:52 PM
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Color details
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TM30: 79.6

CIE 1931

Auv: 0.0030

CIE 1931 ZOOM

CRI: 81.5 (R1-R8)

C2 C3 C4 C5 C6 C7 C8 C9 C10C11C12C13 C14 C15C16

CRI R values, only R1-R8 are used to calculate final CRI value
R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 | R11 [ R12 | R13 | R14 | R15
79.3 | 864 | 939 | 82.1 ( 788 | 82.8 | 855 | 63.1 | 12.8 | 69.6 | 81.3 | 67.2 | 80.2 | 96.2 | 72.1

TM30 C values, 16 binned values out of total of 99 C values

94 L
86 86

72

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10R11 R12 R13 R14 R15

C1 c2 C3 C4 C5 C6 Cc7 c8 C9 [ Cl0 | C11 | C12 [ C13 | C14 | C15 | Cl16
775 (783|716 | 745 | 81.8 | 847 | 71.5 | 86.0 | 80.8 | 80.5 | 80.6 | 82.0 | 87.4 | 84.0 | 76.5 | 80.4
Color parameters
Color Color Red Color fidelity Color gamut Color coordinate Color i Color i Color i Color diviation
index cie 1931 cie 1931 from black body
ccT CRI CRIR9 TM30 Rf TM30 Rg x y u v Auv
2908 K 81.5 12.8 79.6 98.7 0.449 0.415 0.253 0.352 0.0030
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TM30 details
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10
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Rf 79.6
Fidelity index Rf
Rg 98.7
Gammut index Rg
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Color Evaluation Sample



Beam details

Distance (meter) Im 2m 3m 4 m 5m
Distance (feet) 3,31t 6,6 ft 9,8 ft 13,1 ft 16,4 ft
34 |Ix
53|Ix
94|Ix
Lux* 212 Ix
84(7 Ix
51.9°
Beam center
78.7 fcd
*
Footcandles 1917 fcd
*measured at 8.7 fcd
center of beam 4.9 fcd
3.1 fcd
Beam width (meter) 1 m 19m 29m 39m 49m
Beam width (feet) 3.2 ft 6.4 ft 9.6 ft 12.8 ft 16 ft
Beam intensities from 1-20m
1m 2m 3m 4m 5m 6m 7m 8m 9m | 10m | 1im | 12m | 13m | 14m | 15m | 16m | 17m | 18m | 19m | 20m
3.3ft | 6.6ft | 9.8ft | 13.1ft | 16.4ft | 19.7ft | 23ft | 26.2ft | 29.5ft | 32.8ft | 36.1ft | 39.4ft | 42.7ft | 45.9ft | 49.2ft | 52.5ft | 55.8ft | 59.1ft | 62.3ft | 65.6ft
847Ix | 212Ix 94Ix 53Ix 34Ix 24Ix 17Ix 13Ix 10Ix 8Ix 7Ix 6Ix 5lx 41x 41x 3lx 3lx 3Ix 2Ix 2Ix
78.7fcd | 19.7fcd | 8.7fcd | 4.9fcd | 3.1fcd | 2.2fcd | 1.6fcd | 1.2fcd | 1fcd | 0.8fcd | 0.7fcd | 0.5fcd | 0.5fcd | 0.4fcd | 0.3fcd | 0.3fcd | 0.3fcd | 0.2fcd | 0.2fcd | 0.2fcd
Intensities in 0° c-plane
0° z° 4° 6° 8° 10° 12° 14° 16° 18° 200 | 22° | 24° | 26° 28° | 30° | 32° | 34° | 36° | 38°
847 | 844 | 835 | 819 | 799 | 771 | 740 | 708 | 675 | 644 | 609 | 563 | 505 | 438 | 368 | 299 | 236 | 182 | 141 | 116
100% | 100% | 98% | 97% | 94% | 91% | 87% | 84% | 80% | 76% | 72% | 66% | 60% | 52% | 43% | 35% | 28% | 21% | 17% | 14%
Intensities in 90° c-plane
0° 2° 2° 6° 8° 10° 12° 14° 16° 18° | 20° | 22° | 24° 26° | 28° | 30° | 32° | 34° | 36° 38°
847 | 844 | 833 | 817 | 794 | 764 | 729 | 692 | 655 | 619 | 580 | 530 | 471 | 407 | 341 | 277 | 219 | 171 | 136 | 115
100% | 100% | 98% | 96% | 94% | 90% | 86% | 82% | 77% | 73% | 68% | 63% | 56% | 48% | 40% | 33% | 26% | 20% | 16% | 14%
Intensities in 180° c-plane
0° 2° 4° 6° 8° 10° 12° 14° 16° 18° | 20° | 22° | 24° 26° | 28° | 30° | 32° | 34° | 36° | 38°
847 | 844 | 835 | 819 | 799 | 771 | 740 | 708 | 675 | 644 | 609 | 563 | 505 | 438 | 368 | 299 | 236 | 182 | 141 | 116
100% | 100% | 98% | 97% | 94% | 91% | 87% | 84% | 80% | 76% | 72% | 66% | 60% | 52% | 43% | 35% | 28% | 21% | 17% | 14%
Intensities in 270° c-plane
0° 2° 4° 6° 8° 10° 12° 14° 16° 18° | 20° | 22° | 24° 26° | 28° | 30° | 32° | 34° | 36° | 38°
847 | 844 | 833 | 817 | 794 | 764 | 729 | 692 | 655 | 619 | 580 | 530 | 471 | 407 | 341 | 277 | 219 | 171 | 136 | 115
100% | 100% | 98% | 96% | 94% | 90% | 86% | 82% | 77% | 73% | 68% | 63% | 56% | 48% | 40% | 33% | 26% | 20% | 16% | 14%

Beam angle 50%

Field angle 10%

Cutoff angle 2,5%

Intensity ratio in 120° cone

Intensity ratio in 90° cone

51

.9°

84.3°

115.7°

96.7%

89.6%






