
FINELITE Series 6 Photometric Reports

CANDELA DISTRIBUTION FLUX
0.0 22.5 45 67.5 90.0

0 19 19 19 19 19
5 19 19 19 19 18 2

15 18 20 21 21 20 6
25 16 19 19 19 18 9
35 14 16 16 16 15 10
45 12 13 14 14 13 10
55 8 9 9 10 10 9
65 5 6 6 8 8 6
75 2 3 4 5 5 5
85 0 2 2 3 3 3
90 0 7 27 10 24
95 26 244 260 286 287 259

105 126 493 857 953 947 731
115 251 549 974 1221 1304 872
125 369 611 949 1228 1332 814
135 476 662 920 1124 1208 687
145 567 706 879 1024 1082 540
155 637 724 832 915 951 379
165 685 725 776 816 834 219
175 708 714 719 721 725 69
180 706 706 706 706 706

EFFICIENCY = 92.6%

S6V-P: 1 T5HO - EP
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(ITL Report 48605)

ZONAL LUMEN SUMMARY
ZONE LUMENS %LAMP %FIXT

0-30 16 0.3 0.3
0-40 26 0.5 0.6
0-60 44 0.9 1.0
0-90 58 1.2 1.3

90-120 1862 37.2 40.2
90-130 2677 53.5 57.8
90-150 3904 78.1 84.3
90-180 4570 91.4 98.7
0-180 4628 92.6 100.0

LEGEND:
 0-deg.
45-deg.
90-deg.

Product Photometry and ies files are also available online at www.finelite.com. 

For layouts or additional photometry, contact your local representative or the factory.

CANDELA DISTRIBUTION FLUX
0.0 22.5 45 67.5 90.0

0 191 191 191 191 191
5 191 191 191 190 188 18

15 179 183 188 189 186 52
25 156 164 165 168 164 76
35 125 134 134 139 137 84
45 87 98 104 114 113 80
55 51 67 76 88 88 67
65 29 37 49 64 66 49
75 11 20 28 41 43 31
85 2 10 16 22 23 17
90 0 3 22 13 32
95 73 331 392 394 395 375

105 388 686 1238 1254 1262 1048
115 708 824 1376 1846 1983 1327
125 1000 1079 1306 1683 1857 1235
135 1259 1310 1460 1591 1660 1127
145 1480 1508 1597 1682 1719 1001
155 1649 1662 1693 1734 1759 785
165 1760 1761 1773 1773 1782 501
175 1812 1809 1806 1794 1798 172
180 1809 1809 1809 1809 1809

EFFICIENCY = 80.4%

S6V-P: 2 T5HO - EP
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(ITL Report 48662)

ZONAL LUMEN SUMMARY
ZONE LUMENS %LAMP %FIXT

0-30 146 1.5 1.8
0-40 230 2.3 2.9
0-60 378 3.8 4.7
0-90 475 4.7 5.9

90-120 2750 27.5 34.2
90-130 3985 39.8 49.5
90-150 6112 61.1 76.0
90-180 7570 75.7 94.1
0-180 8045 80.4 100.0

LEGEND:
 0-deg.
45-deg.
90-deg.

CANDELA DISTRIBUTION FLUX
0.0 22.5 45 67.5 90.0

0 78 78 78 78 78
5 79 79 79 78 76 8

15 74 76 81 82 79 22
25 65 71 72 74 71 33
35 53 60 60 61 58 37
45 39 45 46 49 47 35
55 24 32 34 38 37 30
65 14 20 23 28 28 23
75 7 11 14 19 19 15
85 2 7 9 11 11 9
90 0 7 26 19 32
95 67 248 257 270 267 260

105 315 756 907 918 924 840
115 582 944 1434 1615 1650 1254
125 830 1116 1575 1912 1997 1347
135 1052 1272 1603 1885 1998 1217
145 1237 1394 1618 1806 1882 1001
155 1383 1476 1609 1716 1761 737
165 1478 1521 1577 1620 1643 445
175 1522 1528 1533 1530 1537 147
180 1518 1518 1518 1518 1518

EFFICIENCY = 85.7%

S6V-P: 3 T5HO - EP
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(ITL Report 48667)

ZONAL LUMEN SUMMARY
ZONE LUMENS %LAMP %FIXT

0-30 63 0.7 0.8
0-40 100 1.1 1.3
0-60 166 1.9 2.2
0-90 213 2.4 2.8

90-120 2354 27.1 31.6
90-130 3701 42.5 49.6
90-150 5919 68.0 79.3
90-180 7248 83.3 97.2
0-180 7460 85.7 100.0

LEGEND:
 0-deg.
45-deg.
90-deg.

CANDELA DISTRIBUTION FLUX
0.0 22.5 45 67.5 90.0

0 20 20 20 20 20
5 20 20 21 21 20 2

15 19 21 23 24 22 6
25 17 20 21 21 19 9
35 13 18 18 17 16 10
45 10 13 13 13 12 10
55 7 10 10 11 10 9
65 4 7 8 8 8 7
75 2 6 6 6 6 5
85 1 3 3 4 4 4
90 0 3 3 3 3
95 37 270 248 279 270 257

105 184 387 708 899 942 657
115 364 484 690 867 944 671
125 527 603 743 871 921 659
135 674 718 810 897 932 624
145 797 822 869 924 948 547
155 890 902 921 944 957 426
165 952 956 956 963 969 271
175 982 983 974 972 972 93
180 979 979 979 979 979

S6V-P: 1 T5HO - 91 WHITE
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(ITL Report 48494)

ZONAL LUMEN SUMMARY
ZONE LUMENS %LAMP %FIXT

0-30 17 0.3 0.4
0-40 28 0.6 0.7
0-60 47 0.9 1.1
0-90 63 1.3 1.5

90-120 1585 31.7 37.1
90-130 2244 44.9 52.6
90-150 3415 68.3 80.0
90-180 4205 84.1 98.5
0-180 4268 85.4 100.0

LEGEND:
 0-deg.
45-deg.
90-deg.

CANDELA DISTRIBUTION FLUX
0 22.5 45 67.5 90.0

0 6 6 6 6 6
5 7 6 7 6 5 1

15 6 7 9 9 7 2
25 5 7 8 7 6 3
35 4 6 6 6 5 4
45 4 5 5 5 5 4
55 4 4 4 5 4 4
65 2 3 3 3 3 3
75 1 2 2 2 2 2
85 0 0 1 1 1 1
90 0 0 0 1 1
95 22 199 200 211 189 197

105 109 469 694 701 715 605
115 215 523 922 1194 1225 819
125 317 571 912 1171 1269 773
135 413 608 877 1086 1172 651
145 493 631 824 974 1039 502
155 554 641 757 851 892 345
165 597 634 690 731 752 194
175 617 622 624 630 635 60
180 615 615 615 615 615

S6C-S: 1 T5HO - EP
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(ITL Report 49626)

ZONAL LUMEN SUMMARY
ZONE LUMENS %LAMP %FIXT

0-30 6 0.1 0.1
0-40 10 0.2 0.2
0-60 18 0.4 0.4
0-90 23 0.5 0.6

90-120 1621 32.4 38.9
90-130 2393 47.9 57.4
90-150 3546 70.9 85.1
90-180 4145 82.9 99.4
0-180 4168 83.4 100.0

LEGEND:
 0-deg.
45-deg.
90-deg.

CANDELA DISTRIBUTION FLUX
0.0 22.5 45 67.5 90.0

0 5 5 5 5 5
5 5 5 6 5 5 1

15 5 7 9 9 9 2
25 5 7 9 9 9 4
35 6 7 8 7 7 4
45 5 5 6 6 6 4
55 3 4 4 4 4 4
65 2 2 3 3 3 2
75 0 1 2 2 2 1
85 0 0 0 1 1 0
90 0 0 0 0 1
95 38 221 217 213 203 212

105 190 428 681 787 805 618
115 369 525 761 948 1009 722
125 532 638 815 960 1018 715
135 681 749 872 978 1023 667
145 804 845 919 988 1019 574
155 897 922 955 991 1009 442
165 961 971 980 989 995 277
175 990 995 987 984 986 94
180 989 989 989 989 989

S6C-S: 1 T5HO - 91 WHITE
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(ITL Report 49424)

ZONAL LUMEN SUMMARY
ZONE LUMENS %LAMP %FIXT

0-30 7 0.1 0.2
0-40 11 0.2 0.3
0-60 19 0.4 0.4
0-90 23 0.5 0.5

90-120 1552 31.0 35.7
90-130 2267 45.3 52.2
90-150 3507 70.1 80.8
90-180 4321 86.4 99.5
0-180 4344 86.9 100.0

LEGEND:
 0-deg.
45-deg.
90-deg.

Form
 CPH3069.0803.A

EFFICIENCY = 85.4% EFFICIENCY = 83.4% EFFICIENCY = 86.9%

Finelite, Inc. ◊ 30300 Whipple Road ◊ Union City, CA  94587-1525 ◊ 510 / 441-1100 ◊ FAX: 510 / 441-1510 ◊ www.finelite.com

 



FINELITE Series 6 Photometric Reports

CANDELA DISTRIBUTION FLUX
0.0 22.5 45 67.5 90.0

90 0 0 0 0 0
95 30 206 203 217 185 198

105 182 423 628 734 748 588
115 356 528 759 926 975 712
125 525 646 821 963 1018 717
135 674 758 882 988 1031 673
145 802 854 936 1005 1035 582
155 900 929 973 1010 1029 448
165 967 980 993 1005 1014 281
175 1001 1004 1001 995 996 95
180 1000 1000 1000 1000 1000

EFFICIENCY = 80.0%

S6C-INDIRECT: 1 T5HO - 91 WHITE
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(ITL Report 50157)

ZONAL LUMEN SUMMARY
ZONE LUMENS %LAMP %FIXT

0-90 0 0 0
90-120 1498 30 34.9
90-130 2216 44.3 51.6
90-150 3471 69.4 80.8
90-180 4295 85.9 100.0
0-180 4295 85.9 100.0

LEGEND:
 0-deg.
45-deg.
90-deg.

Product Photometry and ies files are also available online at www.finelite.com. 

For layouts or additional photometry, contact your local representative or the factory.

Form
 CPH3069.0803.B
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