
CANDELA DISTRIBUTION FLUX
0.0 22.5 45.0 67.5 90.0

0 92 92 92 92 92
5 92 92 92 91 89 9

15 86 87 89 91 90 25
25 74 78 80 83 81 37
35 60 66 66 71 69 42
45 43 50 52 58 58 41
55 26 35 40 48 48 36
65 14 21 27 36 37 27
75 5 10 16 25 26 18
85 0 6 9 15 15 10
90 0 3 6 10 12
95 34 161 190 222 206 196

105 155 436 641 658 644 561
115 306 540 881 1068 1118 787
125 457 665 916 1146 1229 799
135 597 777 944 1104 1183 719
145 711 853 990 1079 1138 604
155 803 893 1001 1073 1110 453
165 863 905 965 1010 1033 271
175 895 901 908 912 918 87
180 895 895 895 895 895

EFFICIENCY = 80.0%

S5: 2 T8 - SPECULAR

90°

105°

120°

135°

150°165°180°

1500

1000

500

95% Uplight
5% Downlight

(ITL Report 50256)

ZONAL LUMEN SUMMARY
ZONE LUMENS %LAMP %FIXT

0- 30 71 1.2 1.5
0- 40 112 1.9 2.4
0- 60 189 3.2 4.0
0- 90 244 4.1 5.2

90-120 1545 26.2 32.7
90-130 2343 39.7 49.6
90-150 3667 62.1 77.7
90-180 4478 75.9 94.8
0-180 4722 80.0 100.0

LEGEND:
  0-deg.
45-deg.
90-deg.

Product Photometry and ies files are also available online at www.finelite.com. 

For layouts or additional photometry, contact your local representative or the factory.

CANDELA DISTRIBUTION FLUX
0.0 22.5 45.0 67.5 90.0

0 106 106 106 106 106
5 106 106 106 105 102 10

15 99 100 104 106 104 29
25 86 91 94 96 93 43
35 70 77 78 82 80 49
45 50 58 61 67 66 47
55 32 40 45 54 53 41
65 18 24 31 40 41 31
75 7 13 19 27 28 21
85 0 7 10 16 16 12
90 0 2 8 10 15
95 64 198 207 217 216 213

105 265 705 785 794 791 735
115 502 999 1322 1380 1387 1147
125 736 1167 1650 1865 1901 1337
135 946 1312 1724 2011 2116 1270
145 1126 1403 1703 1940 2053 1042
155 1265 1439 1665 1814 1877 751
165 1358 1436 1555 1643 1686 437
175 1403 1415 1427 1434 1443 137
180 1406 1406 1406 1406 1406

EFFICIENCY = 83.1%

S5: 3 T8 - SPECULAR

90°

105°

120°

135°

150°165°180°

2250

1500

750

96% Uplight
4% Downlight

(ITL Report 50442)

ZONAL LUMEN SUMMARY
ZONE LUMENS %LAMP %FIXT

0- 30 82 0.9 1.1
0- 40 130 1.5 1.8
0- 60 218 2.5 3.0
0- 90 282 3.2 3.8

90-120 2094 23.7 28.5
90-130 3432 38.8 46.7
90-150 5744 64.9 78.1
90-180 7069 79.9 96.2
0-180 7350 83.1 100.0

LEGEND:
  0-deg.
45-deg.
90-deg.

CANDELA DISTRIBUTION FLUX
0.0 22.5 45 67.5 90.0

0 149 149 149 149 149
5 149 149 148 148 146 14

15 139 140 142 145 144 40
25 121 125 128 132 130 59
35 98 104 107 113 112 67
45 70 78 84 93 94 65
55 43 53 64 76 78 57
65 23 31 44 58 61 43
75 10 16 27 40 43 29
85 1 8 14 23 26 16
90 0 8 15 13 23
95 37 163 200 239 222 202

105 211 376 599 650 635 538
115 393 481 746 931 995 704
125 572 619 780 957 1030 708
135 731 769 837 948 994 661
145 864 885 914 962 988 579
155 969 979 999 1016 1015 460
165 1038 1043 1043 1049 1052 296
175 1075 1074 1069 1066 1066 102
180 1072 1072 1072 1072 1072

EFFICIENCY = 78.6%

S5: 2 T8-EXTENDED PERFORMANCE

90°

105°

120°

135°

150°165°180°

1350

900

450

92% Uplight
8% Downlight

(ITL Report 50255)

ZONAL LUMEN SUMMARY
ZONE LUMENS %LAMP %FIXT

0-30 113 1.9 2.4
0-40 180 3.1 3.9
0-60 302 5.1 6.5
0-90 390 6.6 8.4

90-120 1444 24.5 31.1
90-130 2152 36.5 46.4
90-150 3392 57.5 73.1
90-180 4250 72.0 91.6
0-180 4640 78.6 100.0

LEGEND:
  0-deg.
45-deg.
90-deg.

CANDELA DISTRIBUTION FLUX
0.0 22.5 45 67.5 90.0

0 182 182 182 182 182
5 182 183 182 181 178 17

15 170 173 176 180 178 50
25 148 155 159 165 162 73
35 120 131 134 143 140 84
45 86 99 104 117 116 81
55 53 68 78 93 93 70
65 28 40 52 69 71 52
75 12 21 31 47 48 34
85 2 11 17 27 28 19
90 1 7 19 17 29
95 42 197 200 242 210 213

105 299 625 758 824 797 724
115 605 900 1261 1378 1387 1118
125 887 1139 1487 1728 1794 1272
135 1148 1343 1607 1824 1906 1217
145 1361 1495 1680 1838 1903 1042
155 1531 1603 1720 1810 1850 789
165 1640 1665 1716 1751 1776 485
175 1687 1682 1687 1682 1690 161
180 1675 1675 1675 1675 1675

S5: 3 T8-EXTENDED PERFORMANCE

90°

105°

120°

135°

150°165°180°

2100

1400

700

94% Uplight
6% Downlight

(ITL Report 46916)

ZONAL LUMEN SUMMARY
ZONE LUMENS %LAMP %FIXT

0-30 140 1.5 1.9
0-40 224 2.4 3.0
0-60 375 4.1 5.0
0-90 480 5.2 6.4

90-120 2055 22.5 27.4
90-130 3327 36.4 44.4
90-150 5586 61.0 74.5
90-180 7021 76.7 93.6
0-180 7501 82.0 100.0

LEGEND:
  0-deg.
45-deg.
90-deg.

CANDELA DISTRIBUTION FLUX
0.0 22.5 45 67.5 90.0

0 144 144 144 144 144
5 144 144 144 143 141 14

15 134 136 139 141 140 39
25 117 122 124 128 126 57
35 94 102 103 110 108 65
45 67 76 81 90 90 63
55 41 52 61 73 74 54
65 22 30 41 55 57 41
75 9 15 25 38 40 27
85 0 7 13 22 24 15
90 1 4 20 15 31
95 42 160 196 229 217 197

105 234 353 511 596 612 495
115 443 499 672 774 804 635
125 640 673 768 878 924 694
135 813 838 886 949 975 689
145 964 978 994 1031 1044 628
155 1078 1088 1094 1100 1104 505
165 1154 1159 1158 1158 1159 327
175 1193 1193 1187 1182 1183 113
180 1190 1190 1190 1190 1190

S5: 2 T8 - 91 WHITE

90°

105°

120°

135°

150°165°180°

1200

800

400

92% Uplight
8% Downlight

(ITL Report 50254)

ZONAL LUMEN SUMMARY
ZONE LUMENS %LAMP %FIXT

0-30 110 1.9 2.4
0-40 175 3.0 3.8
0-60 292 5.0 6.3
0-90 376 6.4 8.1

90-120 1328 22.5 28.5
90-130 2022 34.3 43.4
90-150 3339 56.6 71.6
90-180 4284 72.6 91.9
0-180 4660 79.0 100.0

LEGEND:
  0-deg.
45-deg.
90-deg.

CANDELA DISTRIBUTION FLUX
0.0 22.5 45 67.5 90.0

0 177 177 177 177 177
5 177 177 177 176 173 17

15 165 168 173 179 180 49
25 144 152 164 171 170 74
35 118 132 142 151 149 87
45 86 103 112 125 125 86
55 53 75 85 104 107 77
65 31 46 63 82 85 62
75 17 27 43 64 67 47
85 6 18 29 43 45 32
90 3 13 25 27 35
95 41 190 201 238 211 211

105 334 572 743 809 784 705
115 685 843 1134 1293 1316 1057
125 1017 1129 1331 1526 1596 1185
135 1309 1384 1507 1644 1697 1167
145 1556 1595 1674 1753 1781 1049
155 1743 1755 1794 1838 1856 830
165 1865 1861 1872 1884 1890 530
175 1917 1905 1903 1898 1900 182
180 1905 1905 1905 1905 1905

S5: 3 T8 - 91 WHITE

90°

105°

120°

135°

150°165°180°

1950

1300

650

93% Uplight
7% Downlight

(ITL Report 46915)

ZONAL LUMEN SUMMARY
ZONE LUMENS %LAMP %FIXT

0-30 140 1.5 1.9
0-40 227 2.5 3.1
0-60 390 4.3 5.2
0-90 530 5.8 7.1

90-120 1973 21.6 26.5
90-130 3157 34.5 42.4
90-150 5373 58.7 72.2
90-180 6915 75.6 92.9
0-180 7445 81.4 100.0

S1 2.9" 9.8" = 100%
S2 3.25" 12.0" = 137%
S3 2.9" 9.8" = 100%
S4 3.625" 14.875"
S5 2.375" 9.54" 

LEGEND:
  0-deg.
45-deg.
90-deg.

FINELITE
Form

 CPH3068.0803.A

Series 5 Photometric Reports

EFFICIENCY = 82.0% EFFICIENCY = 79.0% EFFICIENCY = 81.4%

Finelite, Inc. ◊ 30300 Whipple Road ◊ Union City, CA  94587-1525 ◊ 510 / 441-1100 ◊ FAX: 510 / 441-1510 ◊ www.finelite.com

 



FINELITE Series 5 Photometric Reports

CANDELA DISTRIBUTION FLUX
0.0 22.5 45.0 67.5 90.0

0 22 22 22 22 22
5 22 22 22 21 20 2

15 21 21 23 24 23 6
25 18 20 21 22 21 9
35 14 17 18 19 18 11
45 10 13 14 16 16 11
55 7 10 11 14 14 10
65 4 6 8 11 11 8
75 1 3 5 7 7 5
85 0 2 3 4 4 3
90 0 1 2 2 3
95 30 172 111 83 44 131

105 142 412 717 780 765 604
115 271 458 806 1062 1147 747
125 396 482 771 990 1108 672
135 508 566 732 904 978 570
145 601 652 687 791 852 449
155 674 698 732 739 752 334
165 721 728 747 762 769 211
175 745 745 745 742 744 71
180 743 743 743 743 743

EFFICIENCY = 77.1%

S5: 1 T5HO - EP

90°

105°

150°165°180°

500

1000

135°

120°

1500

98% Uplight
2% Downlight

(ITL Report 52368)

ZONAL LUMEN SUMMARY
ZONE LUMENS %LAMP %FIXT

0-30 18 0.4 0.5
0-40 29 0.6 0.7
0-60 50 1.0 1.3
0-90 65 1.3 1.7

90-120 1482 29.6 38.4
90-130 2154 43.1 55.9
90-150 3174 63.5 82.3
90-180 3789 75.8 98.3
0-180 3855 77.1 100.0

LEGEND:
  0-deg.
45-deg.
90-deg.

Product Photometry and ies files are also available online at www.finelite.com. 

For layouts or additional photometry, contact your local representative or the factory.

CANDELA DISTRIBUTION FLUX
0.0 22.5 45.0 67.5 90.0

0 137 137 137 137 137
5 137 137 137 135 132 13

15 128 129 133 136 134 37
25 110 115 121 123 119 55
35 89 99 99 104 100 62
45 67 77 78 86 84 61
55 43 53 59 69 68 53
65 23 32 41 52 53 40
75 10 16 25 36 37 26
85 1 8 13 21 21 15
90 0 1 10 16 18
95 62 255 368 406 326 307

105 313 766 853 901 931 838
115 599 1045 1463 1612 1599 1281
125 881 1311 1631 1937 2041 1419
135 1129 1527 1835 2018 2083 1349
145 1337 1673 1929 2113 2209 1173
155 1502 1724 1952 2101 2175 880
165 1613 1709 1868 1980 2029 523
175 1670 1675 1691 1709 1726 164
180 1664 1664 1664 1664 1664

EFFICIENCY = 83.0%

S5: 2 T5HO - EP

90°

105°

150°165°180°

800

1600

135°

120°

2400

96% Uplight
4% Downlight

(ITL Report 52369)

ZONAL LUMEN SUMMARY
ZONE LUMENS %LAMP %FIXT

0-30 105 1.0 1.3
0-40 167 1.7 2.0
0-60 281 2.8 3.4
0-90 363 3.6 4.4

90-120 2425 24.2 29.2
90-130 3844 38.4 46.3
90-150 6367 63.7 76.7
90-180 7934 79.3 95.6
0-180 8297 83.0 100.0

LEGEND:
  0-deg.
45-deg.
90-deg.

CANDELA DISTRIBUTION FLUX
0.0 22.5 45.0 67.5 90.0

0 52 52 52 52 52
5 52 52 52 51 50 5

15 49 49 52 53 52 14
25 44 46 48 48 47 21
35 36 39 40 41 40 25
45 27 30 31 34 34 24
55 18 21 24 28 29 22
65 10 13 17 22 23 17
75 4 6 10 15 16 11
85 0 3 5 9 9 6
90 0 0 3 5 7
95 31 203 211 211 175 199

105 171 354 548 693 739 536
115 336 468 646 781 828 614
125 491 583 720 834 876 632
135 630 723 788 870 902 608
145 746 829 843 898 920 534
155 834 867 927 924 928 416
165 896 902 931 959 971 263
175 923 922 922 918 920 88
180 921 921 921 921 921

EFFICIENCY = 80.7%

S5: 1 T5HO - 91 WHITE

90°

105°

150°165°180°

350

700

135°

120°

1050

96% Uplight
4% Downlight

(ITL Report 52157)

ZONAL LUMEN SUMMARY
ZONE LUMENS %LAMP %FIXT

0-30 41 0.8 1.0
0-40 65 1.3 1.6
0-60 111 2.2 2.8
0-90 145 2.9 3.6

90-120 1349 27.0 33.4
90-130 1982 39.6 49.1
90-150 3124 62.5 77.4
90-180 3891 77.8 96.4
0-180 4036 80.7 100.0

LEGEND:
  0-deg.
45-deg.
90-deg.

Form
 CPH3068.0803.B

CANDELA DISTRIBUTION FLUX
0.0 45.0 90.0 135.0 180.0

0 57 57 57 57 57
5 60 61 57 55 52 5

15 69 65 55 50 46 16
25 70 65 50 40 35 24
35 67 60 42 30 24 28
45 60 51 32 19 14 27
55 50 40 22 11 8 23
65 37 27 14 6 4 17
75 24 16 8 3 2 11
85 14 10 4 3 2 7
90 10 6 0 0 0
95 7 3 29 26 30 27

105 153 250 144 63 59 160
115 522 596 269 176 130 335
125 843 700 383 306 254 438
135 883 755 483 444 388 450
145 882 797 567 528 523 410
155 869 830 629 578 584 320
165 849 811 671 614 612 200
175 732 727 691 658 647 66
180 690 690 690 690 690

S5 WALL MOUNT: 1 T8

90°

105°

120°

135°

150°165°180°

1050

700

350

LEGEND:
0-deg.

90-deg.
180-deg.

94% Uplight
6% Downlight

(ITL Report 47963)

ZONAL LUMEN SUMMARY
ZONE LUMENS %LAMP %FIXT

0-30 46 1.5 1.8
0-40 73 2.5 2.9
0-60 124 4.2 4.8
0-90 159 5.4 6.2

90-120 522 17.7 20.4
90-130 961 32.6 37.5
90-150 1820 61.7 71.0
90-180 2406 81.6 93.8
0-180 2565 86.9 100.0

90°

105°

120°

135°

150°165°180°

1350

900

450

LEGEND:


 0-deg.

 90-deg.

 180-deg.

CANDELA DISTRIBUTION FLUX
0.0 45.0 90.0 135.0 180.0

0 158 158 158 158 158
5 166 166 158 151 144 15

15 187 180 151 131 121 44
25 190 177 136 103 88 64
35 183 163 115 72 55 74
45 166 139 87 42 29 71
55 141 111 57 22 12 60
65 111 79 35 9 3 45
75 75 48 19 3 0 29
85 44 27 6 2 0 16
90 38 22 3 2 0
95 123 97 47 55 48 86

105 374 381 267 260 253 332
115 725 724 515 514 497 591
125 1065 986 728 732 739 755
135 1263 1241 919 912 935 795
145 1471 1297 1083 1061 1075 739
155 1396 1288 1212 1165 1181 574
165 1360 1347 1294 1259 1247 368
175 1352 1352 1335 1313 1306 127
180 1333 1333 1333 1333 1333

S5 WALL MOUNT: 2 T8

90°

105°

120°

135°

150°165°180°

1350

900

450

LEGEND:


 0-deg.

 90-deg.

 180-deg.

91% Uplight
9% Downlight

(ITL Report 47962)

ZONAL LUMEN SUMMARY
ZONE LUMENS %LAMP %FIXT

0-30 123 2.1 2.6
0-40 197 3.3 4.1
0-60 329 5.6 6.9
0-90 419 7.1 8.8

90-120 1009 17.1 21.1
90-130 1764 29.9 36.9
90-150 3298 55.9 68.9
90-180 4367 74.0 91.2
0-180 4786 81.1 100.0

90°

105°

120°

135°

150°165°180°

1350

900

450

LEGEND:


 0-deg.

 90-deg.

 180-deg.

CANDELA DISTRIBUTION FLUX
0.0 45.0 90.0 135.0 180.0

0 85 85 85 85 85
5 92 91 84 79 75 8

15 103 99 80 69 63 23
25 105 96 72 54 46 35
35 100 88 61 38 29 40
45 89 75 46 22 15 38
55 75 58 30 12 7 32
65 57 40 19 6 0 23
75 37 23 11 0 0 14
85 21 13 4 0 0 8
90 14 8 0 0 0
95 9 6 38 42 44 42

105 281 545 227 90 95 289
115 1143 1150 415 204 138 596
125 1520 1055 583 483 305 706
135 1327 1184 733 728 606 707
145 1396 1335 856 835 850 646
155 1455 1239 952 913 923 494
165 1185 1099 1016 978 971 296
175 1062 1061 1045 1027 1017 99
180 1044 1044 1044 1044 1044

S5 WALL MOUNT: 1 T5HO

90°

105°

120°

135°

150°165°180°

1950

1300

650

LEGEND:
0-deg.

90-deg.
180-deg.

95% Uplight
5% Downlight

(ITL Report 48452)

ZONAL LUMEN SUMMARY
ZONE LUMENS %LAMP %FIXT

0-30 66 1.5 1.6
0-40 106 2.4 2.6
0-60 176 3.9 4.3
0-90 221 4.9 5.4

90-120 927 20.6 22.6
90-130 1632 36.3 39.8
90-150 2986 66.3 72.9
90-180 3876 86.1 94.6
0-180 4097 91.0 100.0

S1 2.9" 9.8" = 100%
S2 3.25" 12.0" = 137%
S3 2.9" 9.8" = 100%
S4 3.625" 14.875"
S5 2.375" 9.54" 

90°

105°

120°

135°

150°165°180°

1350

900

450

LEGEND:


 0-deg.

 90-deg.

 180-deg.

EFFICIENCY = 86.9% EFFICIENCY = 81.1% EFFICIENCY = 91.0%

Finelite, Inc. ◊ 30300 Whipple Road ◊ Union City, CA  94587-1525 ◊ 510 / 441-1100 ◊ FAX: 510 / 441-1510 ◊ www.finelite.com

 


