
 

IES INDOOR REPORT
PHOTOMETRIC FILENAME : CX-7-04-L4-840-0-D-DIM-UNV_.IES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002
[TEST] GEN FROM BALLABS TEST NO.  19927.0
[TESTLAB] BUILDING ACOUSTICS & LIGHTING LABORATORIES, INC
[ISSUEDATE] 12 JULY 2022
[MANUFAC] WILLIAMS INDOOR
[OTHER] H.E. WILLIAMS, INC - CARTHAGE, MO 64836 
[LUMINAIRE] CONTINUOUS COVE LUMINAIRE @ 0 DEGREE         
[MORE] WITH FROSTED ACRYLIC LENS                   
[LUMCAT] CX-7-04-L4-840-0-D-DIM-UNV                  
[LAMPCAT] HLM 80 CRI, 4000K CCT 
[_SEARCH_SOURCETYPE] LED
[_SEARCH_APPLICATION] INDOOR, CLASSROOM, EDUCATIONAL, ATRIUM 
[_SEARCH_MOUNTING] COVE         

CHARACTERISTICS

Lumens Per Lamp N.A. (absolute)
Total Lamp Lumens N.A. (absolute)
Luminaire Lumens 3029
Total Luminaire Efficiency N.A.
Luminaire Efficacy Rating (LER) 129
Total Luminaire Watts 23.5
Ballast Factor 1.00
CIE Type Indirect
Spacing Criterion (0-180) N.A.
Spacing Criterion (90-270) N.A.
Spacing Criterion (Diagonal) N.A.
Basic Luminous Shape Rectangular
Luminous Length (0-180) 0.22 ft
Luminous Width (90-270) 7.33 ft
Luminous Height 0.00 ft

LUMINANCE DATA (cd/sq.m)

Angle In Average Average Average
Degrees 0-Deg 45-Deg 90-Deg

45 0 0 0
55 0 0 0
65 0 0 0
75 0 0 0
85 0 0 0
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CX-7-04-L4-840-0-D-DIM-UNV_.IES

CANDELA TABULATION

 0.0  22.5  45.0  67.5  90.0  112.5  135.0  157.5  180.0
0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
5 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
10 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
15 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
20 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
25 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
30 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
35 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
40 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
45 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
50 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
55 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
60 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
65 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
70 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
75 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
80 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
85 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
90 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
95 1.563 2.345 8.598 50.027 58.626 60.189 54.717 54.717 56.281
100 39.866 59.407 84.421 127.413 145.392 135.230 125.850 127.413 132.103
105 160.244 180.567 185.258 211.053 227.468 229.813 215.743 213.398 215.743
110 270.460 268.897 275.932 295.474 299.382 326.741 311.108 303.291 296.256
115 341.593 350.191 361.135 368.170 375.987 415.852 393.184 386.930 383.022
120 422.887 430.704 444.774 451.810 461.971 497.929 478.387 476.823 465.880
125 503.400 515.125 522.161 538.576 550.301 567.498 565.153 562.026 547.174
130 582.350 606.582 604.237 622.215 631.595 648.011 648.792 647.229 626.905
135 652.701 684.749 677.714 700.383 712.108 730.868 721.488 729.305 707.418
140 723.833 751.974 753.537 769.952 783.241 806.691 796.529 792.621 783.241
145 787.931 809.036 818.416 830.923 846.557 870.789 861.409 848.902 852.810
150 846.557 873.915 878.605 889.549 906.746 939.576 923.943 904.401 919.253
155 910.654 934.886 937.231 942.703 963.808 994.294 978.660 956.773 970.062
160 960.682 986.477 981.787 984.914 1007.582 1033.378 1020.871 995.857 1004.455
165 995.075 1028.687 1024.779 1020.871 1041.194 1062.300 1049.793 1024.779 1029.469
170 1017.744 1049.011 1049.011 1046.666 1065.426 1081.842 1069.335 1037.286 1041.194
175 1020.871 1059.173 1064.645 1063.081 1081.842 1095.130 1080.278 1038.849 1040.413
180 1061.518 1061.518 1061.518 1061.518 1061.518 1061.518 1061.518 1061.518 1061.518
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CX-7-04-L4-840-0-D-DIM-UNV_.IES

ZONAL LUMEN SUMMARY

Zone Lumens %Lamp %Fixt

0-20 0.00 N.A. 0.00
0-30 0.00 N.A. 0.00
0-40 0.00 N.A. 0.00
0-60 0.00 N.A. 0.00
0-80 0.00 N.A. 0.00
0-90 0.00 N.A. 0.00
10-90 0.00 N.A. 0.00
20-40 0.00 N.A. 0.00
20-50 0.00 N.A. 0.00
40-70 0.00 N.A. 0.00
60-80 0.00 N.A. 0.00
70-80 0.00 N.A. 0.00
80-90 0.00 N.A. 0.00
90-110 268.19 N.A. 8.90
90-120 642.02 N.A. 21.20
90-130 1128.5 N.A. 37.30
90-150 2196.95 N.A. 72.50
90-180 3029.34 N.A. 100.00
110-180 2761.14 N.A. 91.10
0-180 3029.34 N.A. 100.00

Total Luminaire Efficiency = N.A.%

ZONAL LUMEN SUMMARY

Zone Lumens

0-10 0.00
10-20 0.00
20-30 0.00
30-40 0.00
40-50 0.00
50-60 0.00
60-70 0.00
70-80 0.00
80-90 0.00
90-100 51.96
100-110 216.23
110-120 373.83
120-130 486.48
130-140 543.14
140-150 525.31
150-160 439.96
160-170 291.26
170-180 101.17
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CX-7-04-L4-840-0-D-DIM-UNV_.IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20

RC 80 70 50 30 10 0
RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0

0 95 95 95 95 81 81 81 81 56 56 56 32 32 32 10 10 10 0
1 87 83 79 76 74 71 68 65 48 47 45 28 27 26 9 9 8 0
2 79 72 66 62 67 62 57 53 42 40 37 24 23 22 8 7 7 0
3 72 63 56 51 61 54 49 44 37 34 31 21 20 18 7 6 6 0
4 65 56 48 43 56 48 42 37 33 29 26 19 17 16 6 6 5 0
5 60 49 42 36 51 42 36 32 29 25 22 17 15 13 5 5 4 0
6 55 44 36 31 47 38 32 27 26 22 19 15 13 11 5 4 4 0
7 50 39 32 27 43 34 28 23 23 19 17 14 11 10 4 4 3 0
8 47 35 28 23 40 30 24 20 21 17 14 12 10 9 4 3 3 0
9 43 32 25 20 37 28 22 18 19 15 13 11 9 8 4 3 3 0
10 40 29 22 18 34 25 19 16 17 14 11 10 8 7 3 3 2 0
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CX-7-04-L4-840-0-D-DIM-UNV_.IES

POLAR GRAPH
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Maximum Candela = 1095.13   Located At Horizontal Angle = 112.5, Vertical Angle = 175
# 1 - Vertical Plane Through Horizontal Angles (112.5 - 292.5) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (175) (Through Max. Cd.)
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