1618 HEADLAND DR.

FENTON, MO 63026 ﬁ/\

Buiome Acoustics & Lighin LABORATORIES, INC. (e s

BALLABS CERTIFIED TEST REPORT NO.: 19927.0 DATE 06/21/17
PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO
DESCRIPTION: 2-56 LED 22"ARRAYS 44"COVE LUMINAIRE @ 0 DEG
WHITE REFLECTOR w/FROSTED ACRYLIC LENS
ADVANCE DRIVER #XI040C110V054BST1 @ 725mA
CATALOG NBR: CXC-3'08-L10/835-0-DRV-120
LAMP TYPE : 10560227

0 DEGREE PLANE CONTAINS MAXIMUM CANDLEPOWER
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NVLAP LAB CODE 200921-0

LUMEN SUMMARY

ZONE LUMENS $LAMP SFIXT ZONE LUMENS %$LAMP SFIXT
0- 30 0. NA. .0 90-120 824. NA. 21.1
0- 40 0. NA. .0 90-130 1450. NA. 37.2
0- 60 0. NA. .0 90-150 2830. NA. 72.5
0- 90 0. NA. .0 90-180 3902. NA. 100.0

TOTAL LUMINAIRE = 0-180 3902. NA. 100.0

THIS BALLABS REPORT WITH THE USE OF THE NVLAP LOGO SHALL NOT BE USED BY THIS CLIENT TO CLAIM PRODUCT
CERTIFICATION, APPROVAL, OR ENDORSEMENT BY NVLAP, NIST, OR ANY AGENCY OF THE FEDERAL GOVERNMENT.
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BALLABS CERTIFIED TEST REPORT NO.:

PREPARED FOR: H.E. WILLIAMS,
DESCRIPTION:

CATALOG NBR:

LAMP TYPE
VERT .0 22.5
0 0 0.
5 0 0.
10 0 0.
15 0 0.
20 0 0.
25 0 0.
30 0 0.
35 0. 0.
40 0 0.
45 0. 0.
50 0 0.
55 0 0.
60 0 0.
65 0. 0.
70 0 0.
75 0. 0.
:1¢] 0 0.
85 0. 0.
90 0 0.
95 2. 3
100 51. 76.
105 205. 231.
110 346. 344.
115 437. 448.
120 541. 551.
125 644. 659.
130 745. 776.
135 835. 876.
140 926. 962.
145 1008. 1035.
150 1083. 1118.
155 1165. 1196.
160 1229. 1262.
165 1273. 1316.
170 1302. 1342.
175 1306. 1355.
180 1358. 1358.

USE .219

19927.0
INC - CARTHAGE, MO

2-56 LED 22"ARRAYS 44"COVE LUMINAIRE @ 0 DEG
WHITE REFLECTOR w/FROSTED ACRYLIC LENS

DATE 06/21/17

ADVANCE DRIVER #XI040C110V054BST1 @ 725mA
CXC-3'08-L10/835-0-DRV-120
10560227
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353.
462.
569.
668.
773.
867.
964.
1047.
1124.

1199
1256
1311

1342.
1362.
1358.

FT. AS LENGTH AND 3.688 FT. AS WIDTH

CANDLEPOWER DISTRIBUTION
DEGREE PLANE CONTAINS MAXIMUM CANDLEPOWER
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270.
378.
471.
578.
689.
796.
896.
985.
1063.
1138.
1206.
1260.
1306.
1339.
1360.
1358.

HORIZONTAL
90.0 112.5 135.0
0. 0. 0.
0. 0. 0.
0. 0. 0.
0. 0. 0.
0. 0. 0.
0. 0. 0.
0. 0. 0.
0. 0. 0.
0. 0. 0.
0. 0. o.
0. 0. 0.
0. 0. 0.
0. 0. 0.
0. 0. 0.
0. 0. 0.
0. 0. 0.
0. 0. 0.
0. 0. 0.
0. [¢] 0
75. 77. 70.
186. 173. 161,
291. 294. 276.
383. 418. 398.
481. 532. 503.
591. 637. 612,
704. 726. 723.
808. 829. 830.
911. 935. 923.
1002, 1032, 1019.
1083. 1114. 1102.
1160. 1202. 1182.
1233. 1272. 1252,
1289. 1322. 1306.
1332. 1359. 1343.
1363. 1384. 1368.
1384, 1401. 1382.
1358. 1358. 1358.
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276.
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802,

905.
1002.
1091,
1176.
1241.
1285.
1317.
1332,
1331.
1358.
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FRONT

18.3

132.4

228.0

302.1

343.1

329.5

278.0

185.8

64.8

LUMENS
BACK

39.

150.

255.

324.

361.

288.

189.

65.

TOTAL

58.2

282.6

483.1

626.4

704.6

675.1

566.8

375.0

130.0



BALLABS CERTIFIED TEST REPORT NO.: 19927.0 DATE 06/21/17

PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO
DESCRIPTION: 2-56 LED 22"ARRAYS 44"COVE LUMINAIRE @ 0 DEG
WHITE REFLECTOR w/FROSTED ACRYLIC LENS
ADVANCE DRIVER #XI040C110V054BST1 @ 725mA
CATALOG NBR: CXC-3'08-L10/835-0-DRV-120
LAMP TYPE : 10560227
ZONAL CAVITY COEFFICIENTS OF UTILIZATION

EFFECTIVE FLOOR CAVITY REFLECTANCE=.20

CEILING .80 .70 .50 .30

wALL .70 .50 .30 .10 .70 .50 .30 .10 .50 .30 .10 .50 .30 .10 .50
RCR

10 .41 .30 .24 .19 .35 .26 .20 .17 .18 .14 .12 .10 .09 .07 .03

TESTED IN ACCORDANCE WITH CURRENT IES PROCEDURES
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BALLABS CERTIFIED TEST REPORT NO.: 19927.0 DATE 06/21/17
PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO
DESCRIPTION: 2-56 LED 22"ARRAYS 44"COVE LUMINAIRE @ O DEG
WHITE REFLECTOR w/FROSTED ACRYLIC LENS
ADVANCE DRIVER #XI040C110V054BST1 @ 725mA
CATALOG NBR: CXC-3'08-L10/835-0-DRV-120
LAMP TYPE : 10560227

Ak kkdkkhhkhrkdkhhhhhhhdhhhhhhhhhhhkdhhhhdrkhhhhhhhhhhhhhhhhkkhkkkkkkkkkdkkh k%
ELECTRICAL CHARACTERISTICS 120.01V .2825A 33.625W
LUMINOUS EFFICACY (LUMENS / WATTS) = 116.1

TESTED IN ACCORDANCE WITH CURRENT IES STANDARDS
UTILIZING ABSOLUTE PHOTOMETRY PER LM-79-08
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