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BALLABS CERTIFIED TEST REPORT NO. : 19929.0 DATE 06/19/17 3
PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO 83
DESCRIPTION: 2-56 LED 22"ARRAYS 44"COVE LUMINAIRE @ 25DEG 28
WHITE REFLECTOR w/FROSTED ACRYLIC LENS ui
ADVANCE DRIVER #XI040C110V054BST1 @ 725mA =g
CATALOG NBR: CXC-3'08-L10/835-25-D-DRV-120 LE
LAMP TYPE : 10560227 g4
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TESTING
NVLAP LAB CODE 200921-0
LUMEN SUMMARY
ZONE LUMENS $LAMP SFIXT ZONE LUMENS %$LAMP SFIXT
0- 30 0. NA. .0 90-120 877. NA. 22.7
0- 40 0. NA. .0 90-130 1503.  NA. 39.0
0- 60 0. NA. .0 90-150 2848. NA. 73.9
0- 90 0. NA. .0 90-180 3855. NA. 100.0
TOTAL LUMINAIRE = 0-180 3855.  NA. 100.0

THIS BALLABS REPORT WITH THE USE OF THE NVLAP LOGO SHALL NOT BE USED BY THIS CLIENT TO CLAIM PRODUCT
CERTIFICATION, APPROVAL, OR ENDORSEMENT BY NVLAP, NIST, OR ANY AGENCY OF THE FEDERAL GOVERNMENT .
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BALLABS CERTIFIED TEST REPORT NO.:
PREPARED FOR: H.E. WILLIAMS,

DESCRIPTION:

CATALOG NBR:
LAMP TYPE :

19929.0
INC - CARTHAGE, MO
2-56 LED 22"ARRAYS 44"COVE LUMINAIRE @ 25DEG
WHITE REFLECTOR w/FROSTED ACRYLIC LENS
ADVANCE DRIVER #XTI040C110V054BST1 @ 725mA
CXC-3'08-1.10/835-25-D-DRV-120

10560227

DATE

CANDLEPOWER DISTRIBUTION
DEGREE PLANE CONTAINS MAXTIMUM CANDLEPOWER

0

VERT .0 22.5
0 0. 0.

5 0. 0.
10 0. 0.
15 0. 0.
20 0. 0.
25 0. 0.
30 0. 0.
35 0. 0.
40 0. 0.
45 0. 0.
50 0. 0.
55 0. 0.
60 0. 0.
65 0. 0.
70 0. 0.
75 0. 0.
80 0. 0.
85 0. 0.
90 0. 0.
9s 125. 131.
100 271. 287,
105 426. 468.
110 598, 651,
118 775. 815,
120 929. 939.
125 1041. 1031.
130 1130. 1119.
135 1200. 1194.
140 1256. 1253.
145 1292. 1295.
150 1319. 1326.
155 1331. 1346.
160 1329. 1354.
165 1318. 1350.
170 1294. 1330.
175 1244. 1293.
180 1271. 1271,

USE

.219 FT. AS LENGTH AND 3.688 FT. AS WIDTH

HORIZONTAL
45.0 67.5 90.0 112.5 135.0 157.5 180.0 FRONT
0. 0. 0. 0. 0. 0. 0.
0. 0. 0. 0. 0. 0. 0. .0
0. 0. 0. 0. 0. 0. 0.
0. 0. 0. 0. 0. 0. 0.
0. 0. 0. 0. 0. 0. 0.
0. 0. 0. 0. 0. 0. 0.
0. 0. 0. 0. 0. 0. 0.
0. 0. 0. 0. 0. 0. 0.
0. 0. 0. 0. 0. 0. 0.
0. 0. 0. 0. 0. 0. 0.
0. 0. 0. 0. 0. 0. 0.
0. 0. 0. 0. 0. 0. 0.
0. 0. 0. 0. 0. 0. 0.
0. 0. 0. 0. 0. 0. 0.
0. 0. 0. 0. 0. 0. 0.
0. 0. 0. 0. 0. 0. 0.
0. 0. 0. 0. 0. 0. 0.
0. 0. 0. 0. 0. 0. 0.
0. 0. 0. 0. 0. 0. 0.
124. 169. 72. 21. 19. 11. 6. 82.
298. 295. 170. 69. 39. 38. 32.
493. 403. 282. 182. 69. 57. 56. 230.
637. 506. 386. 308, 154. 88. 65.
759. 613. 475. 374. 268. 182. 105. 354.
864. 716. 571. 462. 367. 290. 204.
963. 808. 659. 558. 508. 397. 316. 412,
1041. 893. 757. 663, 601. 514. 430.
1103. 973. 856. 769. 675. 661. 540. 419.
1172, 1048. 960. 857. 766. 705. 697.
1220. 1113. 1038. 938. 859. 780. 738. 378.
1264. 1169. 1109. 1015. 945. 867. 830.
1299. 1214, 1171. 1094. 1019. 951, 918. 296.
1323. 1260. 1220. 1169. 1099. 1032. 999.
1326, 1286. 1260. 1228. 1173. 1108. 1071. 186.
1320, 1294. 1287. 1276. 1235. 1175. 1135.
1304. 1287. 1303. 1307. 1286. 1223. 1199. 61.
1271. 1271. 1271. 1271. 1271. 1271. 1271.
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06/19/17

LUMENS
BACK TOTAL
0 0
0 .0
.0 0
0 0
0 0
o] 0
4] 0
.0 0
.0 (]
8.8 90.7
€3.4 293.8
138.0 492.3
214.1 626.6
276.8 696.3
269.8 648.0
236.7 532.9
165.5 352.3
60.4 121.9



BALLABS CERTIFIED TEST REPORT NO.: 19929.0 DATE 06/19/17

PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO

DESCRIPTION: 2-56 LED 22"ARRAYS 44"COVE LUMINAIRE @ 25DEG
WHITE REFLECTOR w/FROSTED ACRYLIC LENS
ADVANCE DRIVER #XI040C110V054BST1 @ 725mA

CATALOG NBR: CXC-3'08-1L10/835-25-D-DRV-120

LAMP TYPE : 10560227

ZONAL CAVITY COEFFICIENTS OF UTILIZATION

EFFECTIVE FLOOR CAVITY REFLECTANCE=.20

CEILING .80 .70 .50 .30

WALL .70 .50 .30 .10 .70 .50 .30 .10 .50 .30 .10 .50 .30 .10 .50
RCR

5 60 49 42 36 51 42 36 .32 29 25 22 17 15 13 05
6 55 44 37 31 47 38 32 .27 26 22 19 15 13 12 05
7 51 40 32 27 43 34 28 .24 24 20 17 14 12 10 04

10 .41 .30 .24 .19 .35 .26 .20 .17 .18 .14 .12 .10 .09 .07 .03

TESTED IN ACCORDANCE WITH CURRENT IES PROCEDURES
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BALLABS CERTIFIED TEST REPORT NO.: 19929.0 DATE 06/19/17
PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO
DESCRIPTION: 2-56 LED 22"ARRAYS 44"COVE LUMINAIRE @ 25DEG
WHITE REFLECTOR w/FROSTED ACRYLIC LENS
ADVANCE DRIVER #XI040C110V054BST1 @ 725mA
CATALOG NBR: CXC-3'08-L10/835-25-D-DRV-120
LAMP TYPE : 10560227

kkkkkkkkhdhkhkhkkkhkhkhkkhkkhkkhkkkkkkhhhkkhkhkkhkkhhkkhhkhkkhkhkhkkkhdhkhhkhkkhkhkhkkhkdhkkhkdkhkkhdk

ELECTRICAL CHARACTERISTICS 120.05V .2821A 33.613W
LUMINOUS EFFICACY (LUMENS / WATTS) = 114.7

TESTED IN ACCORDANCE WITH CURRENT IES STANDARDS
UTILIZING ABSOLUTE PHOTOMETRY PER LM-79-08
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