
 

IES INDOOR REPORT
PHOTOMETRIC FILENAME : CXE-4-0-L8-835-25-D-DIM-UNV TBOX.IES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002
[TEST]GEN FROM BALLABS TEST NO.  19929.0
[TESTLAB] BUILDING ACOUSTICS & LIGHTING LABORATORIES, INC
[ISSUEDATE] 19-JUN-2017
[MANUFAC] WILLIAMS INDOOR
[OTHER] H.E. WILLIAMS, INC - CARTHAGE, MO           
[LUMINAIRE] 2-56 LED 22"ARRAYS 44"COVE LUMINAIRE @ 25DEG             
[MORE] WHITE REFLECTOR w/FROSTED ACRYLIC LENS                   
[MORE] ADVANCE DRIVER #XI040C110V054BST1 @ 725mA                
[LUMCAT] CXE-4-0-L8-835-25-D-xxx-xxx               
[LAMPCAT] 10560227           

CHARACTERISTICS

Lumens Per Lamp N.A. (absolute)
Total Lamp Lumens N.A. (absolute)
Luminaire Lumens 3375
Total Luminaire Efficiency N.A.
Luminaire Efficacy Rating (LER) 116
Total Luminaire Watts 29.2
Ballast Factor 1.00
CIE Type Indirect
Spacing Criterion (0-180) N.A.
Spacing Criterion (90-270) N.A.
Spacing Criterion (Diagonal) N.A.
Basic Luminous Shape Rectangular w/Sides
Luminous Length (0-180) 0.22 ft
Luminous Width (90-270) 4.30 ft
Luminous Height 0.08 ft

LUMINANCE DATA (cd/sq.m)

Angle In Average Average Average
Degrees 0-Deg 45-Deg 90-Deg

45 0 0 0
55 0 0 0
65 0 0 0
75 0 0 0
85 0 0 0
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CXE-4-0-L8-835-25-D-DIM-UNV TBOX.IES

CANDELA TABULATION

 0.0  22.5  45.0  67.5  90.0  112.5  135.0  157.5  180.0
0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
5 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
10 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
15 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
20 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
25 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
30 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
35 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
40 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
45 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
50 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
55 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
60 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
65 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
70 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
75 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
80 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
85 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
90 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
95 110.375 115.673 109.492 149.227 63.576 18.543 16.777 9.713 5.298
100 239.293 253.421 263.134 260.485 150.110 60.927 34.437 33.554 28.256
105 376.158 413.244 435.319 355.849 249.006 160.706 60.927 50.331 49.448
110 528.034 574.833 562.471 446.798 340.838 271.964 135.982 77.704 57.395
115 684.325 719.645 670.197 541.279 419.425 330.242 236.644 160.706 92.715
120 820.307 829.137 762.912 632.228 504.193 407.946 324.061 256.070 180.132
125 919.203 910.373 850.329 713.464 581.897 492.714 448.564 350.551 279.028
130 997.790 988.077 919.203 788.519 668.431 585.429 530.683 453.862 379.690
135 1059.600 1054.302 973.949 859.159 755.848 679.027 596.025 583.663 476.820
140 1109.048 1106.399 1034.876 925.384 847.680 756.731 676.378 622.515 615.451
145 1140.836 1143.485 1077.260 982.779 916.554 828.254 758.497 688.740 651.654
150 1164.677 1170.858 1116.112 1032.227 979.247 896.245 834.435 765.561 732.890
155 1175.273 1188.518 1147.017 1071.962 1033.993 966.002 899.777 839.733 810.594
160 1173.507 1195.582 1168.209 1112.580 1077.260 1032.227 970.417 911.256 882.117
165 1163.794 1192.050 1170.858 1135.538 1112.580 1084.324 1035.759 978.364 945.693
170 1142.602 1174.390 1165.560 1142.602 1136.421 1126.708 1090.505 1037.525 1002.205
175 1098.452 1141.719 1151.432 1136.421 1150.549 1154.081 1135.538 1079.909 1058.717
180 1122.293 1122.293 1122.293 1122.293 1122.293 1122.293 1122.293 1122.293 1122.293
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CXE-4-0-L8-835-25-D-DIM-UNV TBOX.IES

ZONAL LUMEN SUMMARY

Zone Lumens %Lamp %Fixt

0-20 0.00 N.A. 0.00
0-30 0.00 N.A. 0.00
0-40 0.00 N.A. 0.00
0-60 0.00 N.A. 0.00
0-80 0.00 N.A. 0.00
0-90 0.00 N.A. 0.00
10-90 0.00 N.A. 0.00
20-40 0.00 N.A. 0.00
20-50 0.00 N.A. 0.00
40-70 0.00 N.A. 0.00
60-80 0.00 N.A. 0.00
70-80 0.00 N.A. 0.00
80-90 0.00 N.A. 0.00
90-110 333.57 N.A. 9.90
90-120 762.33 N.A. 22.60
90-130 1314.39 N.A. 38.90
90-150 2489.35 N.A. 73.80
90-180 3375.11 N.A. 100.00
110-180 3041.54 N.A. 90.10
0-180 3375.11 N.A. 100.00

Total Luminaire Efficiency = N.A.%

ZONAL LUMEN SUMMARY

Zone Lumens

0-10 0.00
10-20 0.00
20-30 0.00
30-40 0.00
40-50 0.00
50-60 0.00
60-70 0.00
70-80 0.00
80-90 0.00
90-100 77.29
100-110 256.27
110-120 428.77
120-130 552.06
130-140 603.65
140-150 571.32
150-160 469.35
160-170 309.12
170-180 107.28
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CXE-4-0-L8-835-25-D-DIM-UNV TBOX.IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20

RC 80 70 50 30 10 0
RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0

0 95 95 95 95 81 81 81 81 56 56 56 32 32 32 10 10 10 0
1 87 83 79 76 74 71 68 65 48 47 45 28 27 26 9 9 8 0
2 79 72 66 62 67 62 57 53 42 40 37 24 23 22 8 7 7 0
3 72 63 56 51 61 54 49 44 37 34 31 21 20 18 7 6 6 0
4 65 56 48 43 56 48 42 37 33 29 26 19 17 16 6 6 5 0
5 60 49 42 36 51 42 36 32 29 25 22 17 15 13 5 5 4 0
6 55 44 36 31 47 38 32 27 26 22 19 15 13 11 5 4 4 0
7 50 39 32 27 43 34 28 23 23 19 17 14 11 10 4 4 3 0
8 47 35 28 23 40 30 24 20 21 17 14 12 10 9 4 3 3 0
9 43 32 25 20 37 28 22 18 19 15 13 11 9 8 4 3 3 0
10 40 29 22 18 34 25 19 16 17 14 11 10 8 7 3 3 2 0
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CXE-4-0-L8-835-25-D-DIM-UNV TBOX.IES

POLAR GRAPH
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Maximum Candela = 1195.582   Located At Horizontal Angle = 22.5, Vertical Angle = 160
# 1 - Vertical Plane Through Horizontal Angles (22.5 - 202.5) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (160) (Through Max. Cd.)
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