
 

IES INDOOR REPORT
PHOTOMETRIC FILENAME : CX-3-08-L4-840-0-D-DIM-UNV_.IES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002
[TEST] GEN FROM BALLABS TEST NO.  19927.0
[TESTLAB] BUILDING ACOUSTICS & LIGHTING LABORATORIES, INC
[ISSUEDATE] 12 JULY 2022
[MANUFAC] WILLIAMS INDOOR
[OTHER] H.E. WILLIAMS, INC - CARTHAGE, MO 64836 
[LUMINAIRE] CONTINUOUS COVE LUMINAIRE @ 0 DEGREE         
[MORE] WITH FROSTED ACRYLIC LENS                   
[LUMCAT] CXC-3-08-L4-840-0-D-DIM-UNV                  
[LAMPCAT] HLM 80 CRI, 4000K CCT 
[_SEARCH_SOURCETYPE] LED
[_SEARCH_APPLICATION] INDOOR, CLASSROOM, EDUCATIONAL, ATRIUM 
[_SEARCH_MOUNTING] COVE         

CHARACTERISTICS

Lumens Per Lamp N.A. (absolute)
Total Lamp Lumens N.A. (absolute)
Luminaire Lumens 1527
Total Luminaire Efficiency N.A.
Luminaire Efficacy Rating (LER) 123
Total Luminaire Watts 12.4
Ballast Factor 1.00
CIE Type Indirect
Spacing Criterion (0-180) N.A.
Spacing Criterion (90-270) N.A.
Spacing Criterion (Diagonal) N.A.
Basic Luminous Shape Rectangular
Luminous Length (0-180) 0.22 ft
Luminous Width (90-270) 3.69 ft
Luminous Height 0.00 ft

LUMINANCE DATA (cd/sq.m)

Angle In Average Average Average
Degrees 0-Deg 45-Deg 90-Deg

45 0 0 0
55 0 0 0
65 0 0 0
75 0 0 0
85 0 0 0
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CX-3-08-L4-840-0-D-DIM-UNV_.IES

CANDELA TABULATION

 0.0  22.5  45.0  67.5  90.0  112.5  135.0  157.5  180.0
0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
5 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
10 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
15 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
20 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
25 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
30 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
35 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
40 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
45 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
50 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
55 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
60 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
65 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
70 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
75 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
80 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
85 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
90 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
95 0.788 1.182 4.335 25.220 29.555 30.343 27.585 27.585 28.373
100 20.097 29.949 42.559 64.233 73.296 68.173 63.444 64.233 66.597
105 80.783 91.029 93.393 106.397 114.673 115.855 108.762 107.580 108.762
110 136.346 135.558 139.105 148.956 150.927 164.719 156.838 152.897 149.350
115 172.206 176.541 182.058 185.604 189.545 209.642 198.214 195.062 193.092
120 213.189 217.130 224.223 227.769 232.892 251.019 241.167 240.379 234.862
125 253.778 259.688 263.235 271.510 277.421 286.091 284.909 283.332 275.845
130 293.578 305.794 304.612 313.675 318.404 326.679 327.074 326.285 316.040
135 329.044 345.200 341.654 353.082 358.993 368.450 363.722 367.662 356.628
140 364.904 379.090 379.878 388.154 394.853 406.675 401.552 399.581 394.853
145 397.217 407.857 412.586 418.891 426.772 438.988 434.259 427.954 429.924
150 426.772 440.564 442.928 448.445 457.115 473.666 465.784 455.933 463.420
155 459.085 471.301 472.483 475.242 485.882 501.250 493.369 482.335 489.034
160 484.305 497.309 494.945 496.521 507.949 520.953 514.648 502.038 506.373
165 501.644 518.589 516.619 514.648 524.894 535.534 529.229 516.619 518.983
170 513.072 528.835 528.835 527.652 537.110 545.385 539.080 522.924 524.894
175 514.648 533.957 536.716 535.928 545.385 552.084 544.597 523.712 524.500
180 535.140 535.140 535.140 535.140 535.140 535.140 535.140 535.140 535.140
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CX-3-08-L4-840-0-D-DIM-UNV_.IES

ZONAL LUMEN SUMMARY

Zone Lumens %Lamp %Fixt

0-20 0.00 N.A. 0.00
0-30 0.00 N.A. 0.00
0-40 0.00 N.A. 0.00
0-60 0.00 N.A. 0.00
0-80 0.00 N.A. 0.00
0-90 0.00 N.A. 0.00
10-90 0.00 N.A. 0.00
20-40 0.00 N.A. 0.00
20-50 0.00 N.A. 0.00
40-70 0.00 N.A. 0.00
60-80 0.00 N.A. 0.00
70-80 0.00 N.A. 0.00
80-90 0.00 N.A. 0.00
90-110 135.20 N.A. 8.90
90-120 323.66 N.A. 21.20
90-130 568.91 N.A. 37.30
90-150 1107.54 N.A. 72.50
90-180 1527.17 N.A. 100.00
110-180 1391.97 N.A. 91.10
0-180 1527.17 N.A. 100.00

Total Luminaire Efficiency = N.A.%

ZONAL LUMEN SUMMARY

Zone Lumens

0-10 0.00
10-20 0.00
20-30 0.00
30-40 0.00
40-50 0.00
50-60 0.00
60-70 0.00
70-80 0.00
80-90 0.00
90-100 26.20
100-110 109.01
110-120 188.46
120-130 245.25
130-140 273.81
140-150 264.82
150-160 221.79
160-170 146.83
170-180 51.00
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CX-3-08-L4-840-0-D-DIM-UNV_.IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20

RC 80 70 50 30 10 0
RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0

0 95 95 95 95 81 81 81 81 56 56 56 32 32 32 10 10 10 0
1 87 83 79 76 74 71 68 65 48 47 45 28 27 26 9 9 8 0
2 79 72 66 62 67 62 57 53 42 40 37 24 23 22 8 7 7 0
3 72 63 56 51 61 54 49 44 37 34 31 21 20 18 7 6 6 0
4 65 56 48 43 56 48 42 37 33 29 26 19 17 16 6 6 5 0
5 60 49 42 36 51 42 36 32 29 25 22 17 15 13 5 5 4 0
6 55 44 36 31 47 38 32 27 26 22 19 15 13 11 5 4 4 0
7 50 39 32 27 43 34 28 23 23 19 17 14 11 10 4 4 3 0
8 47 35 28 23 40 30 24 20 21 17 14 12 10 9 4 3 3 0
9 43 32 25 20 37 28 22 18 19 15 13 11 9 8 4 3 3 0
10 40 29 22 18 34 25 19 16 17 14 11 10 8 7 3 3 2 0
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CX-3-08-L4-840-0-D-DIM-UNV_.IES

POLAR GRAPH
 

138

276

414

552

1

2

Maximum Candela = 552.084   Located At Horizontal Angle = 112.5, Vertical Angle = 175
# 1 - Vertical Plane Through Horizontal Angles (112.5 - 292.5) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (175) (Through Max. Cd.)
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