Photometric Toolbox

IES INDOOR REPORT

PHOTOMETRIC FILENAME : CXC-3-08-L8-835-25-D-DIM-UNV_.IES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002

[TEST] GEN from BALLABS TEST NO. 19929.0
[TESTLAB] BUILDING ACOUSTICS & LIGHTING LABORATORIES, INC

[[SSUEDATE] 03-APR-2020
[MANUFAC] WILLIAMS INDOOR

[OTHER] H.E. WILLIAMS, INC - CARTHAGE, MO 64836
[LUMINAIRE] CONTINUOUS COVE LUMINAIRE @ 25DEG

[MORE] WITH FROSTED ACRYLIC LENS
[LUMCAT] CXC-3-08-L8-835-25-D-DIM-UNV

[LAMPCAT] HLM 80 CRI, 3500 CCT
[ SEARCH_SOURCETYPE] LED

[ SOURCE_ APPLICATION]INDOOR, CLASSROOM, EDUCATIONAL, ATRIUM

[ SEARCH_MOUNTING] COVE

CHARACTERISTICS

Lumens Per Lamp

Total Lamp Lumens
Luminaire Lumens

Total Luminaire Efficiency
Luminaire Efficacy Rating (LER)
Total Luminaire Watts
Ballast Factor

CIE Type

Spacing Criterion (0-180)
Spacing Criterion (90-270)
Spacing Criterion (Diagonal)
Basic Luminous Shape
Luminous Length (0-180)
Luminous Width (90-270)
Luminous Height

LUMINANCE DATA (cd/sq.m)

Angle In Average Average
Degrees 0-Deg 45-Deg
45 0 0

55 0 0

65 0 0

75 0 0

85 0 0

N.A. (absolute)
N.A. (absolute)
3853

N.A.

144

26.7

1.00

Indirect

N.A.

N.A.

N.A.
Rectangular w/Sides
0.22 ft

3.69 ft

0.08 ft
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CXC-3-08-L8-835-25-D-DIM-UNV_.IES

CANDELA TABULATION

0.0 22.5 45.0 67.5 90.0
0 0.000 0.000 0.000 0.000 0.000
5 0.000 0.000 0.000 0.000 0.000
10 0.000 0.000 0.000 0.000 0.000
15 0.000 0.000 0.000 0.000 0.000
20 0.000 0.000 0.000 0.000 0.000
25 0.000 0.000 0.000 0.000 0.000
30 0.000 0.000 0.000 0.000 0.000
35 0.000 0.000 0.000 0.000 0.000
40 0.000 0.000 0.000 0.000 0.000
45 0.000 0.000 0.000 0.000 0.000
50 0.000 0.000 0.000 0.000 0.000
55 0.000 0.000 0.000 0.000 0.000
60 0.000 0.000 0.000 0.000 0.000
65 0.000 0.000 0.000 0.000 0.000
70 0.000 0.000 0.000 0.000 0.000
75 0.000 0.000 0.000 0.000 0.000
80 0.000 0.000 0.000 0.000 0.000
85 0.000 0.000 0.000 0.000 0.000
90 0.000 0.000 0.000 0.000 0.000
95 126.014 132.063 125.006 170.371 72.584
100 273.198 289.328 300.417 297.393 171.379
105 429.455 471.796 496.999 406.269 284.287
110 602.850 656.280 642.167 510.104 389.131
115 781.286 821.610 765.156 617.972 478.853
120 936.535 946.616 871.008 721.807 575.631
125 1049.444 1039.362 970.811 814.554 664.345
130 1139.165 1128.076 1049.444 900.243 763.140
135 1209.733 1203.685 1111.946 980.892 862.943
140 1266.187 1263.163 1181.506 1056.500 967.787
145 1302.479 1305.504 1229.895 1122.028 1046.419
150 1329.698 1336.755 1274.252 1178.482 1117.995
155 1341.796 1356.917 1309.536 1223.847 1180.498
160 1339.780 1364.982 1333.731 1270.220 1229.895
165 1328.690 1360.950 1336.755 1296.431 1270.220
170 1304.496 1340.788 1330.707 1304.496 1297.439
175 1254.090 1303.488 1314.577 1297.439 1313.569
180 1281.309 1281.309 1281.309 1281.309 1281.309

112.5 135.0 157.5 180.0
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
21170 19.154 11.089 6.049
69.560 39.316 38.308 32.260
183.476 69.560 57.462 56.454
310.498 155.249 88.714 65.527
377.034 270.174 183.476 105.852
465.747 369.977 292.352 205.655
562.526 512.120 400.220 318.563
668.378 605.875 518.169 433.488
775.237 680.475 666.361 544.380
863.951 772.213 710.718 702.653
945.608 865.967 786.327 743.986
1023.233 952.665 874.032 836.732
1102.873 1027.265 958.714 925.446
1178.482 1107.914 1040.371 1007.103
1237.960 1182.514 1116.987 1079.687
1286.350 1245.017 1184.530 1144.206
1317.601 1296.431 1232.920 1208.725
1281.309 1281.309 1281.309 1281.309
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : CXC-3-08-L8-835-25-D-DIM-UNV_.IES

ZONAL LUMEN SUMMARY

Zone

0-20
0-30
0-40
0-60
0-80
0-90
10-90
20-40
20-50
40-70
60-80
70-80
80-90
90-110
90-120
90-130
90-150
90-180
110-180
0-180

Lumens

0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
380.83
870.35
1500.62
2842.07
3853.33
3472.5
3853.33

%Lamp

N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.

Total Luminaire Efficiency = N.A.%

ZONAL LUMEN SUMMARY

Zone

0-10
10-20
20-30
30-40
40-50
50-60
60-70
70-80
80-90
90-100
100-110
110-120
120-130
130-140
140-150
150-160
160-170
170-180

Lumens

0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
88.25
292.58
489.52
630.27
689.18
652.27
535.85
352.92
122.48

%Fixt

0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
9.90
22.60
38.90
73.80
100.00
90.10
100.00

Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CXC-3-08-L8-835-25-D-DIM-UNV_.IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CXC-3-08-L8-835-25-D-DIM-UNV_.IES

POLAR GRAPH

136

682

Maximum Candela = 1364.982 Located At Horizontal Angle = 22.5, Vertical Angle = 160
# 1 - Vertical Plane Through Horizontal Angles (22.5 - 202.5) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (160) (Through Max. Cd.)
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