
 

IES INDOOR REPORT
PHOTOMETRIC FILENAME : CXC-3-08-L10-940-0-D-DIM-UNV_.IES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002
[TEST]GEM FROM BALLABS TEST NO.  19927.0
[TESTLAB] BUILDING ACOUSTICS & LIGHTING LABORATORIES, INC
[ISSUEDATE] 02-24-2021
[MANUFAC] WILLIAMS INDOOR
[OTHER] H.E. WILLIAMS, INC - CARTHAGE, MO 64836 
[LUMINAIRE] CONTINUOUS COVE LUMINAIRE @ 0 DEGREE         
[MORE] WITH FROSTED ACRYLIC LENS                   
[LUMCAT] CXC-3-08-L10-940-0-D-DIM-UNV                  
[LAMPCAT] HLM 90 CRI, 4000 CCT 
[_SEARCH_SOURCETYPE] LED
[_SEARCH_APPLICATION] INDOOR, CLASSROOM, EDUCATIONAL, ATRIUM 
[_SEARCH_MOUNTING] COVE         

CHARACTERISTICS

Lumens Per Lamp N.A. (absolute)
Total Lamp Lumens N.A. (absolute)
Luminaire Lumens 3217
Total Luminaire Efficiency N.A.
Luminaire Efficacy Rating (LER) 105
Total Luminaire Watts 30.6
Ballast Factor 1.00
CIE Type Indirect
Spacing Criterion (0-180) N.A.
Spacing Criterion (90-270) N.A.
Spacing Criterion (Diagonal) N.A.
Basic Luminous Shape Rectangular
Luminous Length (0-180) 0.22 ft
Luminous Width (90-270) 3.67 ft
Luminous Height 0.00 ft

LUMINANCE DATA (cd/sq.m)

Angle In Average Average Average
Degrees 0-Deg 45-Deg 90-Deg

45 0 0 0
55 0 0 0
65 0 0 0
75 0 0 0
85 0 0 0
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CXC-3-08-L10-940-0-D-DIM-UNV_.IES

CANDELA TABULATION

 0.0  22.5  45.0  67.5  90.0  112.5  135.0  157.5  180.0
0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
5 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
10 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
15 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
20 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
25 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
30 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
35 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
40 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
45 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
50 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
55 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
60 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
65 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
70 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
75 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
80 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
85 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
90 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
95 1.660 2.491 9.132 53.132 62.265 63.925 58.114 58.114 59.774
100 42.340 63.095 89.661 135.322 154.416 143.623 133.661 135.322 140.303
105 170.190 191.775 196.756 224.152 241.586 244.077 229.133 226.643 229.133
110 287.247 285.587 293.058 313.813 317.964 347.021 330.417 322.115 314.643
115 362.795 371.927 383.549 391.021 399.323 441.663 417.587 410.946 406.795
120 449.135 457.437 472.380 479.852 490.644 528.833 508.078 506.418 494.795
125 534.645 547.098 554.569 572.003 584.456 602.720 600.230 596.909 581.135
130 618.494 644.230 641.740 660.834 670.796 688.230 689.061 687.400 665.815
135 693.212 727.250 719.778 743.853 756.306 776.231 766.269 774.571 751.325
140 768.759 798.646 800.307 817.741 831.854 856.760 845.967 841.816 831.854
145 836.835 859.250 869.213 882.496 899.100 924.836 914.873 901.590 905.741
150 899.100 928.156 933.138 944.760 963.024 997.893 981.289 960.534 976.308
155 967.175 992.911 995.402 1001.213 1023.629 1056.006 1039.402 1016.157 1030.270
160 1020.308 1047.704 1042.723 1046.044 1070.119 1097.516 1084.233 1057.667 1066.799
165 1056.836 1092.535 1088.384 1084.233 1105.818 1128.233 1114.950 1088.384 1093.365
170 1080.912 1114.120 1114.120 1111.629 1131.554 1148.988 1135.705 1101.667 1105.818
175 1084.233 1124.912 1130.724 1129.063 1148.988 1163.101 1147.327 1103.327 1104.988
180 1127.403 1127.403 1127.403 1127.403 1127.403 1127.403 1127.403 1127.403 1127.403
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CXC-3-08-L10-940-0-D-DIM-UNV_.IES

ZONAL LUMEN SUMMARY

Zone Lumens %Lamp %Fixt

0-20 0.00 N.A. 0.00
0-30 0.00 N.A. 0.00
0-40 0.00 N.A. 0.00
0-60 0.00 N.A. 0.00
0-80 0.00 N.A. 0.00
0-90 0.00 N.A. 0.00
10-90 0.00 N.A. 0.00
20-40 0.00 N.A. 0.00
20-50 0.00 N.A. 0.00
40-70 0.00 N.A. 0.00
60-80 0.00 N.A. 0.00
70-80 0.00 N.A. 0.00
80-90 0.00 N.A. 0.00
90-110 284.84 N.A. 8.90
90-120 681.87 N.A. 21.20
90-130 1198.55 N.A. 37.30
90-150 2333.31 N.A. 72.50
90-180 3217.36 N.A. 100.00
110-180 2932.52 N.A. 91.10
0-180 3217.36 N.A. 100.00

Total Luminaire Efficiency = N.A.%

ZONAL LUMEN SUMMARY

Zone Lumens

0-10 0.00
10-20 0.00
20-30 0.00
30-40 0.00
40-50 0.00
50-60 0.00
60-70 0.00
70-80 0.00
80-90 0.00
90-100 55.19
100-110 229.65
110-120 397.03
120-130 516.67
130-140 576.85
140-150 557.91
150-160 467.26
160-170 309.34
170-180 107.45
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CXC-3-08-L10-940-0-D-DIM-UNV_.IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20

RC 80 70 50 30 10 0
RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0

0 95 95 95 95 81 81 81 81 56 56 56 32 32 32 10 10 10 0
1 87 83 79 76 74 71 68 65 48 47 45 28 27 26 9 9 8 0
2 79 72 66 62 67 62 57 53 42 40 37 24 23 22 8 7 7 0
3 72 63 56 51 61 54 49 44 37 34 31 21 20 18 7 6 6 0
4 65 56 48 43 56 48 42 37 33 29 26 19 17 16 6 6 5 0
5 60 49 42 36 51 42 36 32 29 25 22 17 15 13 5 5 4 0
6 55 44 36 31 47 38 32 27 26 22 19 15 13 11 5 4 4 0
7 50 39 32 27 43 34 28 23 23 19 17 14 11 10 4 4 3 0
8 47 35 28 23 40 30 24 20 21 17 14 12 10 9 4 3 3 0
9 43 32 25 20 37 28 22 18 19 15 13 11 9 8 4 3 3 0
10 40 29 22 18 34 25 19 16 17 14 11 10 8 7 3 3 2 0
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CXC-3-08-L10-940-0-D-DIM-UNV_.IES

POLAR GRAPH
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Maximum Candela = 1163.101   Located At Horizontal Angle = 112.5, Vertical Angle = 175
# 1 - Vertical Plane Through Horizontal Angles (112.5 - 292.5) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (175) (Through Max. Cd.)
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