
 

IES INDOOR REPORT
PHOTOMETRIC FILENAME : CXC-3-08-L6-835-0-D-DIM-UNV_.IES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002
[TEST] GEN from BALLABS TEST NO.  19927.0
[TESTLAB] BUILDING ACOUSTICS & LIGHTING LABORATORIES, INC
[ISSUEDATE] 03-APR-2020
[MANUFAC] WILLIAMS INDOOR
[OTHER] H.E. WILLIAMS, INC - CARTHAGE, MO 64836 
[LUMINAIRE] CONTINUOUS COVE LUMINAIRE @ 0 DEGREE         
[MORE] WITH FROSTED ACRYLIC LENS                   
[LUMCAT] CXC-3-08-L6-835-0-D-DIM-UNV                  
[LAMPCAT] HLM 80 CRI, 3500 CCT 
[_SEARCH_SOURCETYPE] LED
[_SEARCH_APPLICATION] INDOOR, CLASSROOM, EDUCATIONAL, ATRIUM 
[_SEARCH_MOUNTING] COVE         

CHARACTERISTICS

Lumens Per Lamp N.A. (absolute)
Total Lamp Lumens N.A. (absolute)
Luminaire Lumens 2379
Total Luminaire Efficiency N.A.
Luminaire Efficacy Rating (LER) 118
Total Luminaire Watts 20.2
Ballast Factor 1.00
CIE Type Indirect
Spacing Criterion (0-180) N.A.
Spacing Criterion (90-270) N.A.
Spacing Criterion (Diagonal) N.A.
Basic Luminous Shape Rectangular
Luminous Length (0-180) 0.22 ft
Luminous Width (90-270) 3.69 ft
Luminous Height 0.00 ft

LUMINANCE DATA (cd/sq.m)

Angle In Average Average Average
Degrees 0-Deg 45-Deg 90-Deg

45 0 0 0
55 0 0 0
65 0 0 0
75 0 0 0
85 0 0 0
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CXC-3-08-L6-835-0-D-DIM-UNV_.IES

CANDELA TABULATION

 0.0  22.5  45.0  67.5  90.0  112.5  135.0  157.5  180.0
0 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
5 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
10 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
15 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
20 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
25 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
30 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
35 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
40 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
45 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
50 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
55 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
60 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
65 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
70 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
75 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
80 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
85 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
90 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
95 1.228 1.842 6.753 39.292 46.045 47.273 42.975 42.975 44.203
100 31.311 46.659 66.305 100.071 114.192 106.211 98.844 100.071 103.755
105 125.857 141.819 145.503 165.763 178.655 180.497 169.446 167.604 169.446
110 212.422 211.194 216.719 232.068 235.137 256.625 244.346 238.207 232.682
115 268.290 275.043 283.638 289.164 295.303 326.614 308.810 303.898 300.828
120 332.139 338.278 349.329 354.855 362.836 391.077 375.728 374.501 365.906
125 395.374 404.583 410.109 423.001 432.211 445.717 443.875 441.420 429.755
130 457.382 476.414 474.572 488.693 496.060 508.952 509.566 508.339 492.376
135 512.636 537.807 532.282 550.086 559.295 574.030 566.662 572.802 555.612
140 568.504 590.606 591.834 604.726 615.163 633.581 625.600 622.531 615.163
145 618.847 635.423 642.790 652.613 664.892 683.924 676.557 666.734 669.804
150 664.892 686.380 690.063 698.658 712.165 737.950 725.672 710.323 721.988
155 715.235 734.267 736.109 740.406 756.982 780.926 768.647 751.457 761.894
160 754.527 774.786 771.103 773.559 791.363 811.623 801.800 782.154 788.907
165 781.540 807.939 804.869 801.800 817.762 834.338 824.515 804.869 808.553
170 799.344 823.901 823.901 822.060 836.794 849.687 839.864 814.692 817.762
175 801.800 831.882 836.180 834.952 849.687 860.124 848.459 815.920 817.148
180 833.724 833.724 833.724 833.724 833.724 833.724 833.724 833.724 833.724
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CXC-3-08-L6-835-0-D-DIM-UNV_.IES

ZONAL LUMEN SUMMARY

Zone Lumens %Lamp %Fixt

0-20 0.00 N.A. 0.00
0-30 0.00 N.A. 0.00
0-40 0.00 N.A. 0.00
0-60 0.00 N.A. 0.00
0-80 0.00 N.A. 0.00
0-90 0.00 N.A. 0.00
10-90 0.00 N.A. 0.00
20-40 0.00 N.A. 0.00
20-50 0.00 N.A. 0.00
40-70 0.00 N.A. 0.00
60-80 0.00 N.A. 0.00
70-80 0.00 N.A. 0.00
80-90 0.00 N.A. 0.00
90-110 210.64 N.A. 8.90
90-120 504.25 N.A. 21.20
90-130 886.34 N.A. 37.30
90-150 1725.5 N.A. 72.50
90-180 2379.27 N.A. 100.00
110-180 2168.62 N.A. 91.10
0-180 2379.27 N.A. 100.00

Total Luminaire Efficiency = N.A.%

ZONAL LUMEN SUMMARY

Zone Lumens

0-10 0.00
10-20 0.00
20-30 0.00
30-40 0.00
40-50 0.00
50-60 0.00
60-70 0.00
70-80 0.00
80-90 0.00
90-100 40.81
100-110 169.83
110-120 293.61
120-130 382.08
130-140 426.59
140-150 412.58
150-160 345.54
160-170 228.76
170-180 79.46
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CXC-3-08-L6-835-0-D-DIM-UNV_.IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20

RC 80 70 50 30 10 0
RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0

0 136136136136 116 116 116 116 79 79 79 46 46 46 15 15 15 0
1 124118 113 108 10510197 93 69 67 64 40 39 37 13 12 12 0
2 112 10395 88 96 88 82 76 60 56 53 35 33 31 11 11 10 0
3 10290 81 73 87 77 69 63 53 48 44 31 28 26 10 9 9 0
4 93 79 69 61 79 68 60 53 47 42 37 27 24 22 9 8 7 0
5 85 70 60 52 73 60 52 45 42 36 32 24 21 19 8 7 6 0
6 78 63 52 44 66 54 45 39 37 32 27 22 19 16 7 6 5 0
7 72 56 46 38 61 48 40 33 33 28 24 19 16 14 6 5 5 0
8 66 50 40 33 56 43 35 29 30 25 21 17 14 12 6 5 4 0
9 61 46 36 29 52 39 31 25 27 22 18 16 13 11 5 4 4 0
10 57 41 32 26 49 36 28 22 25 20 16 14 12 10 5 4 3 0
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CXC-3-08-L6-835-0-D-DIM-UNV_.IES

POLAR GRAPH
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Maximum Candela = 860.124   Located At Horizontal Angle = 112.5, Vertical Angle = 175
# 1 - Vertical Plane Through Horizontal Angles (112.5 - 292.5) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (175) (Through Max. Cd.)
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