1618 HEADLAND DR.

FENTON, MO 63026 ﬁ/\

Buioing Acousmics & LighTing LaBoraToRis, INC. e e A0y e

BALLABS CERTIFIED TEST REPORT NO.: 19928.0 DATE 06/21/17
PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO
DESCRIPTION: 2-56 LED 22"ARRAYS 44"COVE LUMINAIRE @ 15 DEG
WHITE REFLECTOR w/FROSTED ACRYLIC LENS
ADVANCE DRIVER #XI040C110V054BST1 @ 725mA
CATALOG NBR: CXC-3'08-L10/835-15-D-DRV-120
LAMP TYPE : 10560227

0 DEGREE PLANE CONTAINS MAXIMUM CANDLEPOWER
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TESTING
NVLAP LAB CODE 200921-0
LUMEN SUMMARY

ZONE LUMENS $LAMP $FIXT ZONE LUMENS $LAMP SFIXT
0- 30 0. NA. .0 90-120 885.  NA. 23.3
0- 40 0. NA. .0 90-130 1500. NA. 39.6
0- 60 0. NA. .0 90-150 2805.  NA. 74.0
0- 90 0 NA. .0 90-180 3791. NA. 100.0
TOTAL LUMINAIRE = 0-180 3791. NA. 100.0

THIS BALLABS REPORT WITH THE USE OF THE NVLAP LOGO SHALL NOT BE USED BY THIS CLIENT TO CLAIM PRODUCT
CERTIFICATION, APPROVAL, OR ENDORSEMENT BY NVLAP, NIST, OR ANY AGENCY OF THE FEDERAL GOVERNMENT .
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BALLABS CERTIFIED TEST REPORT NO.: 19928.0 DATE 06/21/17
PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO
DESCRIPTION: 2-56 LED 22"ARRAYS 44"COVE LUMINAIRE @ 15 DEG

WHITE REFLECTOR w/FROSTED ACRYLIC LENS
ADVANCE DRIVER #XI040Cl110V054BST1 @ 725mA

CATALOG NBR: CXC-3'08-L10/835-15-D-DRV-120
LAMP TYPE : 10560227 RATED LUMENS 3791. NBR. LAMPS:-

VERT

175
180

173.
331.
507.
677,
823.

1057.
1138.
1207.
1252.
1280.
1303.
1315.
1314.
1300.
1272.
1216.
1240.

USE

O O 0O 0O O O O O O O O O O O O O © O O -
. . . . . . . . . . . . . . . . N N .

CANDLEPOWER DISTRIBUTION
0 DEGREE PLANE CONTAINS MAXIMUM CANDLEPOWER

HORIZONTAL LUMENS
22.5 45.0 67.5 80.0 112.5 135.0 157.5 180.0 FRONT BACK TOTAL
0. 0. 0. 0. 0. 0. 0. 0.
0. 0. 0. 0. 0. 0. 0. 0. 0 .0 4]
0. 0. 0. 0. 0. 0. 0. 0.
0. 0. 0. 0. 0. 0. 0. 0. 0 .0 0
0. 0. 0. 0. 0. 0. 0. 0.
0. 0. 0. 0. 0. 0. 0. 0. 0 .0 0
0. 0. 0. 0. 0. 0. 0. 0.
0. 0. 0. 0. 0. 0. 0. 0. 0 .0 0
0. 0. 0. 0. 0. 0. 0. 0.
0. 0. 0. 0. 0. 0. 0. 0. 0 4] 0
0. 0. 0. 0. 0. 0. 0. 0.
0. 0. 0. 0. 0. 0. 0. 0. 0 .0 0
0. 0. 0. 0. 0. 0. 0. 0.
0. 0. 0. 0. 0. 0. 0. 0. 0 .0 0
0. 0. 0. 0. 0. 0. 0. 0.
0. 0. 0. 0. 0. 0. 0. 0. 0 .0 0
0. 0. 0. 0. 0. 0. 0. 0.
0. 0. 0. 0. 0. 0. 0. 0. ] .0 0
0. 0. 0. 0. 0. 0. 0. 0.
177. 202. 170. 69 14 7. 4. 0. 94.9 5.0 99.9
346. 377. 304. 156. 59 26 24. 23
528. 558. 427. 254. 146. 39 40. 42 252.6 49.2 301.8
695. 698. 542, 351. 237. 113 60 53
835. 796. 645. 451. 330. 221 137. 110. 367.4 115.9 483.3
938. 879. 740. 560. 438. 336. 241, 201.
1030. 966. 824. 662. 540. 444. 346. 301. 415.8 198.8 614.6
1113, 1042. 906. 752. 640. 545. 452, 416.
1184. 1113. 980. 842. 745. 643. 548. 532. 419.0 250.3 669.3
1245, 1172. 1047. 941. 832, 739. 651. 625,
1287, 1222, 1108. 1018. 916. 818. 738. 718. 376.1 259.7 635.8
1318, 1261. 1165. 1091. 994. 902. 820. 806.
1331. 1287. 1213. 1152. 1071. 982, 905. 897. 294.3 228.6 522.9
1336. 1304. 1245, 1200. 1137. 1064. 992, 986 .
1327. 1307. 1262. 1234. 1181. 1138. 1073. 1067. 183.5 160.5 344.0
1304. 1298. 1268. 1258. 1237. l201. 1138. 1132.
1260. 1276. 1258, 1273. 1273, 1247. 1192. 1174. 60.1 58.8 118.9
1240. 1240. 1240, 1240. 1240. 1240. 1240, 1240.

.219 FT. AS LENGTH AND 3.688 FT. AS WIDTH
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BALLABS CERTIFIED TEST REPCRT NO.: 19928.0 DATE 06/21/17
PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO
DESCRIPTION: 2-56 LED 22"ARRAYS 44"COVE LUMINAIRE @ 15 DEG
WHITE REFLECTOR w/FROSTED ACRYLIC LENS
ADVANCE DRIVER #XTI040C110V054BST1 @ 725mA
CATALOG NBR: CXC-3'08-L10/835-15-D-DRV-120
LAMP TYPE : 10560227

ZONAL CAVITY COEFFICIENTS OF UTILIZATION

EFFECTIVE FLOOR CAVITY REFLECTANCE=.20

CEILING .80 .70 .50 .30 .10

wALL .70 .50 .30 .10 .70 .50 .30 .10 .50 .30 .10 .50 .30 .10 .50 .30 .10
RCR

1 86 82 79 75 74 71 68 65 .48 46 45 28 27 26 0s 08 08
2 79 72 66 61 67 61 57 53 .42 39 37 24 23 22 08 07 07
3 72 63 56 51 61 54 48 44 37 34 31 21 20 18 07 06 06
4 65 55 48 43 55 48 42 37 .33 29 26 19 17 15 06 06 05
5 60 49 42 36 51 42 36 32 .29 25 22 17 15 13 05 05 04
6 55 44 37 31 47 38 32 27 .26 22 19 15 13 12 05 04 04
7 51 40 32 27 43 34 28 24 .24 20 17 14 12 10 04 04 03
8 47 36 29 24 40 31 25 21 .21 18 15 12 10 09 04 03 03
9 44 33 26 22 37 28 23 18 20 16 13 11 03 08 04 03 03
10 .41 .30 .24 .19 .35 .26 .20 .17 .18 .14 .12 .10 .09 .07 .03 .03 .02

TESTED IN ACCORDANCE WITH CURRENT IES PROCEDURES
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BALLABS CERTIFIED TEST REPORT NO.: 19928.0 DATE 06/21/17
PREPARED FOR: H.E. WILLIAMS, INC - CARTHAGE, MO
DESCRIPTION: 2-56 LED 22"ARRAYS 44"COVE LUMINAIRE @ 15 DEG
WHITE REFLECTOR w/FROSTED ACRYLIC LENS
ADVANCE DRIVER #XI040C110V054BST1 @ 725mA
CATALOG NBR: CXC-3'08-L10/835-15-D-DRV-120
LAMP TYPE : 10560227

Ak kkhkhkhhhhkhkhkhkhkhhhhkkkhkhkk kA kAR T A Ak AT h Ik Tk hhhkhhhhhkhkhhhkhhhdhkhkhk k%
ELECTRICAL CHARACTERISTICS 120.03V .2798A 33.310W
LUMINOUS EFFICACY (LUMENS / WATTS) = 113.8

TESTED IN ACCORDANCE WITH CURRENT IES STANDARDS
UTILIZING ABSOLUTE PHOTOMETRY PER LM-79-08
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