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H.E. WILLIAMS, INC.

IES INDOOR REPORT

PHOTOMETRIC FILENAME : CXC-2-00-L10-835-25-D-DIM-UNV__.IES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002

[TEST] GEN from BALLABS TEST NO. 19929.0
[TESTLAB] BUILDING ACOUSTICS & LIGHTING LABORATORIES, INC

[ISSUEDATE] 07-08-2020
[MANUFAC] WILLIAMS INDOOR

[OTHER] H.E. WILLIAMS, INC - CARTHAGE, MO 64836
[LUMINAIRE] CONTINUOUS COVE LUMINAIRE @ 25DEG

[MORE] WITH FROSTED ACRYLIC LENS
[LUMCAT] CXC-2-00-L10-835-25-D-DIM-UNV

[LAMPCAT] HLM 80 CRI, 3500 CCT
[ SEARCH_SOURCETYPE] LED

[ SOURCE_ APPLICATION]INDOOR, CLASSROOM, EDUCATIONAL, ATRIUM

[ SEARCH_MOUNTING] COVE

CHARACTERISTICS

Lumens Per Lamp

Total Lamp Lumens
Luminaire Lumens

Total Luminaire Efficiency
Luminaire Efficacy Rating (LER)
Total Luminaire Watts
Ballast Factor

CIE Type

Spacing Criterion (0-180)
Spacing Criterion (90-270)
Spacing Criterion (Diagonal)
Basic Luminous Shape
Luminous Length (0-180)
Luminous Width (90-270)
Luminous Height

LUMINANCE DATA (cd/sq.m)

Angle In Average Average
Degrees 0-Deg 45-Deg

45 0
55 0
65 0
75 0
85 0

OO OOOo

N.A. (absolute)
N.A. (absolute)
2102

N.A.

114

18.4

1.00

Indirect

N.A.

N.A.

N.A.
Rectangular w/Sides
0.22 ft

2.00 ft

0.08 ft

Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : CXC-2-00-L10-835-25-D-DIM-UNV_.IES

CANDELA TABULATION

0.0 22.5 45.0 67.5 90.0
0 0.000 0.000 0.000 0.000 0.000
5 0.000 0.000 0.000 0.000 0.000
10 0.000 0.000 0.000 0.000 0.000
15 0.000 0.000 0.000 0.000 0.000
20 0.000 0.000 0.000 0.000 0.000
25 0.000 0.000 0.000 0.000 0.000
30 0.000 0.000 0.000 0.000 0.000
35 0.000 0.000 0.000 0.000 0.000
40 0.000 0.000 0.000 0.000 0.000
45 0.000 0.000 0.000 0.000 0.000
50 0.000 0.000 0.000 0.000 0.000
55 0.000 0.000 0.000 0.000 0.000
60 0.000 0.000 0.000 0.000 0.000
65 0.000 0.000 0.000 0.000 0.000
70 0.000 0.000 0.000 0.000 0.000
75 0.000 0.000 0.000 0.000 0.000
80 0.000 0.000 0.000 0.000 0.000
85 0.000 0.000 0.000 0.000 0.000
90 0.000 0.000 0.000 0.000 0.000
95 68.747 72.047 68.197 92.946 39.598
100 149.043 157.842 163.892 162.242 93.496
105 234.289 257.388 271.137 221.639 155.093
110 328.884 358.033 350.333 278.287 212.290
115 426.230 448.229 417.430 337.134 261.238
120 510.926 516.425 475.177 393.781 314.035
125 572.523 567.023 529.625 444.379 362.433
130 621.470 615.421 572.523 491.127 416.330
135 659.969 656.669 606.621 535.124 470.778
140 690.767 689.117 644.569 576.373 527.975
145 710.566 712.216 670.968 612.121 570.873
150 725.415 729.265 695.167 642.919 609.921
155 732.015 740.265 714.416 667.668 644.019
160 730.915 744.665 727.615 692.967 670.968
165 724.865 742.465 729.265 707.266 692.967
170 711.666 731.465 725.965 711.666 707.816
175 684.167 711.116 717.166 707.816 716.616
180 699.017 699.017 699.017 699.017 699.017

112.5 135.0 157.5 180.0
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
11.549 10.450 6.050 3.300
37.948 21.449 20.899 17.599
100.095 37.948 31.349 30.799
169.392 84.696 48.398 35.748
205.690 147.393 100.095 57.747
254.088 201.840 159.492 112.195
306.885 279.387 218.340 173.792
364.633 330.534 282.687 236.489
422.930 371.232 363.533 296.986
471.328 421.280 387.732 383.332
515.875 472.427 428.980 405.881
558.223 519.725 476.827 456.478
601.671 560.423 523.025 504.876
642.919 604.421 567.573 549.424
675.368 645.119 609.371 589.022
701.767 679.218 646.219 624.220
718.816 707.266 672.618 659.419
699.017 699.017 699.017 699.017

Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : CXC-2-00-L10-835-25-D-DIM-UNV_.IES
ZONAL LUMEN SUMMARY

Zone

0-20
0-30
0-40
0-60
0-80
0-90
10-90
20-40
20-50
40-70
60-80
70-80
80-90
90-110
90-120
90-130
90-150
90-180
110-180
0-180

Lumens

0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
207.76
474.82
818.66
1550.49
2102.18
1894.42
2102.18

%Lamp

N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.

Total Luminaire Efficiency = N.A.%

ZONAL LUMEN SUMMARY

Zone

0-10
10-20
20-30
30-40
40-50
50-60
60-70
70-80
80-90
90-100
100-110
110-120
120-130
130-140
140-150
150-160
160-170
170-180

Lumens

0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
48.14
159.62
267.06
343.85
375.98
355.84
292.33
192.54
66.82

%Fixt

0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
9.90
22.60
38.90
73.80
100.00
90.10
100.00

Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CXC-2-00-L10-835-25-D-DIM-UNV_.IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20

RC
Rw 70

95
87
79
72
65
60
55
50
47
43
0 40

- OoOoNoOOOPrWN—-O

80
50

95
83
72
63
56
49
44
39
35
32
29

30

95
79
66
56
48
42
36
32
28
25
22

10

95
76
62
51
43
36
31
27
23
20
18

70

81
74
67
61
56
51
47
43
40
37
34

70
50

81
71
62
54
48
42
38
34
30
28
25

30

81
68
57
49
42
36
32
28
24
22
19

10

81
65
53
44
37
32
27
23
20
18
16

50

56
48
42
37
33
29
26
23
21
19
17

50
30

56
47
40
34
29
25
22
19
17
15
14

10

56
45
37
31
26
22
19
17
14
13
11

50

32
28
24
21
19
17
15
14
12
11
10

30
30

32
27
23
20
17
15
13
11
10

8

10

32
26
22
18
16
13
11
10
9

7
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Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CXC-2-00-L10-835-25-D-DIM-UNV_.IES

POLAR GRAPH

745

55

372

Maximum Candela = 744.665 Located At Horizontal Angle = 22.5, Vertical Angle = 160
# 1 - Vertical Plane Through Horizontal Angles (22.5 - 202.5) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (160) (Through Max. Cd.)

Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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