Photometric Toolbox

IES INDOOR REPORT

PHOTOMETRIC FILENAME : CXC-3-08-L10-9TC-25-D-DALLIES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002

[TEST]GEN from BALLABS TEST NO. 19929.0

[TESTLAB] BUILDING ACOUSTICS & LIGHTING LABORATORIES, INC

[ISSUEDATE] 19-JUN-2017
[MANUFAC] WILLIAMS INDOOR

[OTHER] H.E. WILLIAMS, INC - CARTHAGE, MO

[LUMINAIRE] 2-56 LED 22"ARRAYS 44"COVE LUMINAIRE @ 25DEG
[MORE] WHITE REFLECTOR w/FROSTED ACRYLIC LENS

[MORE] ADVANCE DRIVER #X1040C110V054BST1 @ 725mA

[LUMCAT] CXC-3-08-L10-9TC-25-D-DALI

[LAMPCAT] 10560227

CHARACTERISTICS

Lumens Per Lamp

Total Lamp Lumens
Luminaire Lumens

Total Luminaire Efficiency
Luminaire Efficacy Rating (LER)
Total Luminaire Watts
Ballast Factor

CIE Type

Spacing Criterion (0-180)
Spacing Criterion (90-270)
Spacing Criterion (Diagonal)
Basic Luminous Shape
Luminous Length (0-180)
Luminous Width (90-270)
Luminous Height

LUMINANCE DATA (cd/sq.m)

Angle In Average Average
Degrees 0-Deg 45-Deg

45 0 0
55 0 0
65 0 0
75 0 0
85 0 0

N.A. (absolute)
N.A. (absolute)
3861

N.A.

69

55.7

1.00

Indirect

N.A.

N.A.

N.A.
Rectangular w/Sides
0.22 ft

3.69 ft

0.08 ft
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CXC-3-08-L10-9TC-25-D-DALLIES

CANDELA TABULATION
0.0 22.5 45.0 67.5 90.0

0 0.000 0.000 0.000 0.000 0.000

5 0.000 0.000 0.000 0.000 0.000

10 0.000 0.000 0.000 0.000 0.000

15 0.000 0.000 0.000 0.000 0.000
20 0.000 0.000 0.000 0.000 0.000
25 0.000 0.000 0.000 0.000 0.000
30 0.000 0.000 0.000 0.000 0.000

35 0.000 0.000 0.000 0.000 0.000

40 0.000 0.000 0.000 0.000 0.000

45 0.000 0.000 0.000 0.000 0.000

50 0.000 0.000 0.000 0.000 0.000

55 0.000 0.000 0.000 0.000 0.000

60 0.000 0.000 0.000 0.000 0.000

65 0.000 0.000 0.000 0.000 0.000

70 0.000 0.000 0.000 0.000 0.000

75 0.000 0.000 0.000 0.000 0.000

80 0.000 0.000 0.000 0.000 0.000

85 0.000 0.000 0.000 0.000 0.000

90 0.000 0.000 0.000 0.000 0.000

95 126.275 132.337 125.265 170.724 72.735
100 273.765 289.929 301.041 298.010 171.735
105 430.347 472.775 498.031 407.112 284.878
110 604.102 657.643 643.500 511.163 389.939
115 782.908 823.316 766.745 619.255 479.847
120 938.479 948.582 872.816 723.306 576.826
125 1051.622 1041.520 972.826 816.245 665.724
130 1141.530 1130.418 1051.622 902.112 764.724
135 1212.245 1206.184 1114.255 982.928 864.735
140 1268.816 1265.786 1183.959 1058.694 969.796
145 1305.184 1308.214 1232.449 1124.357 1048.592
150 1332.459 1339.530 1276.898 1180.928 1120.316
155 1344.581 1359.735 1312.255 1226.388 1182.949
160 1342.561 1367.816 1336.500 1272.857 1232.449
165 1331.449 1363.775 1339.530 1299.122 1272.857
170 1307.204 1343.571 1333.469 1307.204 1300.132
175 1256.694 1306.194 1317.306 1300.132 1316.296
180 1283.969 1283.969 1283.969 1283.969 1283.969

112.5 135.0 157.5 180.0
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
21.214 19.194 11112  6.061
69.704 39.398 38.388 32.327
183.857 69.704 57.582 56.571
311.143 155.571 88.898 65.663
377.816 270.735 183.857 106.071
466.714 370.745 292.959 206.082
563.694 513.184 401.051 319.224
669.765 607.133 519.245 434.388
776.847 681.888 667.745 545.510
865.745 773.816 712.194 704.112
947.571 867.765 787.959 745.531
1025.357 954.643 875.847 838.469
1105.163 1029.398 960.704 927.367
1180.928 1110.214 1042.530 1009.194
1240.530 1184.969 1119.306 1081.928
1289.020 1247.602 1186.990 1146.581
1320.337 1299.122 1235.479 1211.235
1283.969 1283.969 1283.969 1283.969
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : CXC-3-08-L10-9TC-25-D-DALLIES
ZONAL LUMEN SUMMARY

Zone

0-20
0-30
0-40
0-60
0-80
0-90
10-90
20-40
20-50
40-70
60-80
70-80
80-90
90-110
90-120
90-130
90-150
90-180
110-180
0-180

Lumens

0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
381.62
872.15
1503.74
2847.97
3861.33
3479.71
3861.33

Y%Lamp

N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.

Total Luminaire Efficiency = N.A.%

ZONAL LUMEN SUMMARY

Zone

0-10
10-20
20-30
30-40
40-50
50-60
60-70
70-80
80-90
90-100
100-110
110-120
120-130
130-140
140-150
150-160
160-170
170-180

Lumens

0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
88.43
293.19
490.53
631.58
690.61
653.62
536.96
353.66
122.74

%Fixt

0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
9.90
22.60
38.90
73.80
100.00
90.10
100.00
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : CXC-3-08-L10-9TC-25-D-DALLIES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CXC-3-08-L10-9TC-25-D-DALLIES

POLAR GRAPH

136

684

34

Maximum Candela = 1367.816 Located At Horizontal Angle = 22.5, Vertical Angle = 160
# 1 - Vertical Plane Through Horizontal Angles (22.5 - 202.5) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (160) (Through Max. Cd.)
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