Photometric Toolbox

IES INDOOR REPORT

PHOTOMETRIC FILENAME : CXC-3-08-L10-9TC-0-D-DALLIES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002

[TEST]GEN from BALLABS TEST NO. 19927.0

[TESTLAB] BUILDING ACOUSTICS & LIGHTING LABORATORIES, INC

[ISSUEDATE] 21-JUN-2017
[MANUFAC] WILLIAMS INDOOR

[OTHER] H.E. WILLIAMS, INC - CARTHAGE, MO

[LUMINAIRE] 2-56 LED 22"ARRAYS 44"COVE LUMINAIRE @ 0 DEG
[MORE] WHITE REFLECTOR w/FROSTED ACRYLIC LENS

[MORE] ADVANCE DRIVER #X1040C110V054BST1 @ 725mA

[LUMCAT] CXC-3-08-L10-9TC-0-D-DALI

[LAMPCAT] 10560227

CHARACTERISTICS

Lumens Per Lamp

Total Lamp Lumens
Luminaire Lumens

Total Luminaire Efficiency
Luminaire Efficacy Rating (LER)
Total Luminaire Watts
Ballast Factor

CIE Type

Spacing Criterion (0-180)
Spacing Criterion (90-270)
Spacing Criterion (Diagonal)
Basic Luminous Shape
Luminous Length (0-180)
Luminous Width (90-270)
Luminous Height

LUMINANCE DATA (cd/sq.m)

Angle In Average Average
Degrees 0-Deg 45-Deg

45 0 0
55 0 0
65 0 0
75 0 0
85 0 0

N.A. (absolute)
N.A. (absolute)
3913

N.A.

70

55.7

1.00

Indirect

N.A.

N.A.

N.A.
Rectangular
0.22 ft

3.69 ft

0.00 ft
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CXC-3-08-L10-9TC-0-D-DALLIES

CANDELA TABULATION

0.0 22.5 45.0 67.5 90.0
0 0.000 0.000 0.000 0.000 0.000
5 0.000 0.000 0.000 0.000 0.000
10 0.000 0.000 0.000 0.000 0.000
15 0.000 0.000 0.000 0.000 0.000
20 0.000 0.000 0.000 0.000 0.000
25 0.000 0.000 0.000 0.000 0.000
30 0.000 0.000 0.000 0.000 0.000
35 0.000 0.000 0.000 0.000 0.000
40 0.000 0.000 0.000 0.000 0.000
45 0.000 0.000 0.000 0.000 0.000
50 0.000 0.000 0.000 0.000 0.000
55 0.000 0.000 0.000 0.000 0.000
60 0.000 0.000 0.000 0.000 0.000
65 0.000 0.000 0.000 0.000 0.000
70 0.000 0.000 0.000 0.000 0.000
75 0.000 0.000 0.000 0.000 0.000
80 0.000 0.000 0.000 0.000 0.000
85 0.000 0.000 0.000 0.000 0.000
90 0.000 0.000 0.000 0.000 0.000
95 2.020 3.029 11.108 64.628 75.735
100 51.500 76.745 109.059 164.598 187.824
105 207.010 233.265 239.324 272.648 293.854
110 349.393 347.373 356.462 381.707 386.756
115 441.285 452.393 466.530 475.619 485.717
120 546.305 556.403 574.580 583.668 596.795
125 650.315 665.462 674.550 695.756 710.903
130 752.305 783.609 780.580 803.806 815.923
135 843.188 884.590 875.502 904.786 919.933
140 935.080 971.433 973.453 994.659 1011.826
145 1017.884 1045.149 1057.267 1073.424 1093.620
150 1093.620 1128.963 1135.022 1149.159 1171.375
155 1176.424 1207.728 1210.757 1217.826 1245.091
160 1241.052 1274.375 1268.316 1272.356 1301.640
165 1285.483 1328.905 1323.856 1318.807 1345.062
170 1314.767 1355.160 1355.160 1352.130 1376.366
175 1318.807 1368.287 1375.356 1373.336 1397.572
180 1371.317 1371.317 1371.317 1371.317 1371.317

112.5 135.0 157.5 180.0
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
0.000 0.000 0.000 0.000
77.755 70.686 70.686 72.706
174.696 162.579 164.598 170.657
296.883 278.706 275.677 278.706
422.099 401.903 391.805 382.716
537.217 507.932 499.854 494.805
643.246 618.001 615.982 601.844
733.119 730.090 726.051 706.864
837.129 838.139 836.119 809.864
944169 932.051 942.149 913.874
1042.120 1028.992 1023.943 1011.826
1124.924 1112.806 1096.649 1101.698
1213.787 1193.591 1168.346 1187.532
1284.473 1264.277 1236.003 1253.169
1334.964 1318.807 1286.493 1297.601
1372.326 1356.170 1323.856 1329.915
1397.572 1381.415 1340.013 1345.062
1414.738 1395.552 1342.032 1344.052
1371.317 1371.317 1371.317 1371.317
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : CXC-3-08-L10-9TC-0-D-DALLIES
ZONAL LUMEN SUMMARY

Zone

0-20
0-30
0-40
0-60
0-80
0-90
10-90
20-40
20-50
40-70
60-80
70-80
80-90
90-110
90-120
90-130
90-150
90-180
110-180
0-180

Lumens

0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
346.46
829.40
1457.85
2838.12
3913.44
3566.97
3913.44

Y%Lamp

N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.

Total Luminaire Efficiency = N.A.%

ZONAL LUMEN SUMMARY

Zone

0-10
10-20
20-30
30-40
40-50
50-60
60-70
70-80
80-90
90-100
100-110
110-120
120-130
130-140
140-150
150-160
160-170
170-180

Lumens

0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
67.13
279.34
482.93
628.46
701.65
678.61
568.35
376.27
130.70

%Fixt

0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
8.90
21.20
37.30
72.50
100.00
91.10
100.00
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Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : CXC-3-08-L10-9TC-0-D-DALLIES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : CXC-3-08-L10-9TC-0-D-DALLIES

POLAR GRAPH

Maximum Candela = 1414.738 Located At Horizontal Angle = 112.5, Vertical Angle = 175
# 1 - Vertical Plane Through Horizontal Angles (112.5 - 292.5) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (175) (Through Max. Cd.)
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Results derived from content of manufacturers photometric file.



