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Electrical Data
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Correlated Color Temperature (CCT)

(0.2353, 0.5131)

3492
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Pendant mounted, extruded aluminum housing, formed

Total Radiant Flux 10.97

3679.0Total Luminous Flux

Spectral Data

Chromaticity CIE 1931 (x, y)

R3 93

R4 83

Color Rendering Index (Ra) 82

R1 81

R2 87

white enamel aluminum reflector, translucent white plastic enclosure.

144 white LEDs, one Osram PrevaLED BAR

One Osram Optotronic OTi 30/120‐277/1A0 DIM‐1 L G2 LED driver labeled as 540mA.
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Distance from Planckian Locus (Duv) 0.0013

Current 0.1229

Power 31.44

Power Factor 0.924

Voltage 277.0

Frequency 59.99

Scotopic/Photopic Ratio * 1.473
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One Osram Optotronic OTi 30/120‐277/1A0 DIM‐1 L G2 LED driver labeled as 540mA.

Summary Spectral Power Distribution (wavelength ‐ nm, spectral power ‐ mW)
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Test Equipment Configuration: LightLab International Allentown 2m Integrating Sphere

Measurements acquired using a Labsphere CDS 2600 spectroradiometer

Testing was performed using 4π geometry

Test Temperature:

Test Procedure: Tested in accordance with the applicable sections of: 

Significance: The laboratory has not participated in the selection of samples to be tested.

All testing is performed on the understanding that the significance of the report

is limited to the extent that the test sample is representative of production units.

Notes: The measurements and other derived quantities contained in this report

are based on the absolute data as measured.

Prorating the performance of the sample for the use of other component

combinations (such as lamp / LED / Ballast / driver), or for use in different

environmental conditions than that tested, may produce erroneous results.

This report is free of erasures and corrections

This report may contain data that are not covered by the NVLAP accreditation.

Quantities marked with * are not covered.
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