LEDRANbrands

Light efficiency:

Light quality: Peak: 2937 cd

Product name:
608RA-6-XTM19-20LM-30K-83-
SA40-UNV-DIM10-MC-S

Date and time:

12/8/2017 1:15:39 PM



http://www.visosystems.com/tracking/
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Color details
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CQS: 81.4
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R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 | R11 [ R12 | R13 | R14 | R15
80.0 | 87.4 | 945 | 81.9 [ 79.6 | 83.6 | 85.6 | 64.2 | 16.2 | 71.6 | 80.7 | 69.3 | 81.0 [ 96.6 | 73.7 83 83
TM30 C values, 16 binned values out of total of 99 C values
ClL|C2 | C3 | C4|C5 Cé C7 | C8 | C9 | Cl0 [ Cl1 | C12 | C13 [ C14 | C15 | C16
788 | 789|715 | 775|837 | 855|751 | 873|835 (825|798 |817 874|827 (782|804
CQS Q values
Ql | @2 | @ | @ | @5 | @6 | Q7 | @8 | Q9 | Q10 | Q11 | Q12 | Q13 | Q14 | Q15
75.1 | 96.6 | 82.8 | 80.6 | 80.8 [ 78.8 | 81.2 | 86.3 | 96.1 | 87.0 | 84.8 | 83.3 | 829 | 725 | 73.4
Color parameters
Color temperature Color rendering Red component Color fidelity Color gamut Color quality Color i Color i Color Color Color diviation
index scale cie 1931 cie 1931 from black body
CCT CRI CRIR9 TM30 Rf TM30 Rg CQs X y u \ Auv
2950 K 82.1 16.2 80.7 99.0 81.4 0.443 0.409 0.252 0.350 0.0013
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LEDRANbrands

Beam details

Distance (meter) 1m 2m 3m 4m 5m
Distance (feet) 3,3 ft 6,6 ft 9,8 ft 13,11t 16,4 ft
117 Ix
Lux* 729 Ix
2915 Ix
42.4°
Beam center
271 fcd
Footcandles* 68 fcd
*measured at 30/fed
center of beam 17 ffed
11 fcd
Beam width (meter) 0.8 m 1.6m 2.3m 3.1m 39m
Beam width (feet) 2.6 ft 5.1ft 7.6 ft 10.2 ft 12.7 ft
Beam intensities from 1-20m
im 2m 3m 4m 5m 6m 7m 8m 9m | 10m | 1lm | 12m | 13m | 14m | 15m | 16m | 17m | 18m | 19m | 20m
3.3ft | 6.6ft | 9.8ft | 13.1ft | 16.4ft | 19.7ft | 23ft | 26.2ft | 29.5ft | 32.8ft | 36.1ft | 39.4ft | 42.7ft | 45.9ft | 49.2ft | 52.5ft | 55.8ft | 59.1ft | 62.3ft | 65.6ft
2915Ix | 729Ix | 324Ix | 182Ix | 117Ix | 81lIx 59Ix 461x 361x 29Ix 241x 20Ix 17Ix 15Ix 13Ix 11Ix 10Ix 9lx 8lx 7Ix
270.8fc |67.7fcd |30.1fcd | 16.9fcd | 10.8fcd | 7.5fcd | 5.5fcd | 4.2fcd | 3.3fcd | 2.7fcd | 2.2fcd | 1.9fcd | 1.6fcd | 1.4fcd | 1.2fcd | 1.1fcd | 0.9fcd | 0.8fcd | 0.8fcd | 0.7fcd
Intensities in 0° c-plane
0° 2° 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
2915 | 2915 | 2923 | 2932 | 2883 | 2755 | 2626 | 2387 | 2140 | 1887 | 1626 | 1366 | 1200 | 1036 | 887 | 752 | 616 | 451 | 286 | 167
100% | 100% | 100% | 101% | 99% | 94% | 90% | 82% | 73% | 65% | 56% | 47% | 41% | 36% | 30% | 26% | 21% | 15% | 10% | 6%
Intensities in 90° c-plane
0° 2° 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
2915 | 2915 | 2923 | 2932 | 2883 | 2755 | 2626 | 2387 | 2140 | 1887 | 1626 | 1366 | 1200 | 1036 | 887 | 752 | 616 | 451 | 286 | 167
100% | 100% | 100% | 101% | 99% | 94% | 90% | 82% | 73% | 65% | 56% | 47% | 41% | 36% | 30% | 26% | 21% | 15% | 10% | 6%
Intensities in 180° c-plane
0° 29 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
2915 | 2915 | 2923 | 2932 | 2883 | 2755 | 2626 | 2387 | 2140 | 1887 | 1626 | 1366 | 1200 | 1036 | 887 | 752 | 616 | 451 | 286 | 167
100% | 100% | 100% | 101% | 99% | 94% | 90% | 82% | 73% | 65% | 56% | 47% | 41% | 36% | 30% | 26% | 21% | 15% | 10% | 6%
Intensities in 270° c-plane
0° 29 4° 6° 8° 10° 12° 14° 16° 18° 20° 22° 24° 26° 28° 30° 32° 34° 36° 38°
2915 | 2915 | 2923 | 2932 | 2883 | 2755 | 2626 | 2387 | 2140 | 1887 | 1626 | 1366 | 1200 | 1036 | 887 | 752 | 616 | 451 | 286 | 167
100% | 100% | 100% | 101% | 99% | 94% | 90% | 82% | 73% | 65% | 56% | 47% | 41% | 36% | 30% | 26% | 21% | 15% | 10% | 6%
Beam angle 50% Field angle 10% Cutoff angle 2,5% Intensity ratio in 120° cone Intensity ratio in 90° cone
42.4° 71.8° 80.7° 99.6% 99.5%






