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Light efficiency:
ﬁumen/watt Output: 946 Im

Color tem ture: :
pera ure‘ Peak: 1478 cd —
4984 K Power: 11.6 W
h 4 '

Voltage: 120V £ (\’/

Current: 0.103 A

4:90.3, Rr:99. /
PF: 0.93

A THD: 36.98 %

Angular Distribution
0° and 90° plane

165 180 165
Product name:

RA35x-12RG-90WH - 5000K

Test Date:
2021-11-01

Beam Angle (50% of the brightness of the centre):
42.8°
Field Angle (10% of the brightness of the centre):
78.2°

Cut Off Angle (2.5% of the brightness of the centre):
99°

Beam Details

*measured at centre of beam

Mounting Height . Footcandles* Beam width
(feet)\(meter) Lux (feet) / (meter)
42l8°
4ft/1.2m 994 Ix 92 fc 3.1ft/1m
8ft/2.4m 249 Ix 23fc 6.3ft /1.9m
12 ft/3.7m 110 Ix 10 fc 94ft /29m
16 ft / 4.9m 62 Ix 6 fc 125f /3.8 m

o ) . . Beam center o
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Zonal Lumen Summary

ISO Lux Diagram

5m 16.4f;
Lux at center: 159 Ix
4m 13.1f]
691 73.04% " = 3% 4,77 Ix
837 88.48% 2m 6.6f 5% 7.95 Ix
910 96.19% " o
i 10% 15.90 Ix
19.5 2.06% o o
30%
124 1.31% - . | ATk
8.22 0.87% o — 50% 79.50 Ix
929 98.20% B Sl | Sonditions:
" Number of planes: 8
16.4 1.73% . <3 | Luxdistribution on a surface when
lamp is mounted at 3.05 meters
946 100.00% : : from the surface.
Mounting height: 3.05 meters (10 feet)
Coefficients of Utilization
Ceiling
reflectance 80 70 50 30 10 0
Wall
reflectance| 10 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
Floor
reflectance| 20 20 20 20 20 20 20 20 20 20 20 20 20 20 20 20 20 0
RCR | (RCR: Room Cavity Ratio) Room Values are expressed as percentage of Lumens delivered to the task surface
0 119 119 119 119 116 116 116 116 110 110 110 | 105 105 105 | 100 100 100 98
1 113 110 108 105 | 110 108 106 103 | 103 102 100 | 99 98 97 96 95 94 92
2 107 103 98 95 105 101 97 94 97 94 92 94 91 89 91 89 87 85
3 102 96 91 87 100 94 90 86 91 88 85 89 86 83 86 84 81 80
4 97 90 84 80 95 89 83 80 86 82 78 84 80 77 82 79 76 75
5 93 84 79 74 91 83 78 74 81 77 73 80 76 72 78 74 72 70
6 88 80 74 70 87 79 73 69 77 72 69 75 71 68 74 70 67 66
7 84 75 69 65 83 74 69 65 73 68 65 72 67 64 70 67 64 62
8 80 71 65 61 79 71 65 61 69 64 61 68 64 61 67 63 60 59
9 77 68 62 58 76 67 62 58 66 61 58 65 61 57 64 60 57 56
10 74 64 59 55 73 64 59 55 63 58 55 62 58 55 61 57 54 53
LAMPS (number of lamps) . .
50 Luminaire Budgetary Diagram
40
30
20
10
9
8
7
6 Conditions
5 H = Room height
Lamp distance from ceiling 0.00m
Work area height from floor 0.00m
4 Average lux on work area 100Ix
Ceiling Wall Floor
3 reflectance | reflectance | reflectance
_______ 70 50 30
50 30 20
210 20 30 40 50 70 100 200 300 500 700 1K 2K 3K 4K 5K 7K

AREA m?2 (area of the room)
Liteline Corporation — Richmond Hill, Canada — www.liteline.com Lieiine web -bowniights R1.6



http://www.liteline.com/

m CES99
n ' - I I I CES98
whd Sy 5 ! . - R CSO7
D I ,
22 5 ! i CES95
e=|0 55 25 b I3 —
26 22 h I ———————.
| Q. Ef E2 | ] e | el
I e LN ' b CES90
S Q o= ' - s CE SS9
R Wm mwm | 7 — ==
o o % e CESS7
t ! N e ] CESS6
N | I CESS5
= OO , 1 ¢
n ' b W I I D | CEss3
' h o CES82
o — CES81
n * @ : 1™ W = m E € S S S S| CESS0
H R ” 1 22 o § 5 e ———
e ' - W m o™ m ~ o Lo e CES77
| , 1o £ O o n w © S S CES 76
= C : © a o oo © £ ¥ | IS ©75
- ] I ) o
' - 1 (@] = < S ——
) , ] E | ol 28 B £ £ s 1
) , : @ 2 = 53¢ B2 | —— 7
] b b berre b b b e 1 g 9] M o2 o m K9] Y CESE
, o 9 o o o 9o 9o o o s A - © > g © ceses
Q < ™ N = S ) @ ~ © [e) °c a3 S > e —
- - — — — - o © CES66
m 6 o X O s W @ S CES65
S s % o 8223 ——
o o alo. 3 3 e XX X I S S e CES62
5 1 .. 0- a a a T e
¢ m AN c c o ) CES60 @y
L. . —_ CES59 —
5 O o o
Q VL oo eoveXR 0/0/0%/0 m > o AVH m o o ||||mmmmwm
ls] = SRS 888ss = = 5 E —— |
wp \/me1__264201__059130_A_ﬁ‘l__cmv r o O DO 0O 4 « CEsss )
o CES54
~ cesss &
! (%] e C 552 O
= © e =
H = CES51 1]
W %m%%%%%%%%%%%%%%%% ———————————— g
3 ERTANTOANURODN® O @Y ———— CES O
o S ————————— < L
9_ I CES45
G =~ N CES44 O
FRORANNOCOLHDNONA T D S S S S S| CES43 "G
x DNDODODDDHNDRVDDOD DD DD © e ——————— cts> (3
N cesio
1 c - CES39
= @ OHd N M O © cesar
ES37
Te) on.W123 OO J A Cesse
CES35
™ T c £ I R CES34
A a Q CES33
[} CES32
x (0] S CES31
uUn T CES30
CES29
™ CES28
.. o e CES27
M w =) CES26
I=) ~ o CES25
CES24
(& < < CES23
Ll < CES22
= N © CES21
CES20
U . o CES19
E o © I CES18
= CES17
”_ o e CES16
CES15
N I S S— CES14
0 m © CES13
— CES12
-m n m .m Y S CES11
(=] CES10
[+ m m CES09
= % m v - CES08
CES07
m m «© M m R CES06
oc-C|= ——————— 5]
(%] o S 5 X CES03
W ®© m m = ) CES02
=5 m 2] = . CESO1
32 ) o o o o o ) X ¥ X 2 8 8 X2 ¥ 32 o o o o o o
s P =] o © ~ © D S b & b &8 H & B & =1 @ © < «
a8 < — R < A ==
==t A AT 1d ‘xepul Auepid
R I aNy Aq o any Ag 11ys ewouyd TR

Liteline Corporation — Richmond Hill, Canada — www.liteline.com Lieiine web -bowniights R1.6


http://www.liteline.com/

LITELINE CORPORATION | LITELINE.COM

T 416.996.1856 | 1.866.730.7704
F 905.709.5255 | 1.888.738.9736

RA35x-12RG-90WH - 5000K

=== Liteline

Copyright ©2020, All rights reserved.

Photometric Testing Report

Glare Evaluation According to UGR

p Ceiling 70 70 50 50 30 70 70 50 50 30
p Walls 50 30 50 30 30 50 30 50 30 30
p Floor 20 20 20 20 20 20 20 20 20 20
Room size Viewing direction at right angles to Viewing direction parallel to lamp axis
X Y lamp axis
2H 2H| 295 301 296 304 306 | 295 301 296 304 306
3H| 293 301 297 303 304 | 293 301 297 303 304
4H| 293 30.0 29.7 30.2 304 | 293 300 29.7 302 304
6H| 29.3 299 296 302 305 | 293 299 296 302 305
8H| 29.2 298 296 302 305 | 292 298 296 302 305
12H| 29.2 298 296 301 305 | 292 298 296 30.1 305
4H 2H| 29.2 299 296 302 304 | 292 299 296 302 304
3H| 29.2 298 296 301 305 | 292 298 296 301 305
4H| 291 296 295 301 306 | 29.1 296 295 30.1 306
6H| 29.1 296 296 300 303 | 291 296 296 300 303
8H| 29.0 296 296 299 303 | 290 296 296 299 303
12H| 29.0 294 295 298 303 | 29.0 294 295 298 303
8H 4H| 29.0 295 295 299 30.2 | 29.0 295 295 299 302
6H| 29.0 294 295 298 303 | 290 294 295 298 303
8H| 29.0 293 296 298 305 | 290 293 296 298 305
12H| 29.0 292 296 298 304 | 29.0 292 296 29.8 304
12H 4H| 289 294 294 298 30.2 | 289 294 294 298 302
6H| 29.0 293 295 298 304 | 290 293 295 298 304
8H| 29.0 292 296 297 303 | 290 292 296 29.7 303
Variation of the observer position for the luminaire distance S
S=1.0H 43/-5.8 4.3/-5.8
S=1.5H 6.9/-6.8 6.9/-6.8
S=2.0H 8.8/-7.3 8.8/-7.3
Standard table n/a n/a
Corrected glare indices referring to 946 Im total luminous flux

Due to our continued efforts to improve our products, product specifications are subject to change without notice. Please refer to our
website for the latest test results.

Liteline Corporation — Richmond Hill, Canada — www.liteline.com Lieline web -bowniights R1.6



http://www.liteline.com/

