PROJECT:

r ‘ CARLI PENDANT TYPE:

N i

DECORATIVE
CPO6OSXT
FA / SFA - Frosted Acrylic Diffuser with Frosted Acrylic Shade
AZ - Anodic Bronze
CPOOBXT CPOSOBXT CPOGOBXT ) )
FA / SAL - Frosted Actylic Diffuser with Aluminum Shade NL / SFA - No Diffuser with Frosted Acrylic Shade NL /SAL - No Diffuser with Aluminum Shade
PT - Platinum Silver MB - Matte Black SN - Sun Gold
SERIES LUMENS' CCT OPTIC DRIVER / DIMMING* DIFFUSER SHADE MOUNTING? FINISH"!
CP0608XT | 10L| 1000 Lm 83 CRI OSD? | Open Spherical EX® | Electronic Driver, FA® | Frosted | SFA | Frosted RDC5%¢ | Small Driver Canopy MW'2 | Matte White
13L|1300Lm | 27K | 2700K Optic 120V/277V Acrylic Acrylic CP13% | Large Driver Canopy MB'2| Matte Black
20L 2000Lm | 30K 3000k | CSD|Closed Spherical |DO10X®| 1%, 0-10V, 120V/277V NL | NoLens | SAL | Aluminum HM? | Hang Straight PT'2| Platinum Silver
35K | 3500K Optic DS2W1¢ ELV / MLV, 120V AT’ | Hang Straight All Thread CC | Custom Color
40K | 4000k | NSD? | No Optic DLTE1’ | Lutron 2-Wire Forward PM? | Rigid Pendant Mount
98 CRI ARTIST Phase (MLV), 120V CD?| Cord / Cable Mount
27HK | 2700K DL3EX’ | 1%, Lutron® EcoSystem®, CM° | Cord Mount See Page 6
Fades to Black, EMCR'® | 10W Canopy Mounted EM | for Full Range of
30HK | 3000K Color Options
35HK | 3500K 120V/277V EMRM | 7W Remote EM @ 900979)
40HK | 4000K EMEN | 7W Remote with Enclosure
EXAMPLE: CP0608XT10L27KOSDEXFASFA/RDCS5HM24MW
NOTES: o
1 Nominal Source Lumens at 35K 2 Standard Optic 3 NSD Requires FA Lens 4 Contact Factory for Additional Options 5 RDCS for EX/DO10X Drivers (Ib) Us/A
6 RDCS for 83 CRIand 98 CRI 10-13L, CP13 for 98 CRI20L 7 CP13 for Lutron Drivers - 8 See Mounting Page for Details on Components and Finishes Ak =

9 Specify Length in Inches: See Mounting Page for Available Lengths 10 EMCR Replaces RDCS5 or CP13 11 See Color Page for More Options/Consult Factory for Special Finishes
12 Standard Finishes

SPECTRUM

Dimensions and values shown are nominal. Spectrum Lighting confinually works fo improve products and reserves the right fo make changes which
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r 1 CARLI PENDANT

DAMP LOCATION

N s

DECORATIVE

HOUSING DIMENSIONS

(I

Frosted Acrylic Lens, Frosted Acrylic Shade Shown

LUMENS / WATTAGE DATA

PART SOURCE | DELIVERED | SYSTEM

NUMBER LUMENS' | LUMENS? WATTS LPw
CP0O608XTT10LOSDFASFA 1000 322 9 35
CP0608XT13LOSDFASFA 1300 434 13 33
CPO608XT20LOSDFASFA 2000 668 22 31

1 Nominal Source Lumens at Any CCT 2 Nominal Delivered Lumens af 35K 3 See Phofometry Page for Other Available Shielding Options

APPLICATION
Carliis a decorative mini pendant for accent and general illumination.

FEATURES

Speclume series luminaires offer a simple contemporary style with functional performance.
All fixtures are designed and manufactured in our factory. Carli features a multi tier aesthetic.
A variety of mounting options are available. Standard optic is soft distribution (OSD) with
wide angle domed acrylic inner lens.

FINISH

Multi-stage polyester powder-coat process applied on our dedicated paint lines. A wide
variety of standard and custom finishes are available. All exposed materials are chromate
pretreated fo resist corrosion.

ELECTRONICS

LED system features Xicato LED module with proprietary phosphor fechnology that provides
consistent, stable color with CCT tolerances of +/- 100K over life of light engine. Base CRI is 83,
with 2-step MacAdam Ellipse color consistency. High CRI is 98, with 1 x 2-step MacAdam Ellipse
color consistency. Variety of electronic 120V/277V and dimming drivers.

CONSTRUCTION
Fixtures are spun and machined in our factory from high purity aluminum. Passively cooled

A B integral heat sink.
6.0 82 CODE COMPLIANCE
152.4 mm 207.0 mm BAA compliant. ETL certified to meet US and Canadian standards. Suitable for dry or damp
locations. Manufactured and tested to UL standards No. 1598/8750.
CEILING MOUNT
(SEE MOUNTING PAGES FOR MORE OPTIONS & CANOPY DIMENSIONS.)

HM / AT/ PM

HANG STRAIGHT / ALL THREAD / PENDANT CORD / CABLE MOUNT

CPO608XT SHOWN WITH RDC5PM

CPO608XT SHOWN WITH RDC5CD

CM
CORD MOUNT

CPO608XT SHOWN WITH RDC5CM

SPECTRUM
LIGHTING INC,
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CARLI PENDANT
DAMP LOCATION
CAFES / PHOTOMETRIC DATA

DECORATIVE

CP0608XT-20L35K-OSD-EX-FASAL-PT

CANDLEPOWER CURVE INTENSITY SINGLE UNIT: PERFORMANCE MULTIPLE UNITS: PERFORMANCE
INITIAL FOOTCANDLES 80/50/20% REFLECTANCES
BASED ON IES BEAM ANGLE INITIAL FOOTCANDLES AND WATTS PER SQUARE FOOT
130F20° 33100 )°
| ey 0°-20° | 235 | 22% | | Mounting Height | FC at Centeron | | Ceiling | Fixture RCR3 RCR 5
0.00° 830 AFF Floor Height | Spacing | o+ | w/sq.Ft. | FC* | W/sq.Ft.
o 20°-50° | 341 | 32% 3 O
20.00¢ 371 o 55" 27 fc 8 4 53 1.44 54 1.77
40.00° 154 12 6" 20 0.56 26 0.87
. 50°-80° | 224 | 21% 65" 207
6000° 77 16 g™ | 14 037 1 037
80.00° 67 80°-90° | 73 | 7% 75" 15fc Delivered
90.00° 67 lluminance 37 FC per W/Sq. Ft. | 30 FC per W/Sq. Ft.
8.5" 11 fc ing:
l000e 63 || 0°-90° | 872 | 83% Rafing: [DIR)
100" 8ic 2' Suspension Length
110.00° 41 - Square rooms used for multiple units:
90°-120° | 165 | 16% " i ,
120000 2 ) - RCR 3: Length & Width = Ceiling Ht. -4.5'x 3.33
. 120 6fc - RCR5:Length & Width = Ceiling Ht. - 4.5' x 2.00
140.00° 1 120°-150°| 12 1% ) : Average Footcandles at 2.5' Above Floor
160.00° 1 140 4fc Exceeds spacing criteria by 87%
- - 1,050 | 100% " Exceeds spacing criteria by 31%
[ 10° 20° 180.00° 1 ofa : ° 16.0 3fc " Exceeds spacing criteria by 14%
Delivered Lumens: 1,050 CP at 0deg (Nadir): 830 Lamp Multiplier: 10Lx 0.48, 13L x 0.65
Luminaire Watts: 21.7 CRI: 83 CCT Mulfiplier: same for all available CCT's

LER: 48.39

CP0608XT-20L-35K-OSD-EX-FASFA-PT

CANDLEPOWER CURVE INTENSITY ZONAL LUMENS SINGLE UNIT: PERFORMANCE MULTIPLE UNITS: PERFORMANCE
INITIAL FOOTCANDLES 80/50/20% REFLECTANCES
BASED ON IES BEAM ANGLE INITIAL FOOTCANDLES AND WATTS PER SQUARE FOOT
000° || o200 | 159| 24% | | Mounting Height | FC at Centeron | | Ceiing | Fixture RERIS RERL)
0.00° 564 AFF Floor Height | Spacing | ec+ | wysq.Ft. | FC* | W/sq.Ft.
20°-50° | 218 | 33% . pc
2000° 270 d 55 19te 8 4 34 1.44 35 177
40.00° 96 12 6" 13 0.56 17 0.87
. 50°-80° | 133| 20% 65" 13fc
6000° 44 16 g™ 9 037 7 0.37
8000° 41 80°-90° | 45 | 7% 75 10fe Delivered
90.00° 40 lluminance 24 FC per W/Sq. Ft. | 20 FC per W/Sq. Ft.
85" 8fc ing:
100000 39 0°-90° | 555 83% Rafing: (DIR)
100 stc 2' Suspension Length
110.00° 35 " : Square rooms used for multiple units:
00 25 | | 0727|103 197 ) - RCR 3: Length & Width = Ceiling Ht. -4.5' x 3.3
. 120 4fc - RCR 5: Length & Width = Ceiling Ht. - 4.5' x 2.00
140.00° 1 120°-150° | 9 1% * Average Footcandles at 2.5' Above Floor
140 3fc ° Exceeds spacing criteria by 79%
160.00° 1 - . o
Total 668 | 100% . Exceeds spacing criteria by 25%
180.00° 1 16.0 2fc Exceeds spacing criteria by 9%
Delivered Lumens: 668 CP at Odeg (Nadir): 564 Lamp Multiplier: 10Lx 0.48, 13L x 0.65
Luminaire Watts: 21.7 CRI: 83 CCT Multiplier: Same for all available CCT's
LER: 30.78
CP0608XT-20L-35K-OSD-EX-NLSFA-PT
CANDLEPOWER CURVE INTENSITY ZONAL LUMENS SINGLE UNIT: PERFORMANCE MULTIPLE UNITS: PERFORMANCE
INITIAL FOOTCANDLES 80/50/20% REFLECTANCES
BASED ON IES BEAM ANGLE INITIAL FOOTCANDLES AND WATTS PER SQUARE FOOT
130P20° o
i 000% || 0s-20° | 208| 25% | | Mounling Height | FC af Centeron | | Ceiing | Fixture RCR3 RCRS
0.00° 760 AFF Floor Height | Spacing | -+ | wysq.Ft. | FC* | W/sq.Fh.
20°-50° | 223 | 27% g o
1 20.00° 304 d 55" 25 fc 8 g 73 2.56 43 1.77
o 40.00° 84 12 5" 25 0.87 21 0.87
. 50°-80° [ 111 13% 65 18fc
6000° 21 16 77 037 9 0.37
3 o .
80.00° 74 80°-90° | 91 | 11% 7.5 l4fc Delivered
A& 90.00° 85 lluminance 28 FC per W/Sq. Ft. | 24 FC per W/Sq. Ft.
85" 1 fc ing:
100000 73 0°-90° | 633 76% Rafing: (DIR)
5 100" 8ic 2' Suspension Length
110.00° 38 " . Square rooms used for multiple units:
4 120000 1 90°-120° | 192 23% ) - RCR 3: Length & Widith = Ceiling Ht. -4.5' x 3.33
- 120 Sfe - RCR 5: Length & Width = Ceiling Ht. - 4.5'x 2.00
7 140.00° 1 120° - 150° 9 1% * Average Footcandles at 2.5' Above Floor
160.00° 2 140" 4fc " Exceeds spacing criteria by 45%
& - ] 835 | 100% - " Exceeds spacing criteria by 13%
180.00° 1 ofal 16.0 3fc ™ Exceeds spacing criteria by 3%
Delivered Lumens: 835 CP at 0deg (Nadir): 760 Lamp Mulfiplier: 10L x 0.48, 13L x 0.65
Luminaire Watts: 21.7 CRI: 83 CCT Multiplier: same for all available CCT's

LER: 38.48

SPECTRUM
LIGHTING INC.
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CARLI PENDANT
DAMP LOCATION
CAFES / PHOTOMETRIC DATA

DECORATIVE

CP0608XT-20L35K-OSD-EX-NLSAL-PT

CANDLEPOWER CURVE INTENSITY SINGLE UNIT: PERFORMANCE MULTIPLE UNITS: PERFORMANCE
INITIAL FOOTCANDLES 80/50/20% REFLECTANCES
BASED ON IES BEAM ANGLE INITIAL FOOTCANDLES AND WATTS PER SQUARE FOOT
e 0°-20° | 232| 30% | | Mounting Height | FC at Centeron | | Ceiing | Fixture RCR 3 RCR 5
000° 828 AFF Floor Height | Spacing | o+ | wysq.Ft. | FC* | W/sa.Fh.
20°-50° | 268 | 35% 3 O
20.00° 357 ° 55" 27 fe 8 4 41 1.44 43 1.77
40.00° 108 2 6" 16 0.56 21 0.87
. 50°-80° | 77 | 10% 65 20fc
6000° 18 16 g™ | 037 9 0.37
80.00° 40 80°-90° | 49 | 6% 75 15fc Delivered
90.00° 50 lluminance 29 FC per W/Sq. Ft. | 24 FC per W/Sq. Ft.
85" 1 fc ing:
100000 52 0°-90° | 626 81% Rafing: (DIR)
100° 8fc 2' Suspension Length
s00cd 110.00° 29 - Square rooms used for multiple units:
90°-120° | 138 | 18% - RCR 3: Length & Width = Ceiling Ht. -4.5' x 3.33
- 12000° 1 120" 6 f g [ Z g T e X
700cd N + c - RCR 5: Length & Width = Ceiling Ht. - 4.5' x 2.00
- 140.00° 2 120°-150° | 10 1% * Average Footcandles at 2.5' Above Floor
80Qed /1 140" 4fc * Exceeds spacing criteria by 90%
160.00° 1 - : o
Total 775 | 100% . Exceeds spacing criteria by 33%
o 100 20° 180.00° 1 16.0 3fc ™ Exceeds spacing criteria by 16%
Delivered Lumens: 775 CP at 0Odeg (Nadir): 828 Lamp Multiplier: 10Lx 0.48, 13L x 0.65
Luminaire Watts: 21.7 CRI: 83 CCT Multiplier: same for all available CCT's
LER: 35.71
CP0608XT-20L35K-CSD-EX-FASAL-PT
CANDLEPOWER CURVE INTENSITY SINGLE UNIT: PERFORMANCE MULTIPLE UNITS: PERFORMANCE
INITIAL FOOTCANDLES 80/50/20% REFLECTANCES
BASED ON IES BEAM ANGLE INITIAL FOOTCANDLES AND WATTS PER SQUARE FOOT
1807080%50P40 300 o
I oy 0°-20° 94 | 10% Mounting Height | FC at Centeron | | Ceiling | Fixture RER2 RER
oo 000° 248 AFF Floor Height | Spacing | pc* | w/sq.Ft. | FC* | W/Sq.Fh.
" o 20°-50° | 327 | 34% . -
2 - 20.00° 240 g 55 8fc 8 8 10 0.28 8 0.28
40.00° 157 12 " 9 0.25 7 0.25
%0 7o 50°-80° | 250 | 26% 65" 6fc L
o 86 : |
75 o 60.00 16 12 6 016 3 011
f 80.00° 79 80° - 90° 85 9% 75" 4fc Delivered
I o 90.00° 78 lluminance 35 FC per W/Sq. Ft. | 28 FC per W/Sq. Ft.
85" 3fc ing:
y ) 100000 75 0°-90° | 757 | 78% Rating: (D'_R’
100" 2fc 2' Suspension Length
17: 110.00° 43 o " . Square rooms used for multiple units:
, e I ke ) - RCR 2: Length & Width = Ceiling Ht. -4.5' x 5.00
. 120 2fc - RCR 4: Length & Width = Ceiling Ht. - 4.5' x 2.50
22 ° 140.00° 1 120°-150° | 13 | 1% * Average Footcandles at 2.5' Above Floor
25 160.00° 1 140 Tfc " Exceeds spacing criteria by 81%
- - 967 | 100% " Exceeds spacing criteria by 6%
o 10° 20° 180.00° 1 (€1ie] 160 Tfc ™ Exceeds spacing criteria by -17%
Delivered Lumens: 967 CP at Odeg (Nadir): 248 Lamp Multiplier: 10Lx 0.48, 13L x 0.65
Luminaire Watts: 21.7 CRI: 83 CCT Multiplier: same for all available CCT's
LER: 44.56
CP0608XT-20L35K-NSD-EX-FASAL-PT
CANDLEPOWER CURVE INTENSITY SINGLE UNIT: PERFORMANCE MULTIPLE UNITS: PERFORMANCE
INITIAL FOOTCANDLES 80/50/20% REFLECTANCES
BASED ON IES BEAM ANGLE INITIAL FOOTCANDLES AND WATTS PER SQUARE FOOT
By 0°-20° | 306 | 20% | | Mounting Height | FC at Centeron | | Ceiling | Fixture RER2 RERS
000° 909 AFF Floor Height | Spacing | rc+ | w/sq.Ft. | FC* | W/Sq.FL
o 20°-50° | 723 | 47% g pc
20.00° 715 o 55 30 fc 8 8 18 0.28 15 0.28
40.00° 196 12 ! 16 0.25 13 0.25
. 50°-80° | 329 | 21% 65 2fe 10
60.00° 122 16 | a2 | 0 016 5 o1
80.00° 81 80° - 90° 74 5% 7.5 16 fc Delivered
90.00° 55 lluminance 63 FC per W/Sq. Ft. | 52 FC per W/Sq. Ft.
8.5" 13 fc ing:
00000 39 || 0°-90° 1431 93% Rafing: [DIR)
100" 9 2' Suspension Length
110.00° 22 o o N < Square rooms used for multiple units:
000 3 90°-120° | 103 | 7% ) - RCR 2: Length & Width = Ceiling Ht. -4.5' x 5.00
s 120 6 fc - RCR 4: Length & Width = Ceiling Ht. - 4.5' x 2.50
140.00° 1 120°-150° | 9 1% . * Average Footcandles af 2.5' Above Floor
140 Sfc Exceeds spacing criteria by 114%
160.00° 1 - . o
_— Total 1544 | 100% , f Exceeds spacing criteria by 25%
° 10° 20° 180.00° 1 ’ 160 4fc Exceeds spacing criteria by -2%
Delivered Lumens: 1,544 CP at 0deg (Nadir): 909 Lamp Mulfiplier: 10L x 0.48, 13L x 0.65
Luminaire Watts: 21.7 CRI: 83 CCT Multiplier: same for all available CCT's

LER: 7115

SPECTRUM
LIGHTING INC.
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MOUNTING & ACCESSORIES

SOME OPTIONS NOT AVAILABLE ON ALL FIXTURES, CONSULT SPECIFICATION SHEETS. SEE INDIVIDUAL SPECIFICATION SHEETS OR CONSULT FACTORY FOR ADDITIONAL INFORMATION
NOTE: THIS IS TYPICAL OF SPECLUME SPECIFICATION FOR PENDANT MOUNTING. INDIVIDUAL FIXTURES OR PROJECTS MAY HAVE SPECIALIZED REQUIREMENTS.

CEILING MOUNTING

HM* AT PM* CD
RDC5 - SMALL DRIVER CANOPY (STANDARD) ~ HANG STRAIGHT HANG STRAIGHT ALL THREAD RIDGID PENDANT MOUNT CORD / CABLE MOUNT
45° SWIVEL 1/2" STEM - 3/8" NPT 45° SWIVEL 1/2" STEM - 1/4" IP RIGID 1/2" STEM - 3/8" NPT SJ CORD WITH 1/16 SS CABLE

MOUNTS TO 4” OCTO J-BOX

ADJUST

/sPEC)
N

DECORATIVE

CcM
CORD MOUNT
SJ CORD WITH STRAIN RELIEF

— AND
25 LOCKS
L FIELD
CUTABLE
0°
45° 45°
CP13 - LARGE DRIVER CANOPY
ORDER: HM (Length) ORDER: AT (Length) ORDER: PM (Length) ORDER: €D (Length) ORDER: CM (Length)
SPECIFY LENGTH: SPECIFY LENGTH: SPECIFY LENGTH: SPECIFY LENGTH: SPECIFY LENGTH:
— HM3 - 3" HM24 - 24" ATI2-12" PM3 - 3" PM24 - 24" CD36 - 36" CM36 - 36"
@70 <] @ < 26 HM6 - 6" HM36 - 36" AT24 - 24" PM6 - 6" PM36 - 36" CD72-72" CM72 - 72"
L HM12 - 12" HMA48 - 48" AT36 - 36" PM12- 12" PM48 - 48" CD144 - 144" CM144 - 144"
HM18 - 18" HM72 - 72" PMI8 - 18" PM72 - 72" CDLEO) CMLEOO0
HMLC(XX) LD CUT THREADED PP PMLLC(XX) Custom Length Custom Length
Custom Length b | 10R v ) Custom Length (Specify in Inches) (Specify in Inches)
(Specify in Inches) PPE COVER’ OVER THREADED PPE [l (Specify in Inches)
*MAXIMUM ONE PIECE STEM LENGTH IS 72" **MAXIMUM ONE PIECE STEM LENGTH IS 36". LONGER LENGTHS ARE POSSIBLE USING MULTIPLE STEMS AND COUPLERS. BT J—m
**ORDER IN 12" INCREMENTS, ODD SIZES MAY BE FIELD CUT
EMERGENCY BATTERY OPTIONS REMOTE EMERGENCY BATTERY OPTIONS
EMCR - LARGE DRIVER CANOPY FOR EMRM”* - 7W REMOTE EMERGENCY BATTERY EMEN" - 7W REMOTE EMERGENCY BATTERY
10W EMERGENCY BATTERY (50' MAX) WITH ENCLOSURE (50' MAX)

(FOR ROUND CEILING MOUNT TYPES)

i * “

— f | [ !

290 MZQ t L 1 2
L | J c

L A B [+ A B c

1.3 12,6 13.0 20 17.0 6.2

*OTHER EM BATTERY SIZES AVAILABLE, CONSULT FACTORY

SPECTRUM

LIGHTING INC.
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COLOR OPTIONS - POWDER COAT PAINT FINISHES TECIRUM

NOTE: NO PRINTED IMAGE CAN EQUAL THE EXACT COLOR OF FINISH ON METAL. m

SEE INDIVIDUAL SPECIFICATION SHEETS OR CONSULT FACTORY FOR ADDITIONAL INFORMATION. mm
STANDARD CORD / STEM / CANOPY FINISHES PAINT TIMES

FIXTURE COLOR STANDARD CORD COLOR STANDARD CANOPY / STEM COLOR TIER cost AVERAGE PAINT TIME*
Matte White, Textured White Matte White Matte White Tier 1 - Standard Finishes $ [©)
Gloss White Matte White Gloss White Tier 2 - Typical Finishes $$ [ClC)
Matte Black, Gloss Black, Textured Black Matte Black Matte Black Tier 3 - Special Metal Finishes $$$ OO0
All Others Matte Black Same Color as Fixture Tier 4 - Tri-Coat Finishes $5$ OOOO
Custom Color Contact Factory Contact Factory Custom Color Contact Factory Contact Factory

*CONTACT FACTORY FOR SPECIFIC PRODUCT LEAD TIMES
TIER 1 - STANDARD FINISHES
MW GW PT MB GB BZ

Matte White Gloss White Platinum Silver Matte Black Gloss Black Bronze

TIER 2 - TYPICAL FINISHES
U MT* oB* SN co BR GH CH AL VE

Textured White Textured Black Textured Silver QOil Rubbed Bronze  Sun Gold Copper Metallic Brecchia Graphite Charcoal Almond Verde Green

RD PG TQ SF PK AY EG

Blue Streak Red Baron Orcmge Camel Purple Pub Green Turquoise Sea Foam Pink Aero Yellow Evergreen
LB AK AM AZ AS AN AC

L\me Green Light Blue Burgundy Anodic Black Anodic Malachite  Anodic Bronze Anodic Sapphire Anodic Natural Anodic Champagne

TIER 3 - SPECIAL METAL FINISHES TIER 4 - TRI-COAT FINISHES

GA* BA*/** GF* JR Js* JH

Galvanized Brushed Aluminum  Gold Flake Tri-Coat Red Tn Coat Blue Tn Coat Green Tn -Coat Copper TH Coat Brass Tri-Coat Chrome

CUSTOM COLOR FINISHES

CONTACT FACTORY
CcC

Custom Color

*UNAVAILABLE FOR WET LOCATION
**UNAVAILABLE FOR INTERIOR

SPECTRUM

WWW.SPECLIGHT.COM « 994 JEFFERSON STREET, FALL RIVER, MA 02721 « 508.678.2303 FAX 508.678.2260 LIGHTING INC.
83-90079_RB
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