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Dimensions and values shown are nominal. Spectrum Lighting continually works to improve products and reserves the right to make changes which 
may alter the performance or appearance of products.

ACCESSORIES8

ORDER SEPARATELY

LN3ASO
LN3AFG
LN3ASK
LN3AGL

SN3A9

HL3A9

Solite Diffuse Lens
Frosted Lens
Skytex Linear Lens
Clear Lens
Snoot
Hex Louver

STT3" TRACKLIGHT 
DAMP LOCATION
INTERIOR - EURO SERIES

EXAMPLE: STT3PC10L27KNDDO101TP3PT
NOTES:
1 Nominal Source Lumens at 35K    2 Contact Factory for Additional Options    3 Requires TP3 Adaptor and XTSC PULSE Track System, 120V Only     
4 Electronic Driver 277V/HTEK100 Only    5 120V 0-10V Only    6 See Color Page for More Options/Consult Factory for Special Finishes    7 Standard Finishes     
8 Track Light Accepts up to Two Accessories    9 Flat Black Finish

SERIES LUMENS1 CCT BEAM DRIVER / VOLTAGE2 TRACK ADAPTOR FINISH6

STT3PC 10L
20L
30L
40L

1100 Lm 
2100 Lm
3000 Lm
4000 Lm

82 CRI ND
MD
WD
XW

19°
36° 
43° 
62°

E2   
DO1013

DS2W1

 

Electronic Driver, 277V
1%, 0-10V, 120V
1%, ELV/MLV 120V

GES66
TEK100

HTEK1004

TP35

Global GES 1 CIR/1 NEUT 120V
Global TEK 2 CIR/2 NEUT 120V
Global TEK 2 CIR/2 NEUT 277V
Global XTSC 3 CIR/1 NEUT 120V,  
0-10V Dimmable

MW7 
MB7 
PT7 
CC

Matte White 
Matte Black 
Platinum Silver 
Custom Color

27K
30K
35K
40K

2700K
3000K
3500K
4000K 

See Page 7   
for Full Range of 
 Color Options

(83-90102)

92 CRI
27HK
30HK

2700K
3000K

QUICK SHIP

STT3PC
MW - Matte White

STT3PC
MB - Matte Black

STT3PC
PT - Platinum Silver

83-60076_RB
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FIXTURE ACCESSORIES

STT3" TRACKLIGHT 
DAMP LOCATION
INTERIOR - EURO SERIES

0° POSITION 45° TILT 90° TILT

B

A B
5.9

238.8 mm
3.3 

83.8 mm

A

B

A B
6.0

241.3 mm
4.3

121.9 mm

A B
6.6

251.5 mm
5.1

134.6 mm

B

AA

C

D

A B C D
5.9

238.8 mm
5.3

134.6 mm
2.4

60.9 mm
3.3 

83.8 mm

SIDE VIEW

A
B

FIXTURE DIMENSIONS

APPLICATIONS 
Spectrum 3" Round Euro series is our workhorse trackhead for accent lighting with up to 
2700 lumens delivered. 

FEATURES 
Die-cast passive cooled LED tracklight with a wide variety of options. Track light accepts 
up to two accessories. Reflector and accessories are easily changed. Zhaga International 
standard LED module for fixture maintenance and upgrades. High tension friction locking 
mechanism for aiming and rotation. Wide array of track systems and fixture mounting. 

FINISH
Multi-stage polyester powder-coat process applied on our dedicated paint lines. A 
wide variety of standard and custom finishes are available. All exposed materials are 
chromate pretreated to resist corrosion.

CONSTRUCTION
Fixture is fabricated from die-cast, extruded and machined aluminum.

ELECTRONICS
LED module features high brightness white Philips LEDs. 3-step MacAdam Ellipse binning 
with 82 and 92 CRI available. DS2W1 MLV/ELV phase cut driver dims smooth to 1%. 

CODE COMPLIANCE 
BAA Compliant. ETL Listed for damp locations. Manufactured and tested to UL 
Standards No. 1598/8750.

DLC LISTING
STT3PC30L35KWDE2/HTEK100/xx/NL
L70: >60,000 hours

LUMENS / WATTAGE DATA

PART 
NUMBER

SOURCE 
 LUMENS1

DELIVERED 
LUMENS2

SYSTEM 
WATTS LPW

STT3PC10L 1000 598 8 72

STT3PC20L 2000 1251 17 73

STT3PC30L 3000 1955 22 89

STT3PC40L 4000 2679 30 88

1 Nominal Source Lumens at 35K    2 Nominal Delivered Lumens at 84 CRI with PC40L 35K MDE1 GES66

83-60076_RB

A B
1.25

31.8 mm
2.1 

53.3 mm

A

B

SNA3
SNOOT

Detail View

HLA3
HEX LOUVER

LN3ASO
SOLITE DIFFUSE LENS

LN3AFG
FROSTED LENS

LN3AGL
CLEAR LENS

Detail View

LN3ASK
SKYTEX LINEAR LENS
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STT3 PC40L 35K WD GES66

CANDLEPOWER CURVE
 TEST SP-00596_16_M-40L

INTENSITY
 CANDELA
 0º AZIMUTH

ZONAL LUMENS SINGLE UNIT: PERFORMANCE
INITIAL FOOTCANDLES

 BASED ON IES BEAM ANGLE

MULTIPLE UNITS: PERFORMANCE
80/50/20% REFLECTANCES

 INITIAL FOOTCANDLES AND WATTS PER SQUARE FOOT

0° 10° 20°

30°

40°

50°

60°

70°

80°

90°

0°

500 cd

1000 cd

1500 cd

2000 cd

2500 cd

3000 cd

3500 cd

4000 cd

4500 cd

5000 cd

5500 cd

6000 cd

6500 cd

0.00°

0.00° 6,396

5.00° 6,150

10.00° 5,313

15.00° 4,130

20.00° 2,866

30.00° 813

40.00° 81

50.00° 46

60.00° 40

70.00° 41

80.00° 24

90.00° 1

0° - 10° 561 20%

0° - 20° 1,664 60%

0° - 30° 2,426 88%

0° - 40° 2,599 94%

0° - 60° 2,676 97%

0° - 80° 2,742 100%

0° - 90° 2,751 100%

Total 2,751 100%

Ceiling
 Height

Fixture
 Spacing

RCR 3 RCR 5

FC + W/Sq. Ft. FC + W/Sq. Ft.

9' 2' 649 7.34 503 6.28

12' 4' 164 1.86 135 1.68

16' 6' 76 0.86 62 0.78

Delivered
 Illuminance

 Rating: (DIR)
88 FC per W/Sq. Ft. 80 FC per W/Sq. Ft.

1' Suspension Length
 Square rooms used for multiple units:

 - RCR 3: Length & Width = Ceiling Ht. -3.5' x 3.33
 - RCR 5: Length & Width = Ceiling Ht. - 3.5' x 2.00

+ Average Footcandles at 2.5' Above Floor

Delivered Lumens: 2,751 CP at 0deg (Nadir): 6,396 Beam Angle: 37.28 Lumen Multiplier: 20L x 0.47, 30L x 0.73
Luminaire Watts: 30.4 CRI: 80+ Spacing Ratio: 0.6 CCT Multiplier: 27K x 0.96, 30K x 0.99, 40K x 1.04

LER: 90.49

Mounting
Height

AFF

FC at
Center
on Floor

Beam
Diameter

FC at
Beam
Edge

6.5 ' 151 fc 4.3 ' 76 fc

7.5 ' 114 fc 5.0 ' 57 fc

8.5 ' 89 fc 5.7 ' 44 fc

10.0 ' 64 fc 6.7 ' 32 fc

12.0 ' 44 fc 8.0 ' 22 fc

14.0 ' 33 fc 9.3 ' 16 fc

16.0 ' 25 fc 10.7 ' 12 fc

20.0 ' 16 fc 13.3 ' 8 fc

file:///M:/Engineering/Paul_C/STT3PC-xxL-80CRI%20-%20IES%20and%20PDF%20files%20(FILES%20UNDER%20CONSTRUCTION,%20DO%20NOT%20USE)/ExportFiles-2019-6-7-T-11-9-10/SP-00596_15%20~%20STT3%20PC40L%2035K%20MDE1%20… 1/2

STT3 PC40L 35K MD GES66

CANDLEPOWER CURVE
 TEST SP-00596_15_M-40L

INTENSITY
 CANDELA
 0º AZIMUTH

ZONAL LUMENS SINGLE UNIT: PERFORMANCE
INITIAL FOOTCANDLES

 BASED ON IES BEAM ANGLE

MULTIPLE UNITS: PERFORMANCE
80/50/20% REFLECTANCES

 INITIAL FOOTCANDLES AND WATTS PER SQUARE FOOT

0° 10° 20°

30°

40°

50°

60°

70°

80°

90°

0°

1000 cd

2000 cd

3000 cd

4000 cd

5000 cd

6000 cd

7000 cd

8000 cd

9000 cd

0.00°

0.00° 8,725

5.00° 8,108

10.00° 6,188

15.00° 3,742

20.00° 2,154

30.00° 726

40.00° 83

50.00° 40

60.00° 41

70.00° 48

80.00° 28

90.00° 1

0° - 10° 716 27%

0° - 20° 1,766 66%

0° - 30° 2,371 89%

0° - 40° 2,528 94%

0° - 60° 2,596 97%

0° - 80° 2,670 100%

0° - 90° 2,679 100%

Total 2,679 100%

Ceiling
 Height

Fixture
 Spacing

RCR 3 RCR 5

FC + W/Sq. Ft. FC + W/Sq. Ft.

9' 2' 637 7.34 497 6.28

12' 4' 161 1.86 133 1.68

16' 6' 75 0.86 62 0.78

Delivered
 Illuminance

 Rating: (DIR)
87 FC per W/Sq. Ft. 79 FC per W/Sq. Ft.

1' Suspension Length
 Square rooms used for multiple units:

 - RCR 3: Length & Width = Ceiling Ht. -3.5' x 3.33
 - RCR 5: Length & Width = Ceiling Ht. - 3.5' x 2.00

+ Average Footcandles at 2.5' Above Floor

Delivered Lumens: 2,679 CP at 0deg (Nadir): 8,725 Beam Angle: 27.68 Lumen Multiplier: 20L x 0.47, 30L x 0.73
Luminaire Watts: 30.4 CRI: 80+ Spacing Ratio: 0.46 CCT Multiplier: 27K x 0.96, 30K x 0.99, 40K x 1.04

LER: 88.13

Mounting
Height

AFF

FC at
Center
on Floor

Beam
Diameter

FC at
Beam
Edge

6.5 ' 207 fc 3.2 ' 103 fc

7.5 ' 155 fc 3.7 ' 78 fc

8.5 ' 121 fc 4.2 ' 60 fc

10.0 ' 87 fc 4.9 ' 44 fc

12.0 ' 61 fc 5.9 ' 30 fc

14.0 ' 45 fc 6.9 ' 22 fc

16.0 ' 34 fc 7.8 ' 17 fc

20.0 ' 22 fc 9.8 ' 11 fc

file:///M:/Engineering/Paul_C/STT3PC-xxL-80CRI%20-%20IES%20and%20PDF%20files%20(FILES%20UNDER%20CONSTRUCTION,%20DO%20NOT%20USE)/ExportFiles-2019-7-25-T-16-8-46/SP-00596_21%20~%20STT3%20PC40L%2035K%20NDE1%20… 1/2

STT3 PC40L 35K ND GES66

CANDLEPOWER CURVE
TEST SP-00596_21

INTENSITY
CANDELA
0º AZIMUTH

ZONAL LUMENS SINGLE UNIT: PERFORMANCE
INITIAL FOOTCANDLES
BASED ON IES BEAM ANGLE

MULTIPLE UNITS: PERFORMANCE
80/50/20% REFLECTANCES
INITIAL FOOTCANDLES AND WATTS PER SQUARE FOOT

0° 10°

20°

30°

40°

50°

60°

70°

80°

90°

0°

1000 cd

2000 cd

3000 cd

4000 cd

5000 cd

6000 cd

7000 cd

8000 cd

9000 cd

10000 cd

11000 cd

12000 cd

13000 cd

0.00°

0.00° 12,504

5.00° 10,590

10.00° 6,602

15.00° 3,623

20.00° 2,059

30.00° 1,193

40.00° 156

50.00° 6

60.00° 6

70.00° 5

80.00° 3

90.00° 0

0° - 10° 870 28%

0° - 20° 1,915 62%

0° - 30° 2,633 85%

0° - 40° 3,040 98%

0° - 60° 3,077 100%

0° - 80° 3,087 100%

0° - 90° 3,089 100%

Total 3,089 100%

Ceiling
Height

Fixture
Spacing

RCR 4 RCR 6

FC + W/Sq. Ft. FC + W/Sq. Ft.

9' 2' 759 7.85 804 9.09

12' 2' 648 6.71 660 7.46

16' 4' 192 1.99 156 1.76

Delivered
Illuminance
Rating: (DIR)

97 FC per W/Sq. Ft. 88 FC per W/Sq. Ft.

1' Suspension Length
Square rooms used for multiple units:
- RCR 4: Length & Width = Ceiling Ht. -3.5' x 2.50
- RCR 6: Length & Width = Ceiling Ht. - 3.5' x 1.66
+ Average Footcandles at 2.5' Above Floor

Delivered Lumens: 3,089 CP at 0deg (Nadir): 12,504 Beam Angle: 21.03 Lumen Multiplier: 20L x 0.47, 30L x 0.73
Luminaire Watts: 30.3 CRI: 80+ Spacing Ratio: 0.35 CCT Multiplier: 27K x 0.96, 30K x 0.99, 40K x 1.04

LER: 101.95

Mounting
Height

AFF

FC at
Center
on Floor

Beam
Diameter

FC at
Beam
Edge

6.5 ' 296 fc 1.2 ' 148 fc

7.5 ' 222 fc 1.4 ' 111 fc

8.5 ' 173 fc 1.6 ' 87 fc

10.0 ' 125 fc 1.9 ' 63 fc

12.0 ' 87 fc 2.2 ' 43 fc

14.0 ' 64 fc 2.6 ' 32 fc

16.0 ' 49 fc 3.0 ' 24 fc

20.0 ' 31 fc 3.7 ' 16 fc

STT3" TRACKLIGHT 
DAMP LOCATION
INTERIOR - EURO SERIES / PHOTOMETRIC DATA

83-60076_RB
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STT3 PC40L 35K XW GES66

CANDLEPOWER CURVE
TEST SP-00596_23

INTENSITY
CANDELA
0º AZIMUTH

ZONAL LUMENS SINGLE UNIT: PERFORMANCE
INITIAL FOOTCANDLES
BASED ON IES BEAM ANGLE

MULTIPLE UNITS: PERFORMANCE
80/50/20% REFLECTANCES
INITIAL FOOTCANDLES AND WATTS PER SQUARE FOOT

0° 10°

20°

30°

40°

50°

60°

70°

80°

90°

0°

300 cd

600 cd

900 cd

1200 cd

1500 cd

1800 cd

2100 cd

2400 cd

2700 cd

3000 cd

0.00°

0.00° 2,925

5.00° 2,842

10.00° 2,666

15.00° 2,451

20.00° 2,228

30.00° 1,610

40.00° 470

50.00° 134

60.00° 46

70.00° 11

80.00° 3

90.00° 0

0° - 10° 272 10%

0° - 20° 968 35%

0° - 30° 1,878 67%

0° - 40° 2,504 90%

0° - 60° 2,755 99%

0° - 80° 2,783 100%

0° - 90° 2,785 100%

Total 2,785 100%

Ceiling
Height

Fixture
Spacing

RCR 2 RCR 4

FC + W/Sq. Ft. FC + W/Sq. Ft.

9' 4' 182 1.96 116 1.44

12' 6' 76 0.82 49 0.60

16' 8' 46 0.50 40 0.50

Delivered
Illuminance
Rating: (DIR)

93 FC per W/Sq. Ft. 80 FC per W/Sq. Ft.

1' Suspension Length
Square rooms used for multiple units:
- RCR 2: Length & Width = Ceiling Ht. -3.5' x 5.00
- RCR 4: Length & Width = Ceiling Ht. - 3.5' x 2.50
+ Average Footcandles at 2.5' Above Floor

Delivered Lumens: 2,785 CP at 0deg (Nadir): 2,925 Beam Angle: 63 Lumen Multiplier: 20L x 0.47, 30L x 0.73
Luminaire Watts: 30.3 CRI: 80+ Spacing Ratio: 0.94 CCT Multiplier: 27K x 0.96, 30K x 0.99, 40K x 1.04

LER: 91.91

Mounting
Height

AFF

FC at
Center
on Floor

Beam
Diameter

FC at
Beam
Edge

6.5 ' 69 fc 4.0 ' 34 fc

7.5 ' 52 fc 4.6 ' 26 fc

8.5 ' 40 fc 5.2 ' 20 fc

10.0 ' 29 fc 6.1 ' 14 fc

12.0 ' 20 fc 7.3 ' 10 fc

14.0 ' 15 fc 8.5 ' 7 fc

16.0 ' 11 fc 9.8 ' 6 fc

20.0 ' 7 fc 12.2 ' 4 fc

STT3" TRACKLIGHT 
DAMP LOCATION
INTERIOR - EURO SERIES / PHOTOMETRIC DATA

83-60076_RB
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STT3 PC40L 30HK ND GES66

CANDLEPOWER CURVE
TEST SP-00596_17

INTENSITY
CANDELA
0º AZIMUTH

ZONAL LUMENS SINGLE UNIT: PERFORMANCE
INITIAL FOOTCANDLES
BASED ON IES BEAM ANGLE

MULTIPLE UNITS: PERFORMANCE
80/50/20% REFLECTANCES
INITIAL FOOTCANDLES AND WATTS PER SQUARE FOOT

0° 10°
20°

30°

40°

50°

60°

70°

80°

90°

0°

1000 cd

2000 cd

3000 cd

4000 cd

5000 cd

6000 cd

7000 cd

8000 cd

9000 cd

10000 cd

11000 cd

0.00°

0.00° 10,681

5.00° 9,285

10.00° 6,256

15.00° 3,624

20.00° 2,119

30.00° 1,178

40.00° 173

50.00° 4

60.00° 5

70.00° 4

80.00° 3

90.00° 0

0° - 10° 789 27%

0° - 20° 1,804 61%

0° - 30° 2,516 85%

0° - 40° 2,918 98%

0° - 60° 2,957 100%

0° - 80° 2,966 100%

0° - 90° 2,969 100%

Total 2,969 100%

Ceiling
Height

Fixture
Spacing

RCR 4 RCR 6

FC + W/Sq. Ft. FC + W/Sq. Ft.

9' 2' 683 9.16 552 8.12

12' 2' 605 8.11 507 7.45

16' 4' 158 2.12 128 1.88

Delivered
Illuminance
Rating: (DIR)

75 FC per W/Sq. Ft. 68 FC per W/Sq. Ft.

Recessed Mounting
Square rooms used for multiple units:
- RCR 4: Length & Width = Ceiling Ht. -2.5' x 2.50
- RCR 6: Length & Width = Ceiling Ht. -2.5' x 1.66
+ Average Footcandles at 2.5' Above Floor

Delivered Lumens: 2,969 CP at 0deg (Nadir): 10,681 Beam Angle: 23.1 Lumen Multiplier: 20L x 0.47, 30L x 0.73
Luminaire Watts: 37.8 CRI: 90+ Spacing Ratio: 0.39 CCT Multiplier: 27HK x 0.96

LER: 78.54

Mounting
Height

AFF

FC at
Center
on Floor

Beam
Diameter

FC at
Beam
Edge

5.5 ' 353 fc 1.1 ' 177 fc

6.5 ' 253 fc 1.3 ' 126 fc

7.5 ' 190 fc 1.5 ' 95 fc

8.5 ' 148 fc 1.7 ' 74 fc

10.0 ' 107 fc 2.1 ' 53 fc

12.0 ' 74 fc 2.5 ' 37 fc

14.0 ' 54 fc 2.9 ' 27 fc

16.0 ' 42 fc 3.3 ' 21 fc

file:///M:/Engineering/Paul_C/STT3PC-xxL-90CRI%20-%20IES%20and%20PDF%20files%20(FILES%20UNDER%20CONSTRUCTION,%20DO%20NOT%20USE)/ExportFiles-2019-6-7-T-11-34-57/SP-00596_16%20~%20STT3%20PC40L%2030HK%20WDE1%… 1/2

STT3 PC40L 30HK WD GES66

CANDLEPOWER CURVE
 TEST SP-00596_16_M-40L

INTENSITY
 CANDELA
 0º AZIMUTH

ZONAL LUMENS SINGLE UNIT: PERFORMANCE
INITIAL FOOTCANDLES

 BASED ON IES BEAM ANGLE

MULTIPLE UNITS: PERFORMANCE
80/50/20% REFLECTANCES

 INITIAL FOOTCANDLES AND WATTS PER SQUARE FOOT

0° 10° 20°

30°

40°

50°

60°

70°

80°

90°

0°

500 cd

1000 cd

1500 cd

2000 cd

2500 cd

3000 cd

3500 cd

4000 cd

4500 cd

5000 cd

5500 cd

6000 cd

6500 cd

0.00°

0.00° 6,349

5.00° 6,105

10.00° 5,274

15.00° 4,100

20.00° 2,845

30.00° 807

40.00° 80

50.00° 45

60.00° 40

70.00° 40

80.00° 24

90.00° 1

0° - 10° 557 20%

0° - 20° 1,652 60%

0° - 30° 2,408 88%

0° - 40° 2,580 94%

0° - 60° 2,657 97%

0° - 80° 2,722 100%

0° - 90° 2,731 100%

Total 2,731 100%

Ceiling
 Height

Fixture
 Spacing

RCR 3 RCR 5

FC + W/Sq. Ft. FC + W/Sq. Ft.

9' 2' 644 9.13 499 7.81

12' 4' 163 2.31 134 2.09

16' 6' 75 1.07 62 0.97

Delivered
 Illuminance

 Rating: (DIR)
71 FC per W/Sq. Ft. 64 FC per W/Sq. Ft.

1' Suspension Length
 Square rooms used for multiple units:

 - RCR 3: Length & Width = Ceiling Ht. -3.5' x 3.33
 - RCR 5: Length & Width = Ceiling Ht. - 3.5' x 2.00

+ Average Footcandles at 2.5' Above Floor

Delivered Lumens: 2,731 CP at 0deg (Nadir): 6,349 Beam Angle: 37.28 Lumen Multiplier: 20L x 0.47, 30L x 0.73
Luminaire Watts: 37.8 CRI: 90+ Spacing Ratio: 0.6 CCT Multiplier: 27HK x 0.96

LER: 72.25

Mounting
Height

AFF

FC at
Center
on Floor

Beam
Diameter

FC at
Beam
Edge

6.5 ' 150 fc 4.3 ' 75 fc

7.5 ' 113 fc 5.0 ' 56 fc

8.5 ' 88 fc 5.7 ' 44 fc

10.0 ' 63 fc 6.7 ' 32 fc

12.0 ' 44 fc 8.0 ' 22 fc

14.0 ' 32 fc 9.3 ' 16 fc

16.0 ' 25 fc 10.7 ' 12 fc

20.0 ' 16 fc 13.3 ' 8 fc
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STT3 PC40L 30HK MD GES66

CANDLEPOWER CURVE
 TEST SP-00596_15_M-40L

INTENSITY
 CANDELA
 0º AZIMUTH

ZONAL LUMENS SINGLE UNIT: PERFORMANCE
INITIAL FOOTCANDLES

 BASED ON IES BEAM ANGLE

MULTIPLE UNITS: PERFORMANCE
80/50/20% REFLECTANCES

 INITIAL FOOTCANDLES AND WATTS PER SQUARE FOOT

0° 10° 20°

30°

40°

50°

60°

70°

80°

90°

0°

1000 cd

2000 cd

3000 cd

4000 cd

5000 cd

6000 cd

7000 cd

8000 cd

9000 cd

0.00°

0.00° 8,662

5.00° 8,049

10.00° 6,143

15.00° 3,714

20.00° 2,138

30.00° 721

40.00° 82

50.00° 39

60.00° 41

70.00° 47

80.00° 27

90.00° 1

0° - 10° 711 27%

0° - 20° 1,754 66%

0° - 30° 2,354 89%

0° - 40° 2,510 94%

0° - 60° 2,577 97%

0° - 80° 2,650 100%

0° - 90° 2,659 100%

Total 2,659 100%

Ceiling
 Height

Fixture
 Spacing

RCR 3 RCR 5

FC + W/Sq. Ft. FC + W/Sq. Ft.

9' 2' 632 9.13 494 7.81

12' 4' 160 2.31 132 2.09

16' 6' 74 1.07 61 0.97

Delivered
 Illuminance

 Rating: (DIR)
69 FC per W/Sq. Ft. 63 FC per W/Sq. Ft.

1' Suspension Length
 Square rooms used for multiple units:

 - RCR 3: Length & Width = Ceiling Ht. -3.5' x 3.33
 - RCR 5: Length & Width = Ceiling Ht. - 3.5' x 2.00

+ Average Footcandles at 2.5' Above Floor

Delivered Lumens: 2,659 CP at 0deg (Nadir): 8,662 Beam Angle: 27.68 Lumen Multiplier: 20L x 0.47, 30L x 0.73
Luminaire Watts: 37.8 CRI: 90+ Spacing Ratio: 0.46 CCT Multiplier: 27HK x 0.96

LER: 70.34

Mounting
Height

AFF

FC at
Center
on Floor

Beam
Diameter

FC at
Beam
Edge

6.5 ' 205 fc 3.2 ' 102 fc

7.5 ' 154 fc 3.7 ' 77 fc

8.5 ' 120 fc 4.2 ' 60 fc

10.0 ' 87 fc 4.9 ' 43 fc

12.0 ' 60 fc 5.9 ' 30 fc

14.0 ' 44 fc 6.9 ' 22 fc

16.0 ' 34 fc 7.8 ' 17 fc

20.0 ' 22 fc 9.8 ' 11 fc

STT3" TRACKLIGHT 
DAMP LOCATION
INTERIOR - EURO SERIES / PHOTOMETRIC DATA
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STT3 PC40L 30HK XW GES66

CANDLEPOWER CURVE
TEST SP-00596_19

INTENSITY
CANDELA
0º AZIMUTH

ZONAL LUMENS SINGLE UNIT: PERFORMANCE
INITIAL FOOTCANDLES
BASED ON IES BEAM ANGLE

MULTIPLE UNITS: PERFORMANCE
80/50/20% REFLECTANCES
INITIAL FOOTCANDLES AND WATTS PER SQUARE FOOT

0° 10°

20°

30°

40°

50°

60°

70°

80°

90°

0°

300 cd

600 cd

900 cd

1200 cd

1500 cd

1800 cd

2100 cd

2400 cd

2700 cd

0.00°

0.00° 2,818

5.00° 2,774

10.00° 2,634

15.00° 2,428

20.00° 2,201

30.00° 1,590

40.00° 497

50.00° 127

60.00° 44

70.00° 11

80.00° 3

90.00° 0

0° - 10° 263 10%

0° - 20° 943 34%

0° - 30° 1,834 67%

0° - 40° 2,459 90%

0° - 60° 2,711 99%

0° - 80° 2,738 100%

0° - 90° 2,740 100%

Total 2,740 100%

Ceiling
Height

Fixture
Spacing

RCR 2 RCR 4

FC + W/Sq. Ft. FC + W/Sq. Ft.

9' 4' 169 2.29 146 2.29

12' 6' 79 1.07 68 1.07

16' 10' 30 0.41 19 0.30

Delivered
Illuminance
Rating: (DIR)

74 FC per W/Sq. Ft. 64 FC per W/Sq. Ft.

Recessed Mounting
Square rooms used for multiple units:
- RCR 2: Length & Width = Ceiling Ht. -2.5' x 5.00
- RCR 4: Length & Width = Ceiling Ht. -2.5' x 2.50
+ Average Footcandles at 2.5' Above Floor

Delivered Lumens: 2,740 CP at 0deg (Nadir): 2,818 Beam Angle: 63.42 Lumen Multiplier: 20L x 0.47, 30L x 0.73
Luminaire Watts: 37.8 CRI: 90+ Spacing Ratio: 0.95 CCT Multiplier: 27HK x 0.96

LER: 72.49

Mounting
Height

AFF

FC at
Center
on Floor

Beam
Diameter

FC at
Beam
Edge

5.5 ' 93 fc 3.4 ' 46 fc

6.5 ' 67 fc 4.0 ' 33 fc

7.5 ' 50 fc 4.6 ' 25 fc

8.5 ' 39 fc 5.3 ' 19 fc

10.0 ' 28 fc 6.2 ' 14 fc

12.0 ' 20 fc 7.4 ' 10 fc

14.0 ' 14 fc 8.7 ' 7 fc

16.0 ' 11 fc 9.9 ' 5 fc

STT3" TRACKLIGHT 
DAMP LOCATION
INTERIOR - EURO SERIES / PHOTOMETRIC DATA
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NOTE: NO PRINTED IMAGE CAN EQUAL THE EXACT COLOR OF FINISH ON METAL.  
SEE INDIVIDUAL SPECIFICATION SHEETS OR CONSULT FACTORY FOR ADDITIONAL INFORMATION.

COLOR OPTIONS - POWDER COAT PAINT FINISHES

TIER COST AVERAGE PAINT TIME* 

Tier 1 - Standard Finishes $

Custom Color Contact Factory Contact Factory

STANDARD CORD / STEM / CANOPY FINISHES / TRACK ADAPTER PAINT TIMES

TIER 1 - STANDARD FINISHES

*CONTACT FACTORY FOR SPECIFIC PRODUCT LEAD TIMES

CUSTOM COLOR FINISHES
CONTACT FACTORY

CC
Custom Color

CC

MW 
Matte White

BZ
Bronze

MB 
Matte Black

PT 
Platinum Silver

FIXTURE COLOR STANDARD CORD COLOR / TRACK ADAPTER STANDARD CANOPY / STEM COLOR

Matte White Matte White Matte White

Matte Black Matte Black Matte Black

All Others Matte Black Same Color as Fixture

Custom Color  Contact Factory  Contact Factory
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