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Project Information:

All dimensions provided are nominal.  
Allowance must be made for dimensional tolerance in handcrafted glasses.

location: 
DAMPSEMI-Flush mount ceiling

cruise ceiling shown in amber (cruiseamc)

SPECIFICATIONS:
DESCRIPTION
Semi-flush mounted ceiling fixture, featuring handcrafted glass. 

LAMPING
Standard: 60W T10 Medium-based 120V incandescent, lamp not included. 
Dimmable with standard incandescent dimmer (not included). 
LED Edison: 7W Replaceable LED Filament Al9 lamp, 120V, dimmable, 90+ CRI, 
3000°K CCT, 800 lumens, 15,000 hours, lamp included.

DIFFUSER 
Handcrafted glass diffuser is available in various decors. 4.7” Dia. x 6.85” H

CONSTRUCTION 
Canopy (5” dia.) is plated stamped steel. Canopy and glass retainer hardware 
are available in either Bronze or Satin Nickel finish.

MOUNTING
Installs directly to a 4” octagonal outlet box, centered on fixture.  
90°C supply wire required for incandescent lamping.

LABELS
UL or ETL Listed. Suitable for Damp Locations (interior use only).

C r u i s e

ORDERING:

cruiseclc
clear

cruisesmc
smoke

4.7”

6.85”

REV 8/21

Fixture/Decor - Lamp Options - METAL FINISH
CRUISEAMC Amber (blank) 60W T10 Incan BR Bronze

CRUISECLC Clear EDIL 7W LED Filament SN Satin Nickel
CRUISESMC Smoke
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