
TPR ENTERPRISES, LTD. ®

TPR COVEMAX® SEAMLESS SIDE LIGHT  IP20/67 
SINGLE COLOR WHITE TAPELIGHT 

Specifications:
Voltage:  24V DC (CV)

Power Consumption:  3.1 watts per ft.

PCB Width:  0.3937” (10mm)

Segmentation:  2.19” (55.55mm) (on the cutting lines)  
 for custom sizing

Control:  Dimmable/Controllable

Lumen Output: 2700K white – 460 lumens
 3000K white – 500 lumens
 4000K white – 550 lumens
 6500K white – 550 lumens

Max Run Length:   16.4 ft. (5 meters)

 MODEL      

 TPR–FL–CMX S SIDELIGHT 2700K NP (non-protected)
    3000K IP (indoor protected)
    4000K WP (weather protected)
    6500K

–

Ordering Logic:

– ––

Description:

The Covemax® Seamless Side  
Light Single Color White Tapelight  
is a flexible 24VDC tape light designed 
for Architectural and Entertainment  
use. It is available in Non-Protected, 
Indoor Protected and IP67 Rated  
Weatherproof jackets. This product is 
ideal for applications where you  
don’t want to see individual LED dots. 
This product illuminates from the  
edge which projects light upwards  
or downwards depending on the  
mounting orientation.

Certifications:
CAMERA-READY LOGOTYPE FOR TYPE L AND TYPE R LISTING MARKS FOR CANADA AND THE U.S.

These Marks are registered by Underwriters Laboratories Inc.

The minimum height of the registered trademark symbol ® shall be 3/64 of an inch.  When the overall diameter of the
 UL Mark is less than 3/8 of an inch, the trademark symbol may be omitted if it is not legible to the naked eye.

The font for all letter forms is Helvetica Condensed Black, except for the trademark symbol ®, which is
Helvetica Condensed Medium. No other fonts are acceptable.

Please Note:
The word "MARINE" should only be used for UL Classified marine products.
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Westflex 
FL-SMD-WP-MC-IP  
Mounting Clip


