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GENERAL SPECIFICATION

LED: High efficiency mid-power LEDs.

Uplight: Optional uplight is wired on a second circuit. Standard satin white top lens.

LED Dimming: Standard 1% 0-10V dimming.

Cable Hanger Option: Standard 150" cable and white cord for on-site adjustability.

Canopy: Matches outer fixture finish. Hanger 3 & 4 with A-O lamping option includes

9.125" dia by 2.625"H spinning. V, W, X lamping includes 12.5" dia by 2" H.

Driver: Max remote driver installation distance 25ft from fixture body. I
Acrylic: Acrylicis UL-94 HB Flame Class rated.

Finish: Highly durable oven cured no VOC premium powder coat.
Inner Finish: Inner finish matches outer finish. H
Surge Protection: External surge protector provided as standard.
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Downlight Output Uplight Output
Total  Delivered Total  Delivered
Code LED Wattage Lumens Kelvin CRI Code LED Wattage Lumens  Kelvin CRI
A 1LED30 15W 1538 3000 80 J TUPLED30 8W 866 3000 80
B 1LED35 15W 1538 3500 80 K TUPLED35 8w 866 3500 80
C 1LED40 15W 1538 4000 80 L 1TUPLED40 8W 866 4000 80
D 1LED30 26W 2637 3000 80 M TUPLED30 12w 1213 3000 80
E 1LED35 26W 2637 3500 80 N 1UPLED35 12w 1213 3500 80
F 1LED40 26W 2637 4000 80 0 TUPLED40 12w 1213 4000 80
G 1LED30 39w 3956 3000 80
H 1LED35 39w 3956 3500 80
| 1LED40 39W 3956 4000 80
Vv 1LED30 68W 6009* 3000 80
i 1LED35 68W 6009* 3500 80
X 1LED40 68W 6009* 4000 80
Universal Voltage unless otherwise specified.
*Projected Fixture tested with white inner finish. Non-white inner finishes will reduce lumen output.

© Gross Chandelier Co. G Lighting reserves the right to modify existing designs to improve appearance or function Wi :@w

& Lighting products are union m ad.



