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specifications
LED VR40 (0-10V)

Bridgelux® module & standard XitaniumTM driver
0-10V dimming

Wiring Diagram Compatible Dimmers:

VR40_0-10V_LED_Driver  071615  

Input Voltage 120-277V

Input Frequency 50/60 Hz

Max. Output Power (W) 50

Output Voltage (V) 27-54

Output Current (A) 0.3-1.0

Max. Input Current (A) @120v 0.48

Max. Input Current (A) @277v 0.21

Max. Input Power (W) 61

Max. THD @120v <10%

Max. THD @277v <15%

Min. Power Factor (W) >0.95

Surge Protection (KV) 1.5/1.5

Dimming Method 0-10V

Dimming Range (%) 5%-100%

Manufacturer Manufacturer Part Number

Lutron®
Visit www.lutron.com/advance for a list of dimmers 

(Mark VII) that will work with this driver

Leviton® IllumaTechTM IP7 series

Philips Sunrise - SR1200ZTUNV

Series VR40

Color Temp 27K 3K 35K 4K 5K

Nomimal Lumens 4300 4500 4600 4700 5200

Wattage* 43.2 43.5 43.1 42.8 44.2

* = Start-up wattages for Circuit sizing, stabilized wattages will be lower

CAUTION – READ AND FOLLOW ALL SAFETY INSTRUCTIONS SUPPLIED WITH THE FIXTURE. This wiring 
diagram is supplied for general reference purposes only.

Violet and Gray leads provided on all fixtures. Connect to compatible 0-10V DC dimmer 
or leave capped if dimming is not required.


