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CH_1 OSOONCH_‘] 0831 Fixture Number | Dimensions Lamping (20w Med Bs Max) Weight| Chain Options
, _ , | (O CH-10809| 24w x 30h 6 Arms/1 tier 6 181lbs | 3' Std HRS 23
Our Edinburgh fixtures are solid (JCH-10810| 36w x 30h 10 Arms/1 tir 10 241bs| 6'Std HRS,L23
brass chandeliers, sconces, and 8| (JcH-10811( 48w x 30h 12 Ams/1 ter 12 38lbs | 6 Std HRS,L23
pendants. They are made from (J CH-10812| 60w x 50h 12 Arms/2 tiers /4 481bs| 9'Std HRS,L38
heg"'et‘ﬁ_‘ Efafs ”I“Ie:ja' e L| () cH-10813| 72w x 50h 15 Ams/2 tiers 10/5 541bs | 9 Std HRS,L38
an ICKest-walle seamless
tubing. We offer the chandeliers iz] () CH-10820| 96w x 50h 18 Arms/2 tiers 12/6 62Ibs| 9 Std HRS,L38
in enormous sizes...up to twelve &| (JCcH-10800| 72w x 50h 21 Arms/2 tiers 14/7 741bs| 9 Std HRS,L38
feet in diameter and almost ten &| (JcH-10821| 60w x 70h 28 Arms/3 tiers 16/8/4 981bs| 9 Std HRS,L52
feet 1?1II. At thgt point these lights 2| (J cH-10801| 60w x 70h 35 Arms/3 tiers 20/10/5 122 Ibs| 9' Std HRS,L52
are f“’% <f) ft'eff: at:‘d have Eiﬁ =} () CH-10802| 84w x 70h 42 Arms/3 tiers 24/12/6 162 Ibs| 9' Std HRS,L52
arms. nly 1or the brave... wi
very tall ceilings! So for a normal £] (JCH-10830| 96w x 70h 42 Arms/3 tiers 24/12/6 1721bs| 9' Std HRS,L52
room, we have lots of options. 3| (J cH-10803( 96w x 90h 45 Arms/é tiers 24/12/6/3 212 Ibs| 12' Std HRS,L83
Edinburgh chandeliers can be | (J CH-10831( 120w x 90h 45 Arms/4 tiers 24/12/6/3 256 Ibs| 12' Std HRS,L83
single or multi-tiered. Finishes S| (O cH-10804| 120w x 90 60 Arms/é tiers 30/15/10/5 310 lbs| 12' Std HRS,L83
are all on top of solid brass with =| (1) CH-10805]144w x 113h 93 Ams/5 tiers 48/24/12/6/3 422 Ibs| 12 Std HRS,L83
a clear powder coat on top. ~Multi-Circuits Standard Wiring~
Medium base sockets are
standard for LED lamping. — (J HRS: Hurricane shade @) d
. . i O (3/4 frosted standard) O
~Edinburgh Series~ 2| O O
- 510 )
| Chandelier: CH-10800~CH-10831) g s
| Pendant: PD-10800~PD-10831]
ICeiIing Mt: CL-10800~CL-10808 I (SOLID BRASS FINISHES ) [PAINTED METAL FINISHES) (T ALUMINUMFINISHES ]  (STAINLESS STEEL FINISHES )
|Wall Mt: SC-10800~SC-10811 | () ABB: Antique Brass | () NA U NA U Na
Bollard: BL-10800~BL-10811 | () sBB: SatinBrass | (] 0 a
() PBB: Polished Brass | () O @)
Mounting:Lightsmith fixtures mount to &| (J ANB: Antique Nickel | () U @)
ki A R o £| O sNB: Satin Nickel | (] Q) 0
canopies supplied. 2 () PNB: Polished Nickel @) a @)
Listing and Warranty: Lightsmith = D AZB: M D D D
fixtures ~are Underwriters ~ Laboratories (1) szB: Satin Bronze O O O
warranty againe defect I matorats and (3 PzB: Polished Bronze| (] O O
labor beginning at date of shipment. [:] CSB: Custom Brass* D D D
O
@:_t}f ﬁ () L23: 23wcled Dnlt (2790 Im) O @
, 2| () L38: 23wCled Dnlt (5734 Im) O O
2O 152: 52weied Dnlt @arsim) | (J O
S| () L83: 83wcled Dnit (125971m) | () )
Fixture @) ) )
R Specifications
CH-108__ | ~ ~ ~[120v | ~[C-_ |~ ~
FIXTURE NUMBER DIFFUSER METAL FINISH VOLTAGE CHAIN=C+Lgth OPTIONS MODIFICATIONS
(Example: CH-10800) (Example: HRS) (Example: ABB) I:‘ (120V) (Example:C-96") (Example:DNLT) (Example:Custom Brass*)
Use "Notes" Box At Top To
D Explain Modifications
L]
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