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Lumencia
Multi-Unit Residential Lighting

Job Name:

Type:

PRODUCT SPECIFICATIONS
• Housing: Die-formed Steel
• Finish: Satin Nickel Trim
• Lens: Alabaster Glass
• Dimensions:

  LL1010D 13.0”D x 4.5”E
  LL1009D 16.0”D x 4.8”E

Notes:
• Ceiling Mount Only
• Damp Location Rated (Indoor Use Only).
• Rated Life – 5 years
• Warranty: 1 year on body and lens 
                   5 years on Driver and LED
• LL1010D is Energy Star
• ETL Listed

LL10XXD SERIES
LED Surface Mount

Ordering Information: 
LL1010D-3000K

__________________________________________________

PART # INPUT VOLTAGE INPUT WATTAGE COLOR TEMP LUMEN (TYP) DIMENSIONS (OD X H) ENERGY STAR

LL1010D-3000K

LL1010D-4000K

LL1009D-3000K

LL1009D-4000K

120V

120V

120~277V

120~277V

17W

17W

23W

23W

3000K

4000K

3000K

4000K

1400 

1450

160

1610

13.0”D x 4.5”E 

13.0”D x 4.5”E 

16.0”D x 4.8”E 

16.0”D x 4.8”E 

YES

YES

NO

NO

SPECIAL ORDER ONLY!100-UNIT MINIMUM ORDER

Special order items require a minimum 90 day lead time and 
are subject to special ordering rules.

Four Neshaminy Interplex, Suite 107, Trevose PA 19053

Lumencia reserves the right to change specifications, drawings, dimensions without prior notice.


