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FEATURES: 

• Heavy-duty 20-gauge steel utilized throughout for 
durability body and code compliance. 

• All welded assembly and post painted for maximum 
operating life. 

• Pretreated with five-stage iron phosphate process 
ensures superior paint adhesion. 

• Painted high-gloss baked white enamel. 

• Shallow design is ideal for commercial and industrial 
spaces requiring general illumination. 

• Suitable for dry and damp environments. 

• Suitable for surface mounting. 

• Individual or continuous row mounting. 

• Light weight design enables easier installation and 
increases worker productivity. 

• UL / C-UL listed to US and Canadian standards. 

2FT MODELS 4FT MODELS 8FT MODEL  

P1/2EZLED-STRIP P1/4EZLED-STRIP N/A 1-LIGHT 

P2/2EZLED-STRIP P2/4EZLED-STRIP P2/8EZLED-STRIP 2-LIGHT 

EZ-LED SERIES 

Product Dimensions 

Model  Length Width Height 

P1/2EZLED-STRIP 24” 3” 1.75” 

P1/4EZLED-STRIP 48” 4.25” 1.75” 

P2/2EZLED-STRIP 24” 3” 1.75” 

P2/4EZLED-STRIP 48” 4.25” 1.75” 

P2/8EZLED-STRIP 96” 4.25” 1.75” 

Packing Information 

Model # Pcs/Ctn Weight/Ctn Cube/Ctn 

P1/2EZLED-STRIP 6 15 0.84 

P1/4EZLED-STRIP 6 23 1.74 

P2/2EZLED-STRIP 6 18 1.32 

P2/4EZLED-STRIP 6 28 2.64 

P2/8EZLED-STRIP 6 56 5.28 

Our EZ-LED fixtures provide over 40% energy savings over 
comparable fluorescent fixtures. These fixtures have the flexibility 
to change wattage and color temperature any time by utilizing 
LED T8 lamps that fit into the fixture just like a fluorescent lamp.  

2ft 8W Tube / Tapered End / Frosted Lens 

• 8LEDMVT8/30FT   3000K  900 lms  

• 8LEDMVT8/40FT   4000K  900 lms  

• 8LEDMVT8/60FT   6000K  900 lms  
2ft 8W Glass Tube / Frosted Lens 

• 8MEDMVT8/60FG  6000K  1100 lms  
 
4ft 18W Tube / Tapered End / Frosted or Clear Lens 

• 18LEDMVT8/30FT  3000K  1800 lms Frosted   

• 18LEDMVT8/40FT  4000K  1800 lms Frosted 

• 18LEDMVT8/60FT  6000K  1800 lms Frosted  

• 18LEDMVT8/60CT  6000K  2000 lms Clear  
4ft 18W Glass Tube / Frosted Lens 

• 18LEDMVT8/60FG  6000K  2000 lms 
 
8ft 40W Aluminum Tube Frosted Lens 

• 40LEDMVT8/60F  6000k  4000 lms  

T8 Tube Options for the 2FT, 4FT and 8FT Strips 

Note: These fixtures are wired for LED tubes with single 
end design, but can also be rewired with fluorescent 
ballast for conventional use. 


