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DART ROUND MAXI shown in Ferrite Dark Grey finish.

Professional Adjustable Floodlight
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      CONCEPT

Fully adjustable LED projector with high output.

     WARRANTY

5 year limited warranty

     CERTIFICATIONS

cULus Wet Location Listed.
Tested in accordance with LM-79-08.
Compliant for California installations.
IEC 62471
RoHS3 EU 215/863

       ELECTRICAL CHARACTERISTICS

Power Supply Integrated 4/1 smart driver (Non-Dimmable / 0-10V / Reverse 
Phase / Forward Phase).

Wattage 15W (NSP), 69W (SP, FL, MWFL, WFL) 

Voltage Universal Voltage 120-277V AC 50/60Hz
      MECHANICAL CHARACTERISTICS

Dimensions 10.24”W x 6.58”D

Materials Die-cast aluminum powder coated body and joints for maximum 
heat dissipation.

Finish Textured finish.

Ferrite Dark Grey Heritage Brown Bronze

Black White   Sandstone Grey

Power 
Connection

Cabled with 10ft SJ00W 16-6 cable and DSMT anti-wicking quick 
disconnect.

Functionality Adjustable up to ±45° on the horizontal plane with slotted mounting 
base and +90°/-45° on the vertical plane with aim locking set screw.

Mounting Fixture can be installed directly to mounting surface or used with 
optional mounting installation accessories.

Weight 13lbs

Protection IP66

Impact IK10

TM30 CCT (Nominal) CRI Rf Rg MR SDCM

2700K 80 81 80 97 2

3000K 80 82 82 97 2

3500K 80 82 81 97 2

4000K 80 82 81 97 2

5000K 80 82 81 97 2
Ra90 available upon request

       SOURCE

NSP uses high efficiency LED Emitter. SP, FL, and MWFL use high efficiency LED Chip 
on Board with optimized melanopic ratios.

       OPTIC

Optical system is dependent on beam angle. NSP version comprised of an indirect 
optic with a LED module directed towards the reflective anodized aluminum parabolic 
reflector, a transparent PMMA refractive lens and TACS (Targetti advanced cooling 
system). SP and FL versions comprised of a hybrid optic with anodized mirrored 
aluminum reflector, optical glass lenses, a black anodized aluminum lens holder and a 
holographic filter. MWFL and WFL versions comprised of precision optics with convex 
reflective anodized aluminum facets and a holographic lens. 
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Beam NSP 
5º

SP
20º

FL
28º

MWFL
43º

WFL
59º

Delivered 
Lumens

3000K 895Lm 4621Lm 5194Lm 6262Lm 6271Lm
For 2700K lumen values use multiplier of 0.96 from 3000K. For 3500K lumen 
values use multiplier of 1.02 from 3000K. For 5000K lumen values use multiplier 
of 1.02 from 4000K.

Efficacy 119Lm/W max. Refer to photometric graphs for specific values.

Lifetime NSP: L90/B10 30,000hrs / L87/B10 50,000hrs at max TA +25ºC
SP: L82/B1030,000hrs / L73/B10 50,000hrs at max TA +25ºC
FL: L83/B10 30,000hrs / L74/B10 50,000hrs at max TA +25ºC
MWFL / WFL: L84/B10 30,000hrs / L76/B10 50,000hrs at max TA 
+25ºC

Photobiological
Classification

Low risk safety RG1

       SUSTAINABILITY

Luminaire designed for disposal/recycling at end-of-life. Replaceable LED light source 
and control gear by a Targetti technician.

http://www.targettiusa.com
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SPECIFICATION INFORMATION

1 2 3 4 5 6 7 8 9

DRL

Ex: DRL41FEL1NS30/DRL41FEL2FL27

1 - PRODUCT 2 - DRIVER 3 - FINISH 4 - WATTAGE 5 - OPTIC 6 - KELVIN

DRL — DART ROUND MAXI 41 — 4/1 Smart Dimming  
(Non-Dimming / 0-10V / 
Reverse Phase / Forward 
Phase)

FE — Ferrite Dark Grey L1 B — 15W NS — NSP 5º 27 — 2700K

HB — Heritage Brown L2 C— 69W SP — SP 20º 30 — 3000K

BZ — Bronze FL — FL 28º 35 — 3500K

WT — White MW — MWFL 43º 40 — 4000K

BT — Black WF — WFL 59º 50 — 5000K

SG — Sandstone Grey

RAL — Custom RAL

OPTIONAL

7 - OPTIONAL 8 - EXTERNAL OPTICAL ACCESSORIES 9 - INSTALLATION ACCESSORIES

MG A — Marine Grade Blade of Light Linear Spread Lens
See section for details

Rotational Bracket
See section for details

Anti-glare Louver
See section for details

Earth spike
See section for details

Asymmetric Snoot
See section for details

Symmetric Snoot
See section for details

Symmetric Super Snoot
See section for details

A Marine Grade is recommended for use in environments with occasional exposure to salt air, reclaimed water, fertilizers, chemical 
cleaners, or frequent pressure washing (steam) cleaning. Fixture housing complete with marine grade cataphoresis suitable for use in marine 
grade environments. Not to be in direct contact with salt or corrosive agents for extended periods of time. 
B 15W available with NSP only.
C 69W available with SP, FL, MWFL, WFL only.

/ / /

http://www.targettiusa.com
https://targettiusa.com/wp-content/uploads/2021/05/EASY-CUSTOM-COLORS_USA.pdf
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TAGLIO LASER
METOD. COSTR. /
CONSTR. METHOD

DIM. CRITICHE / CRITICAL DIM.
FUNZIONALI / FUNCTIONALSICUREZZA / SAFETY

A2
FORMATO / SIZE

XXXX
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LO SVILUPPO E' PURAMENTE INDICATIVO. IL CORRETTO SVILUPPO DOVRA' ESSERE VERIFICATO A SECONDA DELLA TECNOLOGIA UTILIZZATA PER LA PIEGATURA.
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CVIN000037AFVERNICE GRIGIO FERRITE Cod. 999A1275FERRITE GRAY PAINT Cod.999A1275
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Targetti Sankey S.p.A.
Via Pratese, 164
50145 Firenze - Italy
Tel: +39 055 37911
Fax: +39 055 3791266
targetti.com
targetti@targetti.com

CCIAA Firenze
Share Capital:
€ 500.000,00
VAT N. (IT):
01537660480
R.E.A: FI-275656

Accessories

FILTER OPTICAL ACCESSORIES:

Code

     1

‘Blade light’ linear spread lens PMMA holographic filter.  

Code

3

Symmetric Snoot. Powder coated stainless steel. 

EXTERNAL OPTICAL ACCESSORIES:

Code

2

Asymmetric Snoot. Powder coated stainless steel. 

Mounting System

Code

1E3026

Plate for fitting rotation. Powder coated stainless steel.

Dimensions 
ØxH Colour Code

96x182 1E3028

Earthspike. Powder coated stainless steel. ø =3.77''  h=7.16''

Code

1DU3026

Back Plate for Wall Mount Mount Installation. Powder coated stainless steel with 
Neoprene closed cells EPDM black foam. Included with 1E3026. Dimensions 5”W x 
6”H X 0.875”D.

DART MAXI ROUND 
Adjustable Professional Projector Flood Light

Last update: 06/08/2021 - Page 2 of 2

Due to the technological evolution of the electronic components, the data provided 
may be updated, and as such, confirmation must be requested during the order 
process.
Luminous flux and power supply have +/-10% tolerances with respect to the indicated 
value. tq +25°C (CIE 121).

We reserve the right to make technical changes.

NOTE: AVAILABLE FOR EVENT POLE MOUNTING. 
Materials: Steel pole. Hot-galvanized EN ISO 1461. Integral hatch door for utility powerPRELIMINARY

Grid

Code

2

Anti-glare louver. 

The central elements may be removed to obtain two different levels of glare control. 

Powder coated stainless steel. 

Ferrite/matte black.
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Accessories

FILTER OPTICAL ACCESSORIES:

Code

     1

‘Blade light’ linear spread lens PMMA holographic filter.  

Code

3

Symmetric Snoot. Powder coated stainless steel. 

EXTERNAL OPTICAL ACCESSORIES:

Code

2

Asymmetric Snoot. Powder coated stainless steel. 

Mounting System

Code

1E3026

Plate for fitting rotation. Powder coated stainless steel.

Dimensions 
ØxH Colour Code

96x182 1E3028

Earthspike. Powder coated stainless steel. ø =3.77''  h=7.16''

Code

1DU3026

Back Plate for Wall Mount Mount Installation. Powder coated stainless steel with 
Neoprene closed cells EPDM black foam. Included with 1E3026. Dimensions 5”W x 
6”H X 0.875”D.

DART MAXI ROUND 
Adjustable Professional Projector Flood Light

Last update: 06/08/2021 - Page 2 of 2

Due to the technological evolution of the electronic components, the data provided 
may be updated, and as such, confirmation must be requested during the order 
process.
Luminous flux and power supply have +/-10% tolerances with respect to the indicated 
value. tq +25°C (CIE 121).

We reserve the right to make technical changes.

NOTE: AVAILABLE FOR EVENT POLE MOUNTING. 
Materials: Steel pole. Hot-galvanized EN ISO 1461. Integral hatch door for utility powerPRELIMINARY

Grid

Code

2

Anti-glare louver. 

The central elements may be removed to obtain two different levels of glare control. 

Powder coated stainless steel. 

Ferrite/matte black.

TBD8 - EXTERNAL OPTICAL ACCESSORIES (OPTIONAL)
MAXIMUM OF TWO ACCESSORIES PER FIXTURE.

9 - INSTALLATION ACCESSORIES (OPTIONAL)
MAXIMUM OF ONE ACCESSORY PER FIXTURE.
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FORMATO / SIZE
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Ferrite Dark Grey (Default) Heritage Brown (HB)* Bronze (BZ)* White (WT)* Black (BT)* Sandstone Grey (SG)*

*Add suffix to end of number to identify finish (EX. 1E3026HB)
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A2
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Accessories

FILTER OPTICAL ACCESSORIES:

Code

     1

‘Blade light’ linear spread lens PMMA holographic filter.  

Code

3

Symmetric Snoot. Powder coated stainless steel. 

EXTERNAL OPTICAL ACCESSORIES:

Code

2

Asymmetric Snoot. Powder coated stainless steel. 

Mounting System

Code

1E3026

Plate for fitting rotation. Powder coated stainless steel.

Dimensions 
ØxH Colour Code

96x182 1E3028

Earthspike. Powder coated stainless steel. ø =3.77''  h=7.16''

Code

1DU3026

Back Plate for Wall Mount Mount Installation. Powder coated stainless steel with 
Neoprene closed cells EPDM black foam. Included with 1E3026. Dimensions 5”W x 
6”H X 0.875”D.

DART MAXI ROUND 
Adjustable Professional Projector Flood Light

Last update: 06/08/2021 - Page 2 of 2

Due to the technological evolution of the electronic components, the data provided 
may be updated, and as such, confirmation must be requested during the order 
process.
Luminous flux and power supply have +/-10% tolerances with respect to the indicated 
value. tq +25°C (CIE 121).

We reserve the right to make technical changes.

NOTE: AVAILABLE FOR EVENT POLE MOUNTING. 
Materials: Steel pole. Hot-galvanized EN ISO 1461. Integral hatch door for utility powerPRELIMINARY

Grid

Code

2

Anti-glare louver. 

The central elements may be removed to obtain two different levels of glare control. 

Powder coated stainless steel. 

Ferrite/matte black.
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 1 : 3

Item 2
 1 : 3

O 233
O 166

O 215

2

O 235

100

O 233

0,3

45°

45°

O 4,5

CODICE/CODE TRATTAMENTO              TREATMENT
CVIN000037A0DECAPAGGIO E PASSIVAZIONE PICKLING AND PASSIVATION
CVIN000037AFVERNICE GRIGIO FERRITE Cod. 999A1275FERRITE GRAY PAINT Cod.999A1275

727,9

100

FOGLIO:    DI
SHEET:     OF

Targetti Sankey S.p.A. si riserva ogni diritto di privativa in merito al presente elaborato tecnico, con conseguente divieto di riproduzione, sfruttamento e/o divulgazione da parte di soggetti terzi.
Targetti Sankey S.p.A.  has the ownership of any intellectual property rights of this technical document, therefore it is forbidden any reproduction, exploitation and disclosure activities to any third parties.

CODICE
CODE

TARGETTI SANKEY SPA
VIA PRATESE, 164 - 50145 FIRENZE ITALIA

TEL. 055 37911
www.targetti.com

SCALA / SCALE

REV. DATA / DATE DISEGN. / DRAWERAPPR.
CODICE PROGETTO / PROJECT CODENOME PROGETTO / PROJECT NAME DESCRIZIONE PARTICOLARE / ITEM DESCRIPTION

MATERIALE /
MATERIAL

TRATTAMENTO /
TREATMENT

METOD. COSTR. /
CONSTR. METHOD TOL.

100 EMISSIONE DISEGNO / DRAW EMISSION
DESCRIZIONE / DESCRIPTION

TOL.

μm

CVIN000041--

 LAMIERA ACC. INOX

1    1
1    1

TAGLIO LASER

CALANDRATURA
UNI ISO 2768-fH
UNI ISO 2768-mK

URICCHIO03/06/2021

ANTIABBAGLIAMENTO MAX.

 

1 : 2

  

QUOTE IN MM, IN CASO DI DUBBI CHIEDERE
DIMENSIONS IN MM, IF IN DOUBT PLEASE ASK

TAGLIO LASER
METOD. COSTR. /
CONSTR. METHOD

DIM. CRITICHE / CRITICAL DIM.
FUNZIONALI / FUNCTIONALSICUREZZA / SAFETY

A2
FORMATO / SIZE

XXXX

PESO /
WEIGHT0,479 kg RUGOSITA' /

ROUGHNESS

A

A

SEZIONE A-A

12

1,5

6,5

58

6,5
12

95

O 229

O 228

SEZIONE B-B

ITEM 1

ITEM 2
ITEM 3

O 195

O 228

0,5

227,8

229,8

10

10

59

7,75

7,7549,25

1,2

1

0,5

113,9

CODICE/CODE TRATTAMENTO              TREATMENT
CVIN000041A0DECAPAGGIO E PASSIVAZIONE PICKLING AND PASSIVATION
CVIN000041AFVERNICE GRIGIO FERRITE Cod. 999A1275FERRITE GRAY PAINT Cod.999A1275

ITEM 1

ITEM 2
ITEM 3 (x2)

114,5114,5

179,33179,33179,33

95

20°

10°

20°

37,33O 215

O 5

717

9.
17

”
9.

17
”

 4.0”

 4.0”

Ø
 7

.6
” 

ID

Symmetric snoot. Powder coated stainless steel. Cutoff 104º. Not compatible 
with 1E4011, 14013, or  1E4059.

Part No. 1E4012 (*)

Blade Light Linear Spread Lens. PMMA holographic filter.

Part No. 1E4010 (*)

Anti glare Louver with removable baffles for different levels of glare control. 
Powder coat stainless steel. Cutoff 52º. Not compatible with 1E4011, 14012, or  
1E4059.

Part No. 1E4013 (*)

Asymmetric snoot. Powder coated stainless steel. Cutoff 53º. Not compatible 
with 1E4012, 14013, or  1E4059.

Part No. 1E4011 (*)

Symmetric super snoot. Powder coated stainless steel. Cutoff 45º. Not 
compatible with 1E4011, 14012, or  14013.

Part No. 1E4059 (*)

35
,5

20

134 +/-45°

0.
8”

4.55”

1.4
”

+/- 45º

Rotational bracket for surface installation. Powder coated stainless steel.

Part No. 1E3026 (*)

13
.9

”

5.9”

Earth spike. Powder coated stainless steel.

Part No. 1E3188 (*)
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PHOTOMETRY

NARROW SPOT

SPOT

FLOOD

MEDIUM WIDE FLOOD

WIDE FLOOD

3000K

Ra80 5º 5º
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