
In a continuing effort to offer the best product possible we reserve the right to change, without notice, specifications or materials that in our opinion will not alter the function of the product. v.10.5.20 Page 1 of 124VDC

www.brucklighting.comBruck By Ledra Brands Inc. 88 Maxwell
Irvine, CA 92618

PH: 714.259.9959
FAX: 714.259.9969

98W 2-1/4"

7-1/2"

7"

1-
1/

4"

6-3/8"
Output Wires

Wires
8AWG

AC IN
ACL - BLK

ACN - WHT

DC OUT
RED - (+) 18AWG
BLK - (-) 18AWG
GRY- AGND(aux) 20AWG
VIO - 0 - 10V Input 20AWG

PART NUMBER 70501 T24 LED Driver

VOLTAGE 24V 24V

DIMMING DIM 0-10 dimming

WATTAGE 98W 98W

Follow the steps to specify your fixture, example:  
70501 - 24 - DIM - 98W

JOB NAME

ORDERING CODE

CONTACT

ORDERING CODE

ORDERING CODES

24VDC LED T24 Driver

-	 24Vdc constant voltage output (+/-3%)
-	Dims to <1% with no visible flicker with 0-10V dimmer
-	High power factor
-	Over current protection - self recovering
-	Over voltage protection

-	Meets FCC Part 15B
-	Complies with FCC Title 47 CFR Part 15 Class B conducted
-	 IEEE 1789-2015 Recommended Practice for Flicker

DESCRIPTION

PRODUCT COMPATIBILITY

LISTINGS

TECHNICAL SPECS 

- 98W Driver - maximum 20ft LEDbar

- 98W max
- Input: 120V-277V Universal Input
- Output: 24Vdc output, max output 4.1A DC
- Power Factor @ max load:
- 0.90 @ 120Vac
- 0.98 @ 277Vac
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