Columbia

LIGHTING

Mounting Accessories

Works for multiple suspended products; works especially for RLW, RLB and MPS.
For any questions, please contact your Lighting Representative.

Cable Kits

Part #
[ ] cm24scF3-KIT
[ ] cm24scFa-KIT
[ ] cM24SCF5KIT
[ ] cm24scFe-KIT
[ ] cM24NF-KIT
[ ] cma8sCF3KIT
[ ] cmasscFa-KIT
[ ] cma8scFs-KIT
[ ] cmasscFe-KIT
[ ] cmasNFKIT
[ ] cmM96SCF3-KIT
[ ] cMo6SCFa-KIT
[ ] cM96SCF5-KIT
[ ] cMo6sCF6-KIT
[ ] cM9BNF-KIT

Stem Mounting
Part #

[ ]s18

[ ] ss18

Description

Single Point Cable Mount with Canopy Kit, Pair, 24", 3-Wire
Single Point Cable Mount with Canopy Kit, Pair, 24", 4-Wire
Single Point Cable Mount with Canopy Kit, Pair, 24", 5-Wire
Single Point Cable Mount with Canopy Kit, Pair, 24", 6-Wire
Single Point Non-Feed Cable Mount with Canopy, Single, 24"
Single Point Cable Mount with Canopy Kit, Pair, 48", 3-Wire
Single Point Cable Mount with Canopy Kit, Pair, 48", 4-Wire
Single Point Cable Mount with Canopy Kit, Pair, 48", 5-Wire
Single Point Cable Mount with Canopy Kit, Pair, 48", 6-Wire
Single Point Non-Feed Cable Mount with Canopy, Single, 48"
Single Point Cable Mount with Canopy Kit, Pair, 96", 3-Wire
Single Point Cable Mount with Canopy Kit, Pair, 96", 4-Wire
Single Point Cable Mount with Canopy Kit, Pair, 96", 5-Wire
Single Point Cable Mount with Canopy Kit, Pair, 96", 6-Wire
Single Point Non-Feed Cable Mount with Canopy, Single, 96"

Description
Swivel Canopy, one 18" stem, 8° swivel, white finish

Swivel Canopy, one 18" stem, 45° swivel, white finish

Chain Hangers (MPS only)

Part #
[ ] csHe

Description

Surface Mount Hangers (MPS only)

Part #
[ ] mpszT
[ ] MPSTH

Description
Zip Tee Hanger - 11/2" Spacer. For use with 15/16" T-Bars

Slide Tong Hanger. For use with ungrooved channel.

Where Used
Non-dim

Non-dim plus battery
Dim

Dim plus battery
Non-feed

Non-dim

Non-dim plus battery
Dim

Dim plus battery
Non-feed

Non-dim

Non-dim plus battery
Dim

Dim plus battery

Non-feed

Chain Hanger Assembly, includes two 14" lengths of chain and two hanger hooks

Included

1Feed Cable, 1 Non-Feed Cable, 2 Canopies
1Feed Cable, 1 Non-Feed Cable, 2 Canopies
1Feed Cable, 1 Non-Feed Cable, 2 Canopies
1Feed Cable, 1 Non-Feed Cable, 2 Canopies
1Non-Feed Cable, 1 Canopy

1Feed Cable, 1 Non-Feed Cable, 2 Canopies
1Feed Cable, 1 Non-Feed Cable, 2 Canopies
1Feed Cable, 1 Non-Feed Cable, 2 Canopies
1Feed Cable, 1 Non-Feed Cable, 2 Canopies
1Non-Feed Cable, 1 Canopy

1Feed Cable, 1 Non-Feed Cable, 2 Canopies
1Feed Cable, 1 Non-Feed Cable, 2 Canopies
1Feed Cable, 1 Non-Feed Cable, 2 Canopies
1Feed Cable, 1 Non-Feed Cable, 2 Canopies
1Non-Feed Cable, 1 Canopy
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