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AP O I_ LO Projector

FEATURE CODE INSTALLATION REQUIREMENTS

ASP-31-HM-120V - Mounts to a standard 4" octagonal electrical junction box or plaster ring
- Transformer to be fitted in junction box for 12V version

PRODUCT CODE

ASP FROM THE SAME COLLECTION

METAL FINISH(ES)

31 Polished nickel cone

24 Brushed nickel cone |
41 Polished copper cone (PAR-20 lamp only)

44 Brushed copper cone (PAR-20 lamp only) | \

LAMPING OPTION(S)

HM \

1X50W 12V Type MR16 incandescent halogen GX5.3 base

MB
1X50W 120V Type PAR-20 incandescent halogen E26 medium base ‘

APOLLO
VOLTAGE Micro-Suspension
120V Transformer to convertto 12V
277V Transformer to convertto 12V

SIMILAR PRODUCT(S)
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TECHNICAL DRAWING(S)
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BORG SATELLITE
Projector Projector
PRODUCT FEATURES

- Multi-directional cone 355° / 90°

- Polished nickel stem and canopy ﬂm’

DIMENSIONS AND WEIGHT(S)
H:10.250" W: 3.000" Net Wt. 2 Ibs.

OTHER SPECIFICATIONS 1 TRt Y
-

- Standard stem 3/8" @ X 2.500"

- Canopy size 5.000" @

- UL Certified and suitable for damp location
SATELLITEDUO

OPTIONAL(S) Projector

- Sloped ceiling adapter and longer stem
- Custom sizes and finishes
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