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Zot LED
350W LED Followspot

* Specification sheets are subject to change without notice.

The ZOT LED builds on the success of the existing ZOT line. Enjoy the 
benefits of green technology while enjoying unsurpassed light output. 
The ZOT LED is an affordable followspot that doesn’t sacrifice beam 
quality. The ZOT LED runs cool with no lamp change.

Features

• 350 WATT LED
• Internal Electronic Flicker Free Power Supply
• New Trombone for Impressive 3-1 Spot – Zoom Ratio
• New ultra-smooth mechanical dimmer
• Fine Focus to Soften & Harden Edge
• Includes 3 Legged Base With Casters
• Beam Angle: 6°-15°
• Zoom Optics
• Internal 5- Color Boomerang
• Single Quiet Fan

Dimensions

• Head Length: 43-1/4”
• Head Height: 13”
• Overall Height with Base: 46-1/2”

• Additional upward height adjustment: 13”
• Height of Pivot: 39-3/4”

• Maximum Width of Head: 14”
• Base maximum Width: 30”

DISTANCE 30’ 60’ 80’ 100’ 125’ 150’

Spot Diameter 3’ 6’4” 8’ 10’6” 13’3” 15’8”

Flood Diameter 8’ 15’8” 21’ 26’3” 32’8” 40’

FC Spot 1070 267 150 96 61 43

Lux Spot 11,517 2874 1615 1033 657 463

FC Flood 427 107 60 38 25 17

Lux Flood 4596 1151 646 409 269 183

Photometrics

Electrical Operation

• 100-240V, 50 or 60Hz Auto Switching
• Power Cord Length: 12’


