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USE OF PRODUCT
The intended use of this product is ideal for streets, parks, 
walking pathways, recreational areas as well as any other 
building perimeters.

HOUSING
Rugged die cast arm and housing.

FINISH
Weather resistant, matt-finished powdercoat process for 
advanced protection in severe environments over a 
precise chromate conversion coating. Available in 
standard dark polyester bronze finish or consult factory for 
made to order architectural finishes.

LED
High output LEDs offer a minimum estimated operating 
life of 50,000 hours in 3000K, 4000K, or 5000K with 
CRI>70.  LEDs placed on high performance aluminum 
heatsink for reduced junction temperatures and extended 
life.

DRIVER
Durable and long lasting LED driver operates at 120-277V 
and boasts a 90% power factor at 50 to 60 Hz with 0-10V 

Dimming Constant Current. Driver protections includes: 
Output open load, over-current and short-circuit, and 
over-temperature with auto recovery. -40ºC Min Temp. to 
45ºC Max Temp.   

MOUNTING 
Matching 2-3/8” or 3” Diameter round pole. 

LISTINGS/COMPLIANCE
• DLC qualified
• UL/cUL  -Suitable for wet locations.

B - Bronze
MTO1- Made to order

T-SERIES
LED

Series Watt/lumens Voltage Color Temperature Finish

45
70
87

130

- 45W/5500 lm
- 70W/8700 lm
- 87W/10600 lm
- 130W/15800 lm

UNV-120V-277V 30 - 3000K
40 - 4000K
50 - 5000K

Notes:
1. RAL number required.
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T331LED
LED POST TOP LIGHTING

JOB INFORMATION

Type:

Prepared by:

Comments:

Project Name:

Catalog No:

USE OF PRODUCT
The intended use of this product is ideal for 
streets, parks, walking pathways, recreational 
areas as well as any other building perimeters.

HOUSING
Rugged die cast arm and housing.

FINISH
Weather resistant, matt-finished powdercoat 
process for advanced protection in severe 
environments over a precise chromate conversion 
coating. Available in standard dark polyester 
bronze finish or consult factory for made to order 
architectural finishes.

LED
Rayon Lighting’s all-in-one color temperature 
selectable allows for easy control between 
3000K-4000K-5000K with a simple switch in 70+ 
CRI. Color temperature may be modified in field. 

DRIVER
Durable LED driver operates at 120-277V with 
0-10V dimming protocol. Power factor: 0.90; 50 
to 60 Hz. Driver protections includes: Output 
open load, over-current and short-circuit, and 
over-temperature with auto recovery. -40ºC Min 
Temp. to 45ºC Max Temp.   

FEATURES

ORDERING INFO

SERIES
T331LED

COLOR TEMPERATURE
CTS - Color Temp. Selectable
          (3000K-4000K-5000K)

FINISH
BZ - Bronze
MTO1 - Made to order

OPTIONS
PC - Photocell 120-277V
MS - Motion Sensor (Bi-Level)

WATT/LUMENS
LS1 - Lumen Selectable
(45W-70W-87W-130W)

VOLTAGE
UNV - 120V-277V

MOUNTING 
Matching 2-3/8” or 3” Diameter round pole.

DIMMING 
Selectable lumen packages. LS1 (45W-70W-
87W-130W). Lumens may be modified in field 

EPA 
0.9696

LISTINGS/COMPLIANCE
• DLC qualified
• UL/cUL  -Suitable for wet locations.

PHOTOMETRICS

Notes 
1. RAL number required.

0

-/+180

90-90

60-60

150-150

WATTS/LUMENS
Watts

45W

87W
70W

130W

Lumens

5400lm

10500lm
8400lm

15600lm

QUICKSHIP
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T331LED
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DIMENSIONS

TWIN LINEAR

TWIN LINEAR

2.8”

24.3”

25.2”

.8”

4”

36”

25.2”

Bracket Weight (lbs.)
Bracket EPA
Max Load per Tenon (lbs.)
Max EPA Load per Tenon

20
1.1
85
7.5



45W

Test Date

Series

7Apr21

Characteristics Luminous intensity distribution Curve Isocandela (rectangle)

Vertical Isolux Plot

LCS Graph

Average Illuminance effective figure

Color Temperature 4000K

Nominal Power(W) 42.1

Rated Voltage 120

Nominal Flux (lm) 5159.2

Test Voltage (V) 120

Imax (cd) 1738.2

LOR(%) 100

Total Flux (lm) 5159.2

T331LED
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Report No.: Test Time: 2019-9-20 20:02

Luminaire Property
Luminaire Manufacturer: 
 Luminaire Description: MPL0145W27V40KD(新透镜 6C16B)
Lamp Catalog: L130-4070X21-Q5DG Lamp Description: DIM45W12S-1120(42.4)
Voltage: 120.2 V Current: 0.353 A
Power: 42.01 W Power Factor: 0.990

Photometric Results
CIE Class: Direct Total Rated Lamp Lumens: 5159.2 lm
Measurement Flux: 5159.2 lm Efficiency: 100%
Downward Ratio: 99% Upward Ratio: 1%
Horizontal Diffuse Angle(10%,50%,75%,100%): H164.6,H113.7,H78.4,H5
Vertical Diffuse Angle(10%,50%,75%,100%): V164.8,V113.8,V77.9,V2
Luminaire Efficacy Rating (LER): 122.86 Central Intensity: 1738.2 cd
Max. Intensity: 1743.7 cd Pos of Max. Intensity: H0 V3
S/MH(C0/C180): 1.27 S/MH(C90/C270): 1.26

Picture Of Luminaire Luminous Intensity Distribution Curve
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Average Diffuse Angle(50%): 113.7°

C0-C180 C90-C270

Unit: cd

C Plane (°):0.0-360.0: 30.0 Gamma Plane (°):0.0-180.0:1.0
Test Lab: Test Device: GPM-1800B
Test Type: TYPE C Distance: 11.672 m
Temperature: Humidity: 
Operator: Inspector: 
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Isocandela (rectangle)
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Imax (100%): 1744 cd

( 10%):   174 cd ( 16%):   279 cd
( 25%):   436 cd ( 40%):   697 cd
( 63%):  1099 cd (100%):  1744 cd

C Plane (°):0.0-360.0: 30.0 Gamma Plane (°):0.0-180.0:1.0
Test Lab: Test Device: GPM-1800B
Test Type: TYPE C Distance: 11.672 m
Temperature: Humidity: 
Operator: Inspector: 
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Vertical IsoLux Plot
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Lowest(m): 1.0m    Highest(m): 11.0m    Max Lux: 1738.2 lx
(  1%):  17.4 lx (  2%):  34.8 lx
(  5%):  86.9 lx ( 10%): 173.8 lx
( 20%): 347.6 lx ( 50%): 869.1 lx
(100%):1738.2 lx

C Plane (°):0.0-360.0: 30.0 Gamma Plane (°):0.0-180.0:1.0
Test Lab: Test Device: GPM-1800B
Test Type: TYPE C Distance: 11.672 m
Temperature: Humidity: 
Operator: Inspector: 

Page 13 of 34 Pages

The Average Illuminance Effective Figure

Beam Angle:164.5°Height Avg./Nadir. E Diameter / Area

5.0m 1.17/      73.71m / 4267.35sq.m 69.53lx

10.0m 0.29/     147.42m / 17069.40sq.m 17.38lx

15.0m 0.13/     221.13m / 38406.16sq.m 7.73lx

20.0m 0.07/     294.85m / 68277.61sq.m 4.35lx

25.0m 0.05/     368.56m / 106683.78sq.m 2.78lx

30.0m 0.03/     442.27m / 153624.64sq.m 1.93lx

35.0m 0.02/     515.98m / 209100.21sq.m 1.42lx

40.0m 0.02/     589.69m / 273110.45sq.m 1.09lx

45.0m 0.01/     663.40m / 345655.46sq.m 0.86lx

50.0m 0.01/     737.11m / 426735.10sq.m 0.70lx

Flux Out: 5003.40lm

C Plane (°):0.0-360.0: 30.0 Gamma Plane (°):0.0-180.0:1.0
Test Lab: Test Device: GPM-1800B
Test Type: TYPE C Distance: 11.672 m
Temperature: Humidity: 
Operator: Inspector: 
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LCS Graph
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FM 30°-60°
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FH 60°-80°
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10.0%

BH 60°-80°
485 lm

9.4%

 FVH 80°-90°
 77 lm
 1.5%

BVH 80°-90° 
66 lm 
1.3% 

  UL 90°-100°
  20 lm
  0.4%

UL 90°-100°  
20 lm  
0.4%  

     UH 100°-180°
     43 lm
     0.8%

Trapped Light:NA,NA

Scale= MAX LCS%
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C Plane (°):0.0-360.0: 30.0 Gamma Plane (°):0.0-180.0:1.0
Test Lab: Test Device: GPM-1800B
Test Type: TYPE C Distance: 11.672 m
Temperature: Humidity: 
Operator: Inspector: 


