
Lighted Horizontal  Corners - (Drywall
& Grid Ceilings) -

S P E C I F I C A T I O N S

Three piece extruded aluminum, mitered and  
secured together to form a nominal 2' x 2'  
continuously lit 90° cornet.

(Lenses mitered to provide a continuous  
transition through the corner.)

a high reflectance white enamel.
.040" thick die-formed aluminum finished with

All corner assemblies are factory pre-wired for a 
single ci rcuit. 

All corner assemblies are provided with factory
installed quick-connect wiring.

Corner assemblies are ETL listed for use in 

Microlinea  Recessed Series 3 -

(2 7/8" Luminous Aperture)

Horizontal extruded aluminum 90° corners are  
available for use when recessed ceiling mounted  
patterns are desired. Corners are available in   
  nominal 2’ x 2’ long continuously lit configurations.  

H O W  T O  O R D E R

TM

 Availa
Standard (approximate) outputs at 80 CRI: 

ble for 3000K, 3500K and 4000K CCT.

LED power supply is UL/CUL recognized, 
0-10V dimming availabl e, 120-277 universal
voltage. 347V is available.

HO -High Output
*746 Total Delivered Lms./Ft and 7.3 Watts/Ft 

MO -Medium Output 
*463 Total Delivered Lms./Ft and 4.3 Watts/Ft 

(LOH) LED optimized high transmittance extruded
acrylic snap-in lens.

Housing

Light Engine 

(*Values using 3500K LED modules.)

Optical Cont rols

Ci

Certification

rcuitry

Wiring

Driver

Wet Location - IP54

Limited Warranty
LED Boards & Drivers

5
Year
5

Year
5

Year

Made in America
9/22

Precision Architectural Lighting   4830 Timber Creek Drive   Houston, Texas 77017
  moc.gnithgil-lap.www    1444.649.317 xaF    3434.649.317 leT

epyTrebmuN golataC

Project Name

Wet Location

Gasketing 
Fixture Side Gasket: Extruded silicone rubber -
continuously run along both sides of fixture.

Moisture Shield 

Reflector/Heat Sink

.030" thick clear polycarbonate
(Required on 90 degree corners and continuous

recessed ‘Wet Locations.’ Ambient operating 
temperature rated from -30 C° up to 50 C°, and 
0  C up to 50  C with battery back-up.
IC (Insulation Contact) Rated.
IP54 rated (Ingress Protection) 

o o

Sample Catalog Number:        MLR3WL54  -  HO   -  K40  -  80  -  HL90  -  FT  -  XX  -  LOH  -  UNV  -  DIM1  -  OPTIONS 

 MLR3WL54

 MLR3WL54 Series - Wet Location Corners
Lumen Outputs:   HO   - High Output = 746 Total Lms./Ft  - 104 Lm/W 

CCT: K30 - 3000K, K35 - 3500K, K40 - 4000K 

CRI: 80 (Standard), 90 (Optional)

Corner Type: Horizontal 90 Degree - Recessed 

Mountings:
 

XX  = Flush Tile, Tegular Tile and Screw Slot Grid (None)  

Optical Control: LOH = LED Optimized Acrylic Snap-in Lens    
Voltage: UNV (120/277 - Universal Voltage), 347V

  MO   - Medium Output = 463  Total Lms./Ft  - 108 Lm/W 
                          CO   - Custom Output = 1365 Lms/Ft - MAX. (Contact Factory)

Options: NLCKT =  Night-Light Circuit (Common Neutral)    EMCKT = Emergency Circuit (Separate Hot & Neutral)      
FS =  Fused Drivers   

EBPHST = Self-Testing Emergency Battery Pack (10 Watt)     

 YK = Snap-in Yoke Assy. (OF only)

Dimming: 

(2’ x 2’ Nominal
Corners)

Ceiling Type: FT = 15/16” or 9/16” Grid w/Flush Tile  TT = 15/16” or 9/16” Grid w/Tegular Tile SG = Screw Slot Grid
OF = Drywall Overlap Flange SF1 = Spackle Flange with 1/2” Drywall SF5 = Spackle Flange with 5/8” Drywall

AC = Aircraft Cable Assy. (OF only) TR = Threaded Rod Assy. (OF & SF only) YK = Adjustable Yoke Assy (SF only)

 HL90  LOH

rows only.)

Grid Ceilings Drywall Ceilings

Consult Factory for exact luminaire placement.

Fixture Length

Fixture Length

Lighted Horizontal Corner
(High, Medium or Custom Output LED)

Nominal 2’
as Specified

as Specified

(Flush Tile, Tegular Tile, Screw Slot) (Overlap Flange, Spackle Flange - 1/2” & 5/8”)

Nominal
       2’

(*Covered Ceiling Only)

DIM1 = Standard Driver wired for Dimming - 100% to 1%     DIMX = Standard Driver - no Dimming DIM0 = Optional Driver with Dimming - 100% to 0%



Microlinea Recessed Series 3 Wet Location - IP54
Standard Fixture Lengths & Mounting Centers

RECESSED - GRID CEILINGS RECESSED - DRYWALL CEILINGS
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