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Series Mounting Nominal Length 1 Body Finish Wallwash 2 Wallwash Output Downlight Options Downlight Output Beam Angle

GI R Recessed with Trim 06 6" W White W0 No Washer
0 per module

L 4W 0 0 per module L 4W S 24° 

T Recessed Trimless 12 12" B Black M 8W 1 1 per module M 8W M 36° 

G Grey W2 Wallwash  
One side  

X N/A 2 2 per module H N/A X N/A

X Custom RAL 3 3 per module

W4 Wallwash  
Both sides 

4 4 per module

Adjustable Options Adjustable Output Beam Angle Voltage Dimming CRI Color Temp Emergency

0 0 per module L 4W S 24° 1 120V A No Dimming 8 +80 27 2700K 0 no

1 1 per module M 8W M 36° U3 Universal 120V to 277V B 0-10V to 1% 9 +90 30 3000K 9 90 mins

2 2 per module X N/A X N/A C 0-10V to Fade-off 35 3500K

3 3 per module D DALI to 1% 40 4000K

E ELV Dimming

F DMX

G4 LUTRON  









Output Watts CRI +80 CRI +90

APPLICATION 4W 2700K 3000K 3500K 4000K 2700K 3000K 3500K 4000K

Wallwash 4W 373lm 384lm 401lm 411lm 308lm 318lm 332lm 341lm

Fixed Downlight 4W 390lm 404lm 421lm 847lm 324lm 335lm 348lm 361lm

Adjustable Downlight 4W 390lm 404lm 421lm 847lm 324lm 335lm 348lm 361lm

8W 2700K 3000K 3500K 4000K 2700K 3000K 3500K 4000K

Wallwash 8W 704lm 724lm 756lm 776lm 582lm 600lm 627lm 643lm

Fixed Downlight 8W 757lm 785lm 818lm 847lm 630lm 650lm 676lm 700lm

Adjustable Downlight 8W 757lm 785lm 818lm 847lm 630lm 650lm 676lm 700lm


