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Series Mounting Nominal Length


BJO S Surface Mounted 12 12"


P Pendant 18 18"


M Millwork 24 24"


30 30"


36 36"


42 42"


48 48"


54 54"


60 60"


XX Custom in


LX Elbow


For exact lengths refer to 
dimensions table.


Body Finish Output 1 Voltage Dimming Diffuser Beam Angle CRI Color Temp Emergency


W White L 470lm/ft  (4W) 1 120V H No Dimming O Opal L Opal 8 +80 27 2700K 0 no


B Black M 910lm/ft  (9W) U2 Universal 120V 
to 277V


I 0-10V to 1% A Asymmetric 9 +90 30 3000K 9 90 mins


G Grey H 1490lm/ft  (15W) J 0-10V to Fade-off E Elliptical 35 3500K


X Custom RAL V 1820lm/ft  (19W) K ELV Dimming 40 4000K


L DALI to 1% WD4 3000K- 1800K


M DMX TW5 2700K - 5000K


N3 LUTRON  CC RGBW















12'' 24'' 36'' 48'' 60''


Height Width Actual Length Actual Length Actual Length Actual Length Actual Length 


mm inch mm inch mm inch mm inch mm inch mm inch mm inch


Surface 
Mounted 65 2 5/8 55 2 3/16 313 12 3/16 613 24 1/8 913 35 15/16 1213 47 3/4 1513 59 9/16


Pendant 65 2 5/8 55 2 3/16 313 12 3/16 613 24 1/8 913 35 15/16 1213 47 3/4 1513 59 9/16


Millwork 65 2 5/8 55 2 3/16 313 12 3/16 613 24 1/8 913 35 15/16 1213 47 3/4 1513 59 9/16


Output Watts CRI +80 CRI +90


STATIC-WHITE 2700K 3000K 4000K 2700K 3000K 4000K


L 4W 460lm 470lm 490lm 380lm 390lm 410lm


M 9W 1030lm 910lm 1110lm 850lm 760lm 920lm


H 15W 1660lm 1490lm 1790lm 1380lm 1240lm 1500lm


V 19W 2040lm 1820lm 1700lm 1520lm


DIM-TO-WARM  
3000K~1800K


3000K


L 12W 990lm  


V 22W 1820lm


TUNABLE WHITE 
2700K~5000K


L 12W 1130lm 990lm


V 22W 2150lm 1820lm


RGBW


TOTAL 47.5W


R G B W


(9W) 143lm (13.5W) 429lm (13W) 136.5lm (12W) 383.5lm







billet-indoor-cs-opal-integral-23.pdf


Series Mounting Nominal Length


BIO R Recessed with Trim 12 12"


T Recessed Trimless 18 18"


S Surface Mounted 24 24"


P Pendant 30 30"


M Millwork 36 36"


W Wall Mounted 42 42"


48 48"


54 54"


60 60"


XX Custom in


LX Elbow


For exact lengths refer to 
dimensions table.


Body Finish Output 1 Voltage Dimming Diffuser Beam Angle CRI Color Temp Emergency


W White L 690lm/ft  (4W) 1 120V A No Dimming O Opal L Opal 8 +80 27 2700K 0 no


B Black M 1140lm/ft  (9W) U2 Universal 120V 
to 277V


B 0-10V to 1% A Asymmetric 9 +90 30 3000K 9 90 mins


G Grey H 1810lm/ft  (15W) C 0-10V to Fade-off E Elliptical 35 3500K


X Custom RAL V 2650lm/ft  (19W) D DALI to 1% 40 4000K


E ELV Dimming WD4 3000K- 1800K


F DMX TW5 2700K - 5000K


G3 LUTRON  CC RGBW



















12'' 24'' 36'' 48'' 60''


Height Width Actual Length Actual Length Actual Length Actual Length Actual Length 


mm inch mm inch mm inch mm inch mm inch mm inch mm inch


Surface 
Mounted 85 3 3/8 55 2 3/16 308 12 1/8 608 23 15/16 908 35 3/4 1208 47 9/16 1508 59 3/8


Recessed 
with Trim 85 3 3/8 75 3 328 12 15/16 628 24 3/4 928 36 1/2 1228 48 3/8 1528 60 3/16


Recessed 
Trimless 85 3 3/8 95 3 3/4     348 13 11/16 648 25 1/2 948 37 5/16 1248 49 1/8 1548 60 15/16


Pendant 85 3 3/8 55 2 3/16 308 12 1/8 608 23 15/16 908 35 3/4 1208 47 9/16 1508 59 3/8


Millwork 85 3 3/8 55 2 3/16 308 12 1/8 608 23 15/16 908 35 3/4 1208 47 9/16 1508 59 3/8


Wall
Mounted 85 3 3/8 55 2 3/16 308 12 1/8 608 23 15/16 908 35 3/4 1208 47 9/16 1508 59 3/8


Output Watts CRI +80 CRI +90


STATIC-WHITE 2700K 3000K 4000K 2700K 3000K 4000K


L 4W 460lm 690lm 490lm 380lm 390lm 410lm


M 9W 1030lm 1140lm 1110lm 850lm 760lm 920lm


H 15W 1660lm 1810lm 1790lm 1380lm 1240lm 1500lm


V 19W 2040lm 2650lm 1700lm 1520lm


DIM-TO-WARM  
3000K~1800K


3000K


L 12W 990lm  


V 22W 1820lm


TUNABLE WHITE 
2700K~5000K


L 12W 1130lm 990lm


V 22W 2150lm 1820lm


RGBW


TOTAL 47.5W


R G B W


(9W) 143lm (13.5W) 429lm (13W) 136.5lm (12W) 383.5lm






