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Materials   

Li ht source  

RI Ra  

IP Ratin  

inish  

Aluminum 

Xicato XIM 0.4" L S or Lumenetix L D module 

80 or  Artist Series

IP66

Anodized or painted any RAL color 

Dimmin   XTM 
XIM 
Lumenetix

Supply  XTM 
XIM 
Lumenetix 

0-10V
0-10V  DALI or Wireless
DMX

onstant current inte ral dri er 
48V or 240V to inte ral PS  
240V to inte ral dri er

Wei ht  

Beam  

Accessories  

4.4Lb

1 .1  1 .  24.4  or 6.

The - at is a ersatile  decorati e yet unctional    
robust wire mounted IP66 rated down li hter.  It can 
be  mounted to Ø0. " catenary wire usin  a lockin  
hin e  mechanism or ia a direct sin le suspension.
Since its inception we ha e adapted its core to accept  
many custom (recycled and recyclable) acrylic ronts   
optics  lenses and e en patterned shades.

Alternati e lower sections machined rom solid acrylic 
are also a ailable.

Order ode - at.module.accessory. inish
E xa mple G - Cat.X T M ,3000K ,1300lm.D ow nlight.black
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Description  
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Dimensions XTM Remote  XIM   Lumenetix  
(Max Power) 0-10 or DALI DMX

Xicato XTM 
Non Dim or 0-10V 
(Initial Output*)

Heatsink 
Ø4" x 4" 
Acrylic 4" 
(18W) 

Heatsink
Ø4"  x 4" 
Acrylic 4"  
max
(18W) 

Heatsink
Ø4"  x 4" 
Bezel
Ø4"  x 1.6"
(18W) 

Heatsink/ 
Lamptube
Ø2.4" x 2.6" 
(6.6W) 

(80CRI 2100lm)
(95 CRI 1400lm)

(80CRI 2100lm)
(95 CRI 1400lm)

(80CRI 1300lm)
(95 CRI 1300lm) (95 CRI 1000lm)

(80CRI 1300lm)
(95 CRI 930lm)

(80CRI 1300lm)
(95 CRI 930lm)

(80CRI 1300lm)
(95 CRI 700lm) (95 CRI 750lm)

Heatsink
Ø1.8" x 2.6"
Acrylic Orb
Ø4" 
(6.6W) 

Heatsink
Ø1.8" x 2.6"
Shade
Ø11.8 
(6.6W) 

(80CRI 2100lm)
(95 CRI 1400lm)

(80CRI 2100lm)
(95 CRI 1400lm)

(80CRI 1300lm)
(95 CRI 1300lm) (95 CRI 1000lm)

(95 CRI 560lm)

(95 CRI 560lm)

(95 CRI 560lm)

Type L
(Initial Input*)




