

## SEE NEXT PAGE FOR ORDERING INFORMATION



## LBD250-C8-GTL CYRANOS

ORDERING GUIDE:LBD250-C8-GTL) L (LED) BD (BOLLARD) 250 (SERIES) C (CONICAL) 8 (INCHES) GTL (GLIMMER TOP W/ LOUVER)


QUICK SPEC SKU LBD250-C8-GTL-GL-12-27-25-GS-NAT

| LBD250-C8-GTL |  |  |  |  |  |  |
| :---: | :---: | :---: | :---: | :---: | :---: | :---: |
|  | CORE | WATTAGE | LED COLOR | HEIGHT | MOUNT | FINISH |
|  | [GL] Graduated Louvers | [9] 9W | [27] 2700K, 80 CRI | [20] 20" | [1/2] 1/2" Male Thread | Standard: |
|  | [SL] Stacked Louvers | [12] 12 W | [279] 2700K, 90CRI | [25] 25" | [GS] Ground Stake | [NAT] Natural |
|  | [NL] No Louvers |  | [30] 3000K, 80 CRI | [XX] Specify | [TR-12] 12" Trident Spike | Plus (\$): |
|  |  |  |  | Min: 12" Max: 48" | [JB3-S] 3" Junction Box w/ PVC Stake | [BLP] Bronze Living Patina |
|  |  |  | NOTE: For other CCT and CRI options, contact factory |  | [PB-S] Power Box w/ PVC Stake Incl. 60W 120-12V Trans. | [BLP-XD] BLP Extra Dark Premium (\$\$S): |
|  |  |  |  |  | [PM-60] Pedestal Mount | [ NI ] Nickel PVD |
|  |  |  |  |  | [LP] Leveling Pedestal [SM] Surface Mount | [PVD] PVD Color <br> (Contact Factory for Color Options) |



## LBD250-C8-GTL CYRANOS

PHOTOMETRIC OVERVIEW
Information based on 12W \& 3000K. To download more in-depth IES photometric data, visit auroralight.com/product/lbd250-c8-gtl-cyranos/

## Mounting Height - 2 Feet



Grid Lines in Units of Mounting Height
$=5 \mathrm{fc} \quad-2 \mathrm{fc}=1 \mathrm{fc}=0.5 \mathrm{fc}=0.2 \mathrm{fc}=0.1 \mathrm{fc}$

