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Features 

 Power and economy with 4x CF PL-L lamps 

 Modern body design is precisely cut from steel 

 Available in an assortment of TMS and RAL powder-coated finishes to 
complement the theme 

 Optional smooth dimming without any color shift 

 Optional emergency ballast in case of power interruption 

 Maintenance is simple; easy to clean and re-lamp 

Applications   

The Anara pendant is ideal for illuminating medium-sized areas where the 

amount of light, quality of light, and aesthetics are important. It is ideally 

suitable for architectural and commercial applications, such as offices, 

boardrooms, libraries, and places of business. 

Anara 
Construction 

The body is manufactured from precisely cut aluminum, and the gear tray 
from heavy gauge steel.  From the square, aluminum cover plate, the steel 
stem extends downward to support the body.  

Lamp 

The Anara pendant is designed to operate with compact fluorescent (4x 40W 
max.) light sources.  

Ballasts 

Ballasts are integral and electronic. They are efficient with a high power 
factor greater than 90%, and quiet with an "A" sound rating.  

Dimming 

Dimming options include the Mark 7 ® (0-10V), Mark 10 ® (line voltage), or 
Ecosystem ®.  

Note: Compatibility of this product is not guaranteed with all control systems.  

Emergency 

An optional, integral, emergency backup is available where power is supplied 
to a single lamp. The test switch and indicator light are remotely mounted.  

Mounting 

Mount directly to a standard 4" junction box, flush with the ceiling. Anara is 
designed with a ceiling slope adapter (15° max.) that keeps the pendant 
hanging vertically.  

Finish 

Select from premium polyester powder coated, and RAL finishes. Custom or 
RAL finishes are available by special order. See the TMS Finishes Chart. 

Compliances 

Rated IP20 for dry, indoor locations. QPS-C/US, or UL-C/US certified to 
UL1598 standards. Consultants Europe (CE) listing is available upon 
request.  

IP20 

http://www.tmslighting.com/products/pendants/calvinfcopy1/files/Finishes-Diffusers%20Chart%20TMS%20v1.00.pdf
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24: 24” l x 24” w (610 mm X 610 mm) 

32:  32” l x 32” w (813 mm x 813 mm) 

1 • Size 

24CF4:  4x 24/27W CF PL-L 

40CF4:  4x 40W CF PL-L 

2 • Lamping 

120: 120V 

277: 277V 

347:  347V 

3 • Voltage 

F05: White 

F09: Pewter 

F15: Matte black 

F16: Gloss black 

F18:  Flat aluminum 

F19:  Mirror silver 

F21:  Architectural bronze 

F24: Melted platinum (textured) 

F25: Melted gold (textured) 

F26: Melted copper (textured) 

F28: Dark champagne 

F31: Silver metallic 

F32: Bronze metallic 

F33: Pyrite bronze 

RAL: RAL custom color 
(specify) 

These are some popular 
finishes. For a larger 
selection, please see the 
TMS Finishes Chart. 

4 • Finish 

—-:  None 

DIM: CF dimming - 4 lamps (Advance Mark 10 ®) 

DIMV: CF dimming - 4 lamps (Advance Mark 7 ®, 0-10V) 

DIME: CF dimming - 4 lamps (Lutron Ecosystem ®) 

5 • Dimming 

Project:  ___________________  

Type:  ___________________  

Quantity:  ___________________  

Notes: 
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—-:  None 

EM:  Integral CF or LED (min. operating 
temp. 5°C/40°F) 

6 • Emergency 

http://www.tmslighting.com/products/pendants/calvinfcopy1/files/Finishes-Diffusers%20Chart%20TMS%20v1.00.pdf


TMS Lighting Ltd. 

247A Summerlea Road, 

Brampton, Ontario, 

Canada. L6T 4E1 

 

North America: (905) 793-1174  

Toll-free: (866) 793-1174 

Fax: (905) 793-1175 

 

UK & Europe: 44-1474-250-654 
Specifications are subject to change without notice. 

Custom 

TMS Lighting can customize this and many of our standard 
fixtures. The dimensions, lamp types, enclosure and colors 
could be modified to suit your lighting and architectural 
requirements. Contact your local representative for more 
details: http://www.tmslighting.com/info/agents 
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400AN-24 400AN-32 

http://www.tmslighting.com/info/agents/

